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Abstrat: This report shows how to use IBR methods to make possible the rendering ofomplex senes on a mobile terminal, suh as a PDA, while using a lient/server arhiteture.The PDA represents the lient of a server whih omputes a very small set of key images(to avoid lateny time that would a�et interativity) of a omplex 3D sene and transmitsthem on demand to the lient aross a low bandwidth network. The lient utilizes theseimages to use a warping tehnique to ompute new images as seen by intermediate ameras(using an IBR tehnique) whose positions and diretions are hosen interatively by theuser by moving the stylus of a PDA. The most di�ult problem is how to plae the ameras(apturing the key images) whih allow an e�ient warping avoiding artifats, suh as holes,due to olusions and exposures. Providing a general solution to the problem of ameraplaement is a hard task. In this report we address only the ase of urban senes.Key-words: lient/server, 3D senes, Rendering, Warping, Image Based Rendering, Low-Bandwidth Network , PDA, Camera Plaement
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Une Approhe Client/Serveur pour le Rendu Basé Imagesur Terminaux MobilesRésumé : Ce rapport montre qu'il est possible d'utiliser des méthodes IBR (rendu baséimage) pour e�etuer le rendu de sènes omplexes sur un terminal mobile, tel qu'un PDA,dans le as d'une arhiteture lient/serveur. Le PDA représente le lient d'un serveurqui alule un ensemble restreint d'images lés (pour éviter un temps de latene importantqui pourrait dégrader l'interativité) d'une sène 3D omplexe et les transmet à traversun réseau bas débit sur demande. Le lient utilise es images lés pour en déduire parinterpolation (en utilisant don des méthodes IBR) de nouvelles images intermédiaires vuespar des améras dont l'orientation et la position sont hoisies par l'utilisateur de manièreinterative en déplaçant un stylet. Un problème déliat est elui du plaement des améraspour éviter l'apparition de trous dus aux problèmes d'olusion et d'apparition de nouveauxobjets lorsqu'on e�etue l'interpolation. Conevoir une solution générale à e problème estune tâhe très di�ile. Dans e rapport nous proposons une solution de plaement de améradans le as de sènes urbaines.Mots-lés : lient/serveur, Sènes 3D, Rendu, Interpolation, Rendu Basé Image, RéseauBas Débit, PDA, Plaement de Caméra
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4 Bouatouh and Point and Thomas1 IntrodutionPDAs (Personal Digital Assistants) are handheld omputers that are inreasingly widespreadsine the last deade. Many appliations already run on PDAs but omplete high qualityrendering of 3D models still remain beyond their apabilities. To make rendering on PDAspossible, one solution is to rely on a lient/server arhiteture in whih the server omputesimages of a 3D sene then sends them to a lient, say a PDA, whih visualizes them onits small sreen. As this solution is highly demanding in terms of network bandwith, apreferable solution is to distribute rendering among the server and the lient. Indeed, theserver omputes a set of key images that are sent to a lient whih omputes in-betweenimages using IBR tehniques (Image Based Rendering).While traditional rendering methods need data representing the geometry and the pho-tometry of the objets making up a 3D sene, IBR methods take as input a set of images(syntheti or real) sometimes augmented with depth maps. When rendering omplex senes,the omputation ost of traditional rendering is proportional to the number of objets withina sene, while it is only proportional to the image resolution for IBR methods. IBR teh-niques proved that they are fast and easy to implement. They only onsist in alulating,for intermediate amera positions, in-between frames from key frames and depth-maps.This paper shows how to use IBR methods to make possible the rendering of omplexsenes on a PDA in the framework a lient/server arhiteture. The PDA represents thelient of a server whih omputes a very small set of key images (to avoid lateny timethat would a�et interativity) of a omplex 3D sene and transmits them on demand tothe lient aross a low bandwidth network. The lient utilizes these images to omputenew images as seen by intermediate ameras (using an IBR tehnique) whose positions anddiretions are hosen interatively by the user by moving the stylus of a PDA.Image-Based-Rendering seems a good ompromise between lassial 3D rendering on aPDA and streaming images that are all omputed on the server side. In other words, IBRis a good ompromise between proessing time on a PDA and time of data transmissionthrough a low bandwidth network suh as GPRS or wireless networks (Wi� or others).Another advantage of IBR tehniques is the possibility to interat with a 3D sene whileit is hardly possible when streaming images from the server to the lient. Warping keyimages to ompute in-between ones gives the user the feeling of navigating through a 3Dsene.The most di�ult problem is how to plae the ameras (apturing the key images) whihallow an e�ient warping avoiding artifats, suh as holes, due to olusions and exposures.Providing a general solution to the problem of amera plaement is a hard task. In thisreport we address only the ase of urban senes.This report is organized as follows. Setion 2 presents some related works regardingrendering and image-based rendering on PDAs as well as solutions to the amera plaementproblem. Our Client/Server arhiteture is desribed in setion 3. Setion 4 presents indetail our solution to the amera plaement problem in the ase of urban senes only. Someimplementation details and results are given in setion 5. Finally we onlude in setion 6.INRIA



IBR on PDAs 52 Related worksIn this setion we report �rst on 3D rendering methods on PDAs, then on IBR tehniqueswhile fousing on the solutions relevant to our method. Next, we address the problem of keyimage seletion. This problem an be stated as a amera plaement problem. The solutionwe propose to this problem is only valid for urban senes.2.1 3D rendering on PDARendering omplex 3D senes on PDAs annot be straightforwardly performed by reusingexisting software pakages running on Personal Computers beause the PDAs are not yetsupplied with �oating point units and dediated graphis aelerators have just been avail-able. Moreover, even if external memory ards of 256 Mega bytes an be used on thesedevies, aess times are still too high.However, 3D rendering of small senes is possible on PDAs. A new generation of PDAsbased on the novel Intel XSal PXA 250 proessor with a 400 Mhz lok speed providingdediated support for multimedia and 3D graphis appliations has appeared. Some 3DAPIs dediated to programming on PDA already exist. One of these tools is a 3D graphislibrary similar to OpenGL [15, 22℄. To render larger senes, methods relying on simpli�edgeometry based on levels of details [27℄ or Non-Photorealisti-Modeling [9℄ an be used.However, these methods provide images that do not seem realisti and the sene omplexityis still very limited.To overome the limitations of PDAs and to make possible rendering of omplex senes onthese devies, one an make use of a lient/server arhiteture. Martin [19℄ has lassi�ed intothree major ategories the methods for rendering 3D models in lient-server environments.The �rst ategory is alled lient-side methods [12℄. The methods of this ategory do notinvolve any rendering on the part of the server. The geometry as well as the textures aredownloaded to eah lient that requests them and the lient is responsible for renderingit. Suh methods are not well suited for PDAs. When using the methods of the seondategory, alled server-side methods, the 3D model is fully rendered on the server side andthe resulting images are sent to the lients [6, 2℄. In [6℄, the sever generates the frames,enodes and transmits them to the lient. The enoded frames are transmitted as a videostream to the lient whih deodes the stream and displays it. In [2℄, eah lient uses previousviews of the sene to predit next view using image-based rendering tehniques. The serverperforms the same predition and sends only the di�erene between the predited and theatual views. Compressed di�erene images require less bandwidth than the ompressedimages of eah frame. Suh methods get interesting when the lients have limited resouresand limited graphis performanes, whih is the ase of PDAs. As for the third ategory,alled hybrid-side methods [17℄, parts of the 3Dmodel are rendered on the server and the otherparts are downloaded and rendered on the lient side. Suh methods have the advantage ofreduing the geometri omplexity of the data to be transmitted by replaing parts of thegeometry with images. However, deiding whih part of a model should be rendered on theRR n° 5447



6 Bouatouh and Point and Thomasserver or on the lient is not a trivial task. One possibility is that the server ould renderhigh and low resolution versions of a 3D model and send the residual error image and thelow-resolution geometry to the lient [17℄. In this ase, the role of the lient is to renderthe oarse model and to add the residual image to restore a full quality rendering. Suhmethods are not suited for PDAs, beause for omplex senes, a lot of geometry (even oarsemodels), textures as well as residual images have to be transmitted to the PDAs.As seen above, a server-side method has to be used for rendering omplex senes on aPDA. Reall that this kind of method is based on streaming images to the lient. Streamingimages an o�er realism and is well studied to rendering on PDAs [3, 6, 16, 4℄. Even witha high bandwidth network, streaming is not the perfet solution. A lot of time is spent bythe lient to download and render images [16℄, whih dramatially redue the frame rate onthe lient side. Moreover, when walkthrough is the targeted task of streaming appliations,the problem of interativity is not e�iently dealt with. Note that in the ase of NPR (NonPhotorealisti Rendering) some works have been done on streaming silhouettes, reases andfeature lines (rather than images) to a PDA [9, 12℄. In our opinion, when realisti renderingis targeted, streaming has to be ombined with IBR tehniques as already done in [16, 4℄.The drawbaks of 3D rendering (small senes, no realism) and streaming (bottlenek forimages transmission and lak of interativity) led us to propose the use of IBR methods forrendering omplex 3D environments on mobile terminals suh as PDAs.2.2 Image-Based-RenderingImage-Based-Rendering (alled IBR from now on) is based on the assumption that there isa slight di�erene between two suessive images when walking through a 3D environment.Indeed, rendering at a urrent position and an orientation an be performed using IBR teh-niques whih onsist in warping nearby pre-rendered images (alled key images or refereneimages). IBR tehniques are used in two main appliations: 3D walkthrough and 3D objetreonstrution from images [7, 21℄.A famous IBR walkthrough system is QuikTime VR [5℄ whih allows a rendering yielding360-degrees ylindrial panorami images. When using this method the degrees of freedomof navigation are rotations, around the up axes, and zooms (in and out). This limitation indegrees of freedom for navigation is due to the way the intermediate images are omputed,say a�ne transforms of panorami images [13℄. Warping tehniques overome this drawbakusing 3D information.The pixels of the warped image are omputed by re-projetion of the pixels of key images(see �gure 1). Warping is only possible if depth information is available for eah pixel of thekey images [20℄, [18℄. Equation 1 is the general equation of 3D warping, where image 1 isthe key image and image 2 the wrapped one.
Ċ1 and Ċ2 are the enters of projetion of the 2 images, P1 and P2 are the inverseprojetion matries. These matries de�ne the intrisi parameters of the amera (see �gure1).

INRIA



IBR on PDAs 7
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8 Bouatouh and Point and ThomasThe losest related work is by Hudson and Mark [14℄ who also propose to use IBR teh-niques in the ase of a lient / server approah. They propose an algorithm for refereneamera plaement. This fundamental problem as well as related works are disussed in se-tion 2.3.2.3 Camera plaement: Determining referene imagesCamera plaement onsists in overing every visible surfae with a minimum number of am-eras to avoid exposures and olusions when using IBR. This problem an also be regardedas an extension of the Art Gallery Problem. The formal solution to this problem is theaspet graphs [24℄ that store all the visibility relations between all the objets in the sene.An aspet graph ontains all the visual events (exposures, olusions) that our in a seneand that an therefore be used to pre-render images from ameras whose loations dependon the visual events.The solutions to the problem of amera plaement depend on the appliations. When theappliation is 3D-reontrution a huge set of images are aptured by for example turning aamera around the 3D objet [21℄ or using few signi�ant images [7℄. When the appliationis navigation, the ameras that produe the referene images an be plaed at ertain pre-de�ned positions [18℄ [14℄ or the referene images an be one for all pre-omputed aordingto a ertain strategy [10℄, [1℄.In [14℄ three sets of depth images are used. Eah set ontains four images that form thefaes of a ube. These faes are the image planes of four ameras positioned at the ube'senter. The urrent navigation amera lies within a triangle whose verties are the entersof three referene ubes. This allows to e�iently warp the urrent navigation amera. Thetargeted appliation of [14℄ is walkthrough of indoors environments. Unlike this method, ourobjetive is walkthrough of ity models. With this aim in view, we propose a new ameraplaement strategy well suited to urban senes.Our method is inspired by Fleishman's work [10℄. The sene is divided into viewing areas.In eah viewing area, a small (not neessary minimal) set of ameras samples is hosen. Ouramera plaement algorithm takes two onsiderations into aount: (i) every polygon shouldbe overed (say, seen by at least one referene amera), (ii) every overed polygon shouldbe overed at a su�ient overage rate. A overage rate of a polygon is the ratio betweenits area and that of its projetion onto the image plane of the referene amera that seesthis polygon. To avoid redundany, only one amera is assoiated with a given polygon inthe sene. While in [10℄ ameras are plaed on the boundary of arbitrary walking zones,we plae referene ameras on the urban street network. The plaed referene ameras willapture images similar to those a pedestrian ould see while walking along a street.
INRIA



IBR on PDAs 93 Overall lient-server arhitetureThe overall lient-server arhiteture and the global algorithm of our system is desribedin �gure 2. The server owns the 3D environment and runs a amera plaement algorithmapable of determining pertinent referene ameras that apture referene images of theenvironment, used for image-based rendering. The amera plaement algorithm as well asthe assoiated data strutures are desribed in the next setion. The referene images, oneomputed by the server, are sent to the lient that warps them to ompute new intermediateimages.
server

− Renders 3D scenes

− Produces Reference Images

client

− Navigator

− Warps between reference images
3D data

user

2. Navigate(theta, d)

2.2 Produce()

images

2.5 [update] Send_ReferenceImages({IRefi})

2.4 update = Update_ReferenceImages({IRefi},Mc)

1. Send_Init(IRef0)

2.3 Send_NavigationCamera(Mc)

2.1. Update_NavigationCamerat()

Figure 2: Overview of the rendering arhitetureHere is a more detailed desription of the �gure 2:1. The IBR proess is initialized when the server sends the lient an initial referene imagetogether with its orresponding amera parameters (1.Send_Init(IRef0)). From nowon, IRef represents a referene image and its orresponding amera parameters.2. On the lient side, the user an navigate through the 3D environment by hanging theorientation and the position of the amera (2.Navigate(theta,d)). In the presentappliation, navigation is performed in a urban environment. The position of the am-era is onstrained to lie on a horizontal plane. Sudden hanges of amera orientationare not allowed. These few degrees of freedom of the amera limit hanges betweentwo suessive images to make the IBR approah possible. These limitations are alsooherent with the way people walk in a ity.3. Whenever the user moves the navigation amera, the lient omputes a new image bywarping some of the available referene images (2.1.Update_NavigationCamera(),2.2.Produe()). The available referene images are not always appropriate for warp-ing, that is to say the referene ameras that produed the available referene imagesan be too far from the urrent navigation amera, whih may ause the appearaneRR n° 5447



10 Bouatouh and Point and Thomasof holes on the warped image. These holes are due to sub-sampling or exposures. Forthe sake of simpliity of implementation and rapidity of exeution, we use adaptiveblurring �lters to �ll the appeared holes.4. To maintain an appropriate set of referene images on the lient side, the lient trans-mits the parameters of the new urrent navigation amera to the server wheneverthe user moves the amera (2.3.Send_NavigationCamera(M)). The set of refereneimages, available on the lient side, is appropriate if eah referene image of this setsigni�antly ontributes to the onstrution of the warped image. The ontribution ofa referene image is measured as the perentage of pixels of the referene image thatre-projet onto the warped image.5. The server owns the 3D urban sene and a set of edges that de�ne the geometry ofthe street network. Depending on the urrent navigation amera M on the lient sideand on the referene images previously sent IRefi, the server is able to determinewhether the referene images, available on the lient side, have to be updated ornot (2.4.update=Update_RefereneImages({IRefi})). A referene image has to bereplaed (hene there is a need for updating the available set of referene images) on thelient side when it is not appropriate, say when it does not signi�antly ontribute tothe onstrution of the warped image. If some updates are neessary, the server sendsthe lient new referene images (2.5.[update℄Send_RefereneImages({IRefi})).The way the ameras are positioned in the environment and the way the server seletsthem to ompute referene images are provided by the amera plaement algorithm.This latter is desribed in detail in setion 4.Communiation protool In a lient/server arhiteture, the data transmission time aswell as the synhronization between a lient and the server are ruial when the objetive isto maintain a satisfatory interativity on the lient side.While navigating through the virtual world, the lient (PDA) ontinuously sends theserver the position and the orientation of the new urrent navigation amera. Aordingto the amera plaement algorithm, the server deides if the lient needs new refereneimages, then sends them to it if neessary. In order to prevent bloking ommuniations,eah proess is divided into two threads as depited on �gure 3:� The lient sends the position and the orientation of the new urrent amera to theserver.� The server reeives the urrent position and orientation of the new urrent navigationamera from the PDA, then wakes up its amera plaement thread.� If the amera plaement algorithm deides that the lient needs new referene images,then it sends them to it.� The PDA reeives the set of newly rendered referene images.Sine it may reeive images at any time, the thread downloading referene images fromINRIA



IBR on PDAs 11the server and the thread, in harge of rendering and warping, share two sets of images;when the reeption of the referene images is ompleted the two sets are swapped. Inthis way, the rendering and warping proess is not bloked when new referene imagesare being downloaded..
Network

image set 1

image set 2

wakes up

Thread W

Reads protocol

commands and
position and orientation

of the current camera

Sends protocol
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commands/images

commands/positions,orientation Sends protocol commands and

position and orientation of 
the current camera

Warps images

sets of images

Reads protocol commands and

PDAServer

reference images

Thread R

Thread WThread R

Figure 3: Client and server ommuniations are handled by two threads.The referene images are the main bottlenek of ommuniations between the PDA andthe server. In order to redue the time of image transfer, the olor and depth data of thereferene images are ompressed using the zlib library[26℄. Eah referene image requires300kb for a standard 320×240 resolution; the use of zlib redues the image size from 60 to80 %.
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12 Bouatouh and Point and Thomas4 Seleting the referene images on the server sideA ommon solution to amera plaement (to ompute referene ameras), in the ontextof IBR, is to plae a set of referene ameras around the urrent navigation amera. Thereferene ameras an produe a ube of images entered at the position of the urrentnavigation amera or an be positioned on a prede�ned view trajetory. These solutionsdo not take into aount the topology of the environment. In our partiular ase of anurban environment, the topology is represented by the street network. To visually over allpolygons with a su�ient overage rate, we position ameras on the street network whihorresponds to viewing areas. A street network an be reovered from building footprintsusing Voronoï graph [8℄. One the street network is found, ameras an be positioned andoriented on it in order to visually sample the sene (see setion 4.2). During navigation, theserver selets referene ameras on the streets network to ompute referene images requiredby the lient for warping (see setion 4.3).The method, we propose to selet referene ameras on the street network, o�ers two mainadvantages: (i) limitation of redundanies between referene images, (ii) limitation of thenumber of referene images. When the user walks in a street (for example between twobuildings), only two referene ameras are neessary. These advantages allow to limit theamount of data transmitted from the server to the lient and o�er a greater autonomy tothe lient.4.1 Streets network extrationThe algorithm that extrats the street network from building footprints is similar to Dé-oret's one [8℄. Sine the navigation environment is a ity haraterized by its buildingfootprints, our method operates on a 2D horizontal plane that ontains the buildings foot-prints. Eah building footprint is a onvex polygon omposed of a set of edges (see in �gure4). In �gure 4, the building footprint B1
1 is omposed of four edges E1, E2, E3 and E4 .The geometry of the street network onsists of a set of street fragments (edges) delimitedby building edges. In �gure 4, a street fragment sf1 has been found between edges E1 and

E5. As desribed in [8℄, these street fragments are obtained from the Voronoï diagram ofthe Delaunay triangulation of the sampled building edges.4.2 Camera plaementOne the street network has been extrated, it is used to plae the referene ameras.Beause not all the building edges lie along a street we onsider two kinds of refereneamera:1. Free ameras. Free ameras are not linked to any street. When a building's edge isnot bordered by a street we onsider that there is enough spae in front of it to positiona amera that looks toward it (see seond piture in �gure 5). In this on�guration1for language onveniene we will write building instead of building footprint INRIA



IBR on PDAs 13
B1
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B3

E1

E2
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E4

E5

sf1

Figure 4: Street network extration from buildings footprintsthe visual overage rate (quality measure inspired by the notion of overage qualitydesribed in [10℄) is high. When the building is totally isolated, ameras an bepositioned all around it.2. Street ameras. When a building is lose to a street, ameras are plaed on thestreet axes and oriented parallel to the street diretion. In this on�guration thevisual overage of the building edges that border the street is not optimal but the viewis oherent with the view of a walker that navigates through streets (see in �gure 5).
2. Free camera1. Street camera

lproj = 2

l = 7 l = 7

lproj = 0,7

Visual coverage of edge part Ei : 10 % Visual coverage of edge part Ei : 28 %Figure 5: Visual overage rate for a street amera and a free ameraThe visual overage rate vc of an edge is the ratio between the length l of the edge asseen by a amera and the length of its perspetive projetion lproj (vc =
lproj∗100

l ). Figure5 illustrates this onept when visualizing the same edge from two di�erent positions andorientations of a amera: the visual overage of a street amera is lower than the visual
RR n° 5447



14 Bouatouh and Point and Thomasoverage of a free amera. In �gure 5, the visual overage rate of the street amera is
0,7∗100

7 = 10%, while the visual overage of the free amera is 2∗100
7 = 28, 56%.Referene ameras an be positioned either on a street fragment or in a free region. Theseletion proess will be desribed in the next setion. We desribe here the plaementproess.Preliminary de�nitions. Beause our approah operates on a horizontal plane, the am-eras are linear and their view frustum is de�ned with edges instead of planes for a 3D amera(see �gure 6). As illustrated in �gure 6, a amera Cami is de�ned by its enter of projetion

Ci, its look-at diretion ~at, its aperture θ, its foal distane fc, its near edge Enear and itsfar edge Efar. The projetion plane (edge) oinides with the near edge. The length of thenear edge is ln while that of the far edge is lf .
atCi

E far

E near

fc

Figure 6: Linear amera de�nitionA street fragment sf is de�ned by a diretion ~ds. A building edge is de�ned by a normal
~d⊥e and a length le.Plaing street ameras on a street fragment. Street ameras are plaed along streetfragments (at a ertain height orresponding to that of a human eye) so that they an seethe maximum of building faades that border the streets.The enter of projetion (COP) Ci of a referene amera is plaed onto the street frag-ment sf (see �gure 7).In Figure 7, the navigation (or warping) amera Cw

2 sees the edge E1 from point P1 topoint P2. By onstrution, we designate P1 as the losest to Cw . The referene amera
Cami is positioned so that it sees the edge [P1, P2]. The referene amera look-at diretion2For onveniene, we often designate a amera by its enter of projetion
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IBR on PDAs 15
~at is ~ds if the dot produt between ~P1P2 and ~ds is positive, to −~ds otherwise. Let Pts be theprojetion of P1 on sf . In fat, Pts helps positioning a referene amera. In the simplestase, the COP of the amera Cami an be positioned at : Ci = Pts − ~at ∗ fc. This equationis valid if the aperture angle θ of the amera is wide enough, if not (see �gure 7), the amerahas to be moved bakward to see the point P1: Ci = Pts− ~at∗f ′. The new distane betweenthe point Pts to be seen and the amera COP is f ′ = ‖[P1,Pts]‖

tan(θ/2) .

ds
P2

Ci
Cw

f’at Pts sf

P4

P1

P3

E1

E2

Figure 7: Street amera plaement on a street lineIn �gure 7, the edge E2 is also seen by Cw from point P3 to point P4. Another refereneamera Ci+1 will also be plaed. The management of this set of ameras is desribed in thenext setion.Free amera plaement Some building edges are not assoiated with any street. Inthis ase, the strategy of amera plaement is similar to that used for street fragment. Thedi�erene is that the viewing diretion of the referene amera is perpendiular to the edgebuilding as seen by the navigation amera and passes through its middle point. The �gure8 illustrates three distint on�gurations for the plaement of free ameras :RR n° 5447



16 Bouatouh and Point and Thomas
e1d

Cc1

Cc2

E1

Cc0

v1v2

B1

B2
Cc3

E2

le
d e2

Figure 8: Free amera plaement around a building B11. The length le of the building edge to be seen is smaller than lf (length of the far edgeof the amera view frustum). Only one amera is neessary to see this edge. Thisamera looks perpendiularly to this edge and its view diretion passes through themiddle of this edge. On �gure 8, the amera Cc0 sees the whole edge E1 of building
B1.2. The length le of the building edge to be seen is greater than lf . The building edgeis divided into nb regular parts, with nb = le

lf
+ 1. On �gure 8, the edge E2 is �rstdivided into two parts and the amera Cc1 sees the �rst part of edge E2.3. There is an oluder between the desired position of the amera's COP and the edgeto be seen. In this ase, the edge to be seen is subdivided again. This proess isreursively repeated until there is no olusion problem between the plaed amerasand the onsidered edge. On �gure 8, the ross symbolizes a desired position of aamera that was oluded by the building B2. The ameras Cc2 and Cc3 have beendetermined after having sudivided the lower part of edge E2. INRIA



IBR on PDAs 17Replaing free ameras by street ameras. Even if free ameras o�er some best visualoverage rates than street ameras, the drawbak is that more ameras are neessary to seethe same area. For example in �gure 8, three ameras are neessary to visually over theedge E2 whereas only one street amera positioned along this edge would be su�ient.We then propose to onstrut virtual streets around isolated edges. This solution allowsto manipulate only one kind of amera and failitates the proess of amera seletion (seesetion 4.3).

/2

ds

ws ?

fc

Cc

v1

B1

E1de

l

Pts

Figure 9: Positioning street ameras around isolated buildingsIndeed, in �gure 9, we want the edge E1 of the building B1 be seen with street amerasrather than with free ameras. To this end, a street line l, parallel to the edge E1, is reated.The distane ws between the line l and the edge E1 depends on the foal fc and the aperture
θ of the amera. As for street ameras plaement, a point to be seen Pts gives the relativeposition of the amera's COP on the line l (Cc = Pts −

~ds ∗ fc). The distane ws betweenthe line and the edge is alulated so that the amera sees v1 (�rst vertex of E1) on itsprojetion plane. This gives the following expression for ws: ws = tan(θ/2) ∗ fc.4.3 Seletion of referene ameras during navigationThe navigation (or warping) amera Camw is ontrolled on the lient side by the user.Whenever this amera is moved, a new image is produed on the lient side by warpingavailable referene images. Referene ameras are plaed on the server side whih uses themto ompute referene images. The server uses the set of street fragments to plae refereneameras on it. For eah navigation amera Cw the referene ameras Ci are plaed so as to
RR n° 5447



18 Bouatouh and Point and Thomassee at least what Cw sees.Here is the algorithm for the determination of the set of referene ameras Ci thatorrespond to a given amera navigation Cw:1. Determination of V, the set of visible edges. To determine the portions of edges{Ei, Pi, Pi+1} (Ei is one edge and PiPi+1 one portion) that are seen by Cw, rays aredrawn from its COP to �nd intersetions with building edges. For example in �gure10, the edge E2 is totally seen by Cw; the triplet {E2, P3, P4} is inserted into thevisible set. The edge E1 is partially seen; {E1, P1, P2} is inserted into the visible setof Camw. The edge E3 is partially seen ; {E3, P3, P5} is inserted into the visible set.2. Determination of S the set of street ameras. For eah visible edge within theset V , a street amera is onstruted as desribed in the previous setion. In �gure10, C0 is plaed so as to see the edge [P1, P2] on E1. C0 also sees all the portions ofedges as seen by Cw and is therefore a good andidate, it will be hosen as a refereneamera. In the example of �gure 10, three street ameras will be plaed so as to seethe portions of the edges E1, E2 and E3. There are not all drawn on the �gure for thesake of larity.3. Redution of S. If all the portions of edges {Ei, Pi, Pi+1} ∈ V seen from one amera
Ci ∈ S have been already seen by another amera Cj ∈ S, the amera Ci is removedfrom S. In the example illustrated in �gure 10, the amera C1 will be removed fromthe set beause it only sees {E2, P3, P4} whih is already seen by C0. The amera thatsees the portion of edge E3 will also be removed. The �nal set of referene ameras Swill only ontain the amera C0.For eah new warping amera it reeives (see message event 2.3.Send_amera(M) on�gure 2), the server heks if the set of referene images he previously sent to the lientis appropriate (see 2.4.update=Update_RefereneImages({IRefi}) on �gure 2). Reallthat a referene image is appropriate if it signi�antly ontributes to the prodution of thewarped image on the lient side. If the portions of edges seen by the urrent warping am-era are not seen by previous referene ameras, they are updated, say the server sends newimages to the lient.5 Implementation and resultsIn this setion we give more details about the implementation of the server. Some aspetsof the implementation on the lient side are disussed in setion 5.2.
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C1

Cw

P1

P2 P3 P4

P5

C0

E4 E3

E1 E2

Figure 10: Seletion of referene ameras.5.1 Server data struturesWhen the server reeives the position and the orientation of the urrent navigation amerafrom the lient, it performs several tasks :1. It omputes the set of building edges whih are visible from the reeived urrentnavigation amera (setion 5.1.1).2. It determines if the previously sent referene images are su�ient to view all thesevisible edges within this set; if yes then the server does nothing else (setion 5.1.2).3. If no, then, as explained in the previous setions, the server assigns eah building edgea amera with an ad-ho position and orientation (setion 4).4. Finally at most four referene ameras are seleted and the assoiated referene imagesare omputed and sent to the lient. In order to limit the network bandwidth as wellas the omputations required on the lient side, we restrit the number of refereneimages. We use an empiri (but relatively natural) riterion to selet the refereneameras (setion 5.1.3).5.1.1 Visible building edgesGiven a amera we need to ompute the visible building edges of the urban environment.Eah building of the environment de�nes a footprint whih is enoded by a list of 2D edges.To determine whih edges are visible from a given amera we use a quadtree (as depitedon �gure 11).
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20 Bouatouh and Point and Thomas

Figure 11: A quadtree used to ompute visible edges of building edgesEah leaf of the quadtree ontains one edge vertex and the list of building edges sharingit. In order to determine the set of visible edges, the view frustum is sampled by shootingrays. Reall that we are using linear ameras. The projetion edge (or image edge) issubdivided into linear pixels. Rays originate at the COP of the amera and pass throughthe pixels. For eah ray we ompute the leaves of the tree that it rosses. Then, startingfrom the leaf ontaining the amera COP, we look for the losest edge interseting the ray.Eah edge is parameterized by P = P0 + tP1, where t ∈ [0, 1] and P0 and P1 are theverties (endpoints) of the edge. Eah intersetion point P , between a ray and an edge,is represented by its assoiated t value. An edge may be interseted by several rays, thenyielding intersetion points whose assoiated t values range from tmin to tmax. For eahinterseted edge we store its assoiated tmin and tmax values whih represent the visibleportion of the edge. Sine the projetion edge of the amera is disretized into pixels,some edge endpoints ould be missed (see �gure 12). So, if we detet a gap between twoonseutive rays (for example the two rays interset di�erent edges) then the parameter t isset to its extremal value 0 or 1 (w.r.t the onerned endpoint of the edge).5.1.2 Camera update hekingAt any time the server knows the amera parameters orresponding to the most reentreferene images already sent to the lient, say the PDA. When the server gets the positionand orientation of the new urrent navigation amera C, it determines if it is neessaryto send new referene images to the lient. To this end, it omputes the edges visible to
C. Then it heks if all these edges are seen by the referene ameras (for whih refereneimages have been omputed) already stored on the PDA.This test is ahieved by omputing, for eah stored referene amera Ci, its set of visibleedges. It onsists in heking, for eah edge whose portion [tmin, tmax] is visible to C, ifINRIA
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actual tmin and tmax

computed tmin and tmaxFigure 12: Intersetion of rays with building edges. On the left : the sampling of theprojetion edge and the intersetion of rays with buildings. On the right : edge endpointsare missed by the rays.there exists at least one amera Ci that sees the portion [tmin′, tmax′] of the same edgesuh that [tmin, tmax] ⊂ [tmin′, tmax′]If there exists an edge whose portion [tmin, tmax] is not entirely seen by a amera Cithen a new set of ameras is omputed for C (see setion 4).5.1.3 Contribution of a ameraOur algorithm omputes one referene amera for eah visible building edge. As explainedin setion 4, we hek redundanies existing between ameras; this allows to remove uselessredundant ameras. Unfortunately, this proess does not prevent from determining toomany ameras.In order to limit the network bandwidth required as well as omputations on the lientside we restrit the number of referene ameras to 4. The riterion used to selet refereneameras is their ontribution to the onstrution of the warped image on the lient side.The ontribution of a referene amera is estimated as the sum of the lengths of buildingedges that it sees. One the ontributions are omputed we keep the four ameras of highestvalues.5.2 Results5.2.1 Our lient/server appliationThe �gure 13 shows our lient and server appliation. The upper-left window belongs to theserver and shows referene images sent to the lient. The lower-right window is also partof the server; it shows the footprints of the urban environment, street fragments attahedto footprints and the position of ameras. One an see several ameras: the white amerais the urrent navigation amera, the green ameras are those sent to the lient and thered ameras are those rejeted by our algorithm (see 4 and 5.1.3). The upper-right window
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22 Bouatouh and Point and Thomasshows the warped image omputed by the lient. The PDA and the server ommuniatethrough a WIFI wireless network.

Figure 13: The lient/server appliation : the upper part of the upper-left window showsthe 3 referene images omputed by the server and sent to the lient; the lower part showsthe positions of referene ameras (in red) and the position of the urrent navigation amera(in white) to be warped. The referene ameras are also shown in the urban environment onthe lower right window; the frustums are shown using green olor. Finally the upper-rightwindow shows the result on the lient side.5.2.2 Test senesOur algorithm has been evaluated using three types of sene :1. The �rst model is generated using a simple program. No texture is used. The senerepresents a grid 100×100 of square units; several ubes have been added regularly onthe �oor. Some pitures of these sene are given in the �gure 14. This model has beenused to evaluate the warping algorithms. INRIA



IBR on PDAs 232. The seond type of sene is a VRML model generated with a proedural methodwritten in Java. This proedural method generates simple buildings from 2D footprintsand assigns a texture to eah faade. We have generated several models of varyingnumber of buildings. One an �nd pitures of suh a model on the �gure 13. Thetextures used in these models have a small resolution (249×281) and orrespond tophotographs taken from streets of Bordeaux (a ity of Frane). This model has beenused to evaluate the amera plaement algorithm.3. The third sene is a 3D model automatially generated from the adaster of Bordeaux[11℄. The generated model represents a surfae of 4 km2 ontaining 8712 buildings.With additional hand-made objets the model is omposed of 108040 polygons. Tex-tures are some photos taken from streets of Bordeaux. This model has been used toevaluate the warping algorithms.5.2.3 Some remarks about �oating-point and �xed-point arithmetisWe have implemented two warping algorithms. The �rst one uses �oating-point enodingwhile the seond uses �xed-point enoding. The latter has been implemented beause aPDA is not supplied with a �oating point unit (FPU).The two main drawbaks of using �xed-point enoding are the following :� In order to optimize the algorithm, some oe�ients of the matrix used to bakwardand forward projet pixels are partially preomputed with some amera parametersknown in advane. These parameters are hosen in suh a way the operations �t withinthe �xed-point preision allowed.The matrix used by our algorithm is the result of M = (P2M2M
−1
1 P−1

1 ) where Pi arethe projetion matrix and Mi the view matrix of the navigation amera and of thereferene amera. To warp a pixel from an image to another we must add saling S1and S2 at both ends of the M transformation. So, M and Si depend on :� The amera position and orientation;� The amera frustum : near, far, left, right, bottom and top planes;� The image size : width and height.So, we have twenty parameters (10 for the two ameras). To optimize the algorithmwe assume that :� The user moves only on a plane; so only 2 dimensions are taken into aount forthe position of ameras.� The referene and resulting images have the same size and are generated withthe same amera frustum.By �xing the frustum parameters (in an empirial way w.r.t to the sale of the model)and the image size (whih is the size of sreen of the PDA), the warping matrixRR n° 5447



24 Bouatouh and Point and Thomasdepends only on the position/orientation of the navigation amera and on the posi-tion/orientation of referene amera. Using Maple one an easily simulate the warpingoperations then estimate (oarsely) the bounds of eah oe�ient of the matrix andtheir ability to �t into our 16 bits �xed-point enoding.� The 3D model must be hosen in order to �t into the �xed-point preision. In theprevious point we saw that the warping matrix depends on the sale of the frustum,the position and the orientation of the ameras. These parameters partially dependon the sale and preision of the 3D model (e.g. the near and far plane).5.2.4 Quality of the renderingThe quality of the warped images depends mainly on three parameters :1. The di�erene between the position and orientation of the urrent navigation ameraand those of the referene ameras. These di�erenes strongly depend on the algorithmused for amera plaement.2. The number of referene ameras and the spae they over.3. The algorithm used to �ll, in the resulting warped image, the holes due to subsamplingor exposure. We use a blurring �lter.Of ourse the two last parameters have a signi�ant impat on the frame rate on thelient side.The �gures 14 and 15 exhibit some problems onerning the quality of the rendering.The �gure 14 shows that the quality of the result beomes unaeptable when a blurring�lter is not applied to the warped image. The degradation of the resulting warped image isnotieable while the referene ameras lies lose to the urrent navigation amera.The �gure 15 shows the in�uene of amera plaement on the behavior of the �xed-pointbased warping algorithm. On this �gure we used four referene ameras, two of them areperpendiular to the view diretion of the urrent navigation amera. We an notie thatartifats appear on the resulting image. While these artifats remain aeptable withoutblurring �lter, they have a detrimental side-e�et when applying a blurring �lter.5.2.5 Frame rateThe PDA used for our experiments is a Toshiba e800 (Intel PXA263 400 MHz, 128 MoRAM) with an integrated WiFi antenna. We used the 320×240 resolution of its 4 inhesTFT sreen.When using �xed-point arithmeti and 4 referene images, the best frame rate we ob-tained on the PDA is less than 4 fps (frames per seond). Note that this result is totallyindependent of the 3D model onsidered.When the server appliation and the lient appliation are exeuted on two di�erent PCsrunning under Linux and ommuniate through a loal area network, the best frame rateINRIA
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1
st warped image after 2 steps without blur after 8 steps without blur

Position of referene ameras(red) ompared to the �rstposition of the user (white) after 2 steps with blur after 8 steps with blurFigure 14: Image warping with or without blur �lterswe obtained is around 20 fps. This result is obtained when the lient appliation warpsonly one referene image. This frame rate falls to 8 fps when four referene images areused. These results orrespond to average frame rates omputed after multiple experiments.It is easy to onlude that the higher number of referene images used for warping, thelower values of the obtained frame rates. In other words, the warping of multiple refereneimages slows down our image-based rendering appliation. For this reason, the objetiveof our amera plaement algorithm is to redue the number of referene images, needed for
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26 Bouatouh and Point and Thomas

Position of referene ameras(red) ompared to the �rstposition of the urrent navi-gation amera (white) 1
st warped image using �xed-point arithmeti and no blur-ring �lter 1

st warped image using �xed-point arithmeti and blurring�lter

1
st warped image using�oating-point arithmeti andno blurring �lter 1

st warped image using�oating-point arithmeti andblurring �lterFigure 15: Image warping using �xed or �oating point operations.warping, to meet the onstraint of interativity while providing high quality warped images.After multiple experiments, an average of 3 referene ameras (providing 3 referene images)are needed for warping.
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IBR on PDAs 276 ConlusionIn this paper, we have shown that remote rendering of omplex senes is possible on a PDA.As the urrent PDAs are not equipped with FPUs we have resorted to �xed point arithmetito speed up the warping algorithm running on the PDA. But as explained in setion 5.2.3,the use of �xed point arithmeti limits the type of sene one an onsider. In other words,it is di�ult to enode a sene with a large disparity in the oordinates of the 3D objetsmaking the sene. Our experiene has shown that the presene of FPU in a PDA is ruialwhen one wants to remotely render outdoor and indoor senes. We think that this problemwill be solved in the near future with the advent of more powerful PDA supplied with FPUs(Floating Point Unit).Another ontribution of our work is our amera plaement algorithm. It has proved itse�ieny sine it limits the number of referene images needed and allows warping withoutartifats due to olusions or exposures thanks to the judiious plaement of referene am-eras. Unfortunately, the obtained frame rates are still low beause of the warping algorithmwhih is time onsuming espeially when the number of referene ameras needed gets high.This a�ets, unfortunately, interativity whih is our main goal. We are working on a fasterversion of the warping algorithm. We are sure that the onstraint of interativity will bemet with PDA equipped with FPUs and with a faster version of the warping algorithm.Referenes[1℄ D. G. Aliaga and A. Lastra. Automati image plaement to provide a guaranteed framerate. In Proeedings of the 26th annual onferene on Computer graphis and interativetehniques, pages 307�316. ACM Press/Addison-Wesley Publishing Co., 1999.[2℄ H. Biermann, A. Hertzmann, J. Meyer, and K. Perlin. Stateless remote environment andview ompression. Tehnial report, Media Researh Lab., Dept.of omputer siene,New York University, 1999.[3℄ M. Brahtl, J. Slajs, and P. Slavik. Pda based navigation system for a 3d environment.Computers and Graphis, 25(4):627�634, 2001.[4℄ C.-F. Chang and S.-H. Ger. Enhaning 3d graphis on mobile devies by image-basedrendering.[5℄ S. E. Chen. QuikTime VR � an image-based approah to virtual environment navi-gation. Computer Graphis, 29(Annual Conferene Series):29�38, 1995.[6℄ D. Cohen-Or, Noirmak, and T. Zvi. A server-based interative remote walkthrough.[7℄ P. Debeve, C. Taylor, , and J. Malik. Modeling and rendering arhiteture from pho-tographs: A hybrid geometry- and image- based approah. In A. SIGGRAPH, editor,SIGGRAPH'96, Computer Graphis Proeedings, Annual Conferene Series, pages 11�20, New Orleans, Louisiana, August 1996.RR n° 5447
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