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Abstract— This paper presents a control scheme of a closed-
orbit kite generator system (KGS), which is a wind-based
energy producing system with a relaxation cycle. Such a system
is divided into two main parts: a kite with its orientation
mechanism and a power transformation system. Starting from
a given closed orbit, the optimal tether’s length rate variation
(kite’s tether radial velocity) and the optimal orbit’s period
are found. A trajectory-tracking control is developed for the
kite’s orientation. The power transformation system controls
the kite’s tether radial velocity and transforms the mechanical
energy generated by the kite into electrical energy that can
be added to the grid. A Matlab/simulink model of the KGS is
employed to observe its behavior, and to insure the control of
its mechanical and electrical variables. In order to improve the
KGS’s efficiency in case of changing wind speed, a maximum
power point tracking (MPPT) algorithm is proposed.

I. INTRODUCTION

Modern civilization is very energy dependent, especially
on its nonrenewable sources, that will run out sooner or later.
Using renewable energy sources instead of those nonrene-
wable is very promising but it is accompanied with a lot of
scientific challenges.
Because of this major interest in sustainable development,
renewable energy systems, such as solar photovoltaic, wind
and tidal1 systems, are heavily explored. An interesting type
of these systems are those with relaxation cycles. Such a
system must periodically consume and produce energy. Fig.1
shows an example of the power produced by a relaxation-
cycle system. Examples of such systems are: kite-based
traction system and tidal systems that uses waves or swell
energy. All mentioned systems are more or less intermit-
tent, but do not pose major issues in terms of control.
The problem is rather in improving their integration into
the electric grid technically and economically. However,
when considering power generation system with relaxation
periodic phases another difficulty is added. It is to control
the generation/recovery cycle of such a system in order to
recover the maximum possible energy, while considering the
constraints on the system itself, the primary source of energy,
and the grid loads.
One of the investigated relaxation-cycle power generating
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Fig. 1. Example of power profile of a limit-cycle system.

systems is the kite generator system (KGS). The KGS
is a solution proposed to extract energy from the steady
and strong wind found in high altitudes [6]. Its operation
principle is to mechanically drive a ground-based electric
generator using one or several tethered kites. A simple KGS
structure is shown in Fig.2. In a closed-orbit scenario, energy
is extracted from high altitudes by letting the kite fly at a
closed lying-eight orbit with high crosswind speed [5]. While
tracking the orbit, two phases can be distinguished: a traction
phase, through which the KGS develops a large traction force
that turns the electric machine, thus generates electricity, and
a recovery phase, through which the kite is pulled by the
machine, consuming energy as doing so. The objective is to
improve the traction/recovery cycle through controlling the
kite’s position and movement around a predefined optimal
trajectory that depends on wind’s direction and speed.

Fig. 2. Kite wind generator structure: 1) Kite; 2) Lying-eight orbit (dotted
line: Traction phase, continuous line: Recovery phase) ; 3) Orientation
mechanism; 4) Tether; 5) Drum; 6) Gearbox; 7) Electrical machine.



The aim of this paper is to simulate the whole KGS using
Matlab/Simulink. The mechanical and electrical variables
can be observed and controlled, in order to provide a maxi-
mum electrical power that can be injected into the grid. To
do so, an optimal approach proposed in [9] is applied to seek
the optimal tether radial velocity and period corresponding
to a certain orbit, as well as, to achieve orbit’s tracking. The
kite’s traction torque and radial velocity are applied on a
Simulink-model of a power transformation system.
The paper goes through four main sections. The first presents
the kite generator system (KGS) studied structure. The
modeling of each part of the KGS is presented in the second
section. Section IV presents the control strategy, including
the control of the electric machine which is a synchronous
machine with permanent magnets MS-MP, and the control
of the power electronics interface that connects the machine
to the grid. In section V, simulation results of a testing orbit
are presented and discussed. The paper ends with conclusions
and future work.

II. KITE GENERATOR SYSTEM (KGS)
As shown in Fig.3, a KGS is a kite that collects wind

energy through drawing a lying-eight orbit, which ensures
the non-tangling of the tether and the maximization of the
apparent wind blowing against the kite, thus a high lift force
applied on the kite’s tether. The lift force is transformed
into a torque applied on a synchronous machine with per-
manent magnets (SM-PM) situated on ground. This leads
to producing an alternative electrical energy with variable
frequency. The machine is coupled with the grid or with a
certain load through a power electronics interface. An energy
storage can be integrated in order to provide the necessary
energy during the system’s recovery phase. In the search of

Fig. 3. Kite Generator System Block diagram, *Power electronics interface.

maximum/needed power generation the kite’s model should
be found, and a suitable orientation and velocity control
should be applied, both of which need knowing wind speed.
However, to give up the usage of on-board wind speed
sensors, two methods are proposed: wind speed estimation
[8], or usage of already existing curves of wind as a function
of height, and then application of maximum power point tra-
cking (MPPT) algorithm to ensure maximum/needed energy
production.

III. MODELING

Finding the model of each part of the KGS is a very
important step to achieve better understanding of its behavior,
thus better controlling. This section presents the modeling of
the kite and the power transformation system. Found models

will be implemented on Matlab/Simulink in order to test the
later-explained control strategy.

A. The Kite’s Model
Two points are considered here: the forces acting on the

kite that results in the traction force of the tether, and the
kite’s mechanical power generated by such a force.

1) Kite dynamics: The kite dynamic model originally
developed in [4] and used in [3] is adapted here. Neglecting
the tether weight and the tether’s drag force, the forces acting
on the kite written in the cylindric coordinates are

Fθ = F gravθ + F appθ + F aerθ

Fφ = F gravφ + F appφ + F aerφ

Fr = F gravr + F appr + F aerr − F c,trc
(1)

where
• F grav is the gravity force
• F app is the apparent force given by

F appθ = m(φ̇2rsinθcosθ − 2ṙθ̇)
F appφ = m(−2ṙφ̇sinθ − 2φ̇θ̇rcosθ)
F appr = m(rθ̇2 + rφ̇2sin2θ)

(2)

with m is the mass of the kite.
• F aer is the aerodynamic force which has two compo-

nents, the lift force FL that is perpendicular to the kite’s
surface, and the drag force FD which has the effective
wind’s direction. These forces are functions of the kite’s
surface, the air density and the drag and lift coefficients.
The aerodynamic force direction is controlled by the roll
angle ψ.

• F c,trc is the traction force of the tether.
2) Mechanical Power Generation for the Kite’s Simplified

Mathematical Model: As mentioned earlier, for sake of
simplicity the weight of the tether and its drag force are
not taken into account in the system modeling. As well as it
is considered that the kite has a high lift over drag ratio
CL/CD, which is equivalent to a high value of the kite
aerodynamic efficiency coefficient Ge.
The system average mechanical energy over one period T is

P̄M =
1
T

∫ T

0

F c,trc(t)VL(t)dt (3)

where VL is the tether length rate’s variation (the radial
tether’s velocity).
According to [2], by changing the integral time variable
t ∈ [0, T ] to the dimensionless parameter τ ∈ [0, 2π], and
making use of the substitution VL(t) = V v(τ), eq.(3) can
be expressed as follows:

P̄M (v) =
1
2
ρaACLG

2
eV

3J0(v) (4)

where V is the wind speed amplitude and

J0(v) =

∫ 2π

0
(w|| − v)vh(τ)dτ∫ 2π

0
h(τ)
w||−v

dτ
(5)

with h(τ) =
√
dθ2 + dφ2sin2(θ) and w|| = sin(θ)cos(φ).

As noticed, J0 represents the normalized2 average po-

2Normalizing coefficient is : ρaACLG
2
eV

3



wer P̄M . The aim is to find the v’s profile that maximizes
the power expressed in eq.5, and respects the kite’s closed
orbit condition ∫ 2π

0

vh(τ)
w|| − v

dτ = 0 (6)

This is done through application of the fixed-point algorithm
proposed in [9].

B. Power Transformation System
To integrate the kite’s generated mechanical power into the

electrical grid, a power transformation system is needed to
transform this energy into electrical power with grid’s stan-
dard voltage and frequency. Such a system consists mainly of
a synchronous machine with permanent magnets (SM-PM),
a power electronics interface and a connection with the grid
or the load. Each part of the power transformation system is
modeled in the coming paragraphs.

1) Torque Transmission between the Kite and the SM-PM:
It is expressed by the fundamental mechanical equation:

CG − CR −DΩS = J
dΩG
dt

(7)

where
• ΩS is the rotation velocity.
• J is the total inertia of the kite and the machine’s rotor.
• CG is the generator torque.
• CR is the kite’s resistive torque.
• D is the damping factor estimation.

which means that in order to control the rotation velocity, a
control of the generator torque should be applied.

2) The SM-PM’s Vector Model: Each machine’s phase
can be presented by the Behn-Eschenburg equivalent electric
model of Fig.4. Each phase is presented by its resistance
Rs, inductance Ls and its electromagnetic force es∗. The
model supposes the existence of a regular air gap, linear
characteristics of the magnetic circuit (no saturation), and a
balanced sinusoidal three-phase current behavior. Moreover,
the electromagnetic torque is expressed by

CG = p.Imag(īs.φ∗fs) (8)

To visualize the three phases at the same time, variables’

Fig. 4. SM-PM’s Behn-Eschenburg equivalent electrical model.

vector presentation is used, which is expressed in Park
coordinates (p, q) by

vSd = RSiSd + Ls
diSd

dt − ωLSiSq
vSq = RSiSq + Ls

diSq

dt + ωLSiSd + ωφfSd
φSd = LSiSd + φfSd
φSq = LSiSq
CG = pφfSdiSq

(9)

where
• v̄s = vSd + j.vSq is stator voltages’ vector.
• īs = iSd + j.iSq is stator currents’ vector.
• p is the number of poles’ pairs.
• φ̄fs = φfSd + j.φfSq is the induced flow vector.
• ω = pΩS .
3) Power Electronics Interface Modeling: An average

model is adapted here, in order to have a continuous time
model without switching, which allows the usage of relati-
vely large sampling time in simulations.
The interface ensures frequency and voltage isolation bet-
ween the SM-PM and the electrical grid or the connected
loads, and at the same time it offers the possibility of power
flow from/to the SM-PM. This interface is made up of two
converters (AC/DC & DC/AC) that insure the conversion of
the variable frequency/voltage electric power generated by
the MS-PM, into a standard frequency/voltage electric power
that can be injected into the grid or supply a certain load.
The structure chosen for this interface is two three-phase
transistor-based voltage converters (Figs.5 and 6). Both are
controlled using vector pulse width modulation (PWM). The
SM-PM-side converter functions as a rectifier during the ge-
neration phase, and as an inverter during the recovery phase,
insuring a bi-directional transfer of energy. Meanwhile the
grid-side converter functions only as an inverter if a storage
unit supplies the SM-PM-side inverter during the recovery
phase. In the absence of a storage unit, it functions also as
a rectifier to supply the SM-PM-side inverter directly from
the electric grid. Supposing that the converter’s transistors

Fig. 5. Electric representation of the SM-PM-side converter. SM-PM is
presented by Behn-Eschenburg model. Cdc is DC-bus filtering capacitor.

and the voltage sources are perfect, as well as the passives
elements are linear and constant, the average converter model
is written as follows

Ls
disk

dt = βsk
UDC

2 − esk −Rsisk
CDC

dUDC

dt = −IDC +
∑

(βsk isk

2 )
(10)

where k = a, b, c and βsk is the average value of the
commutation function. By transforming eq.10 using Park
representation, it can be illustrated that

Ls
disd

dt = βsd
UDC

2 − ωLqisq −Rsisd
Ls

disq

dt = βsq
UDC

2 − ωLdisd −Rsisq − esq
CDC

dUDC

dt = −IDC + (βsd isd

2 + βsq
isq

2 )
(11)

where:
• UDC is the DC bus voltage.



• IDC is the DC bus current.
The same modeling approach is applied in the case of the
grid-side converter (Fig.6), which results in:

Lf
diGd

dt = βGd
UDC

2 − ωGLf iGq −Rf iGd −
√

3VG
Lf

diGq

dt = βGq
UDC

2 − ωGLf iGd −Rf iGq
CDC

dUDC

dt = IDCRED
− (βGd iGd

2 + βGq
iGq

2 )
(12)

where:
• ωG is the electric grid pulsation of vres.
• VG is the grid voltage amplitude.
• īG = iGd + iGq is the grid currents’ vector.

These two converters are implemented in the Mat-
lab/Simulink Model.

Fig. 6. Electric representation of the Grid-side converter. Rf , Lf are
filtering components.

IV. THE CONTROL STRATEGY

Despite the complexity and nonlinearity of the kite’s
model, the KGS control strategy’s aim can be divided into
two objectives: the first aims at tracking a proposed eight-
figured orbit, and the second’s aim is to find and track
an optimal tether radial velocity. As explained in [9], for
a certain orbit the optimal tether radial velocity and the
orbit’s period are extracted based on the work of [1]. A
Model Predictive Control (MPC) strategy that allows an
optimal tracking under constraints of the generated orbit is
then implemented. The interest in this paper is achieving
tether radial velocity tracking by controlling the SM-PM
rotation velocity, VL = ΩS/R, taking into account wind
speed variations. Fig.7 shows the general control scheme.
In addition to the classical control of the rotation velocity,
the currents and the voltages profiles, a maximum power
point tracking (MPPT) algorithm is applied to follow wind
variations.

A. MS-PM Driving and Control Scheme

As mentioned earlier, the control strategy distinguishes
two cases: The KGS is installed on the grid, or it is used
to supply a certain load. When connected to the electric
grid the interest is to extract the maximum possible energy,
meanwhile, for a certain load, the system should provide the
required energy only.
The SM-PM’s rotational velocity control as well as the
generator torque control are guaranteed by the SM-PM-side
converter. The kite applies a resistive torque CR that gives,

Fig. 7. General control scheme of the KGS.

when inserted in the mechanical equation, the rotation velo-
city ΩS , the velocity is corrected using a PI controller that
yields a reference generator torque CGref . When adapting
Park representation of the synchronous machine and the
converter, controlling the generator torque CG is equivalent
to controlling the current isq when asserting isd = 0. As
for the reference rotation velocity’s profile, it is given by
the model predictive control [9], then it is multiplied by a
coefficient KMPPT whose value is obtained in the MPPT
algorithm explained later.
The purpose of grid-side converter, in addition to converting
the direct power to a fixed-frequency alternative power, or
vice versa, is to:
• in the case of grid connection: to provide the grid

with three balanced sinusoidal phase currents, whose
amplitude depends on the bus-voltage.

• and for a load connection: to control the amplitude of
the voltages supplying the load.

B. Maximum Power Point Tracking (MPPT) Algorithm

In the case of absence of wind speed measurement, the
optimal radial velocity can be calculated according to stan-
dard wind-altitude curves. The MPPT algorithm is applied to
amplify the obtained optimal velocity in order to maximize
the generated power. Fig.8, shows the flowchart of the MPPT
algorithm. The proposed algorithm calculates the average
power during a period. By comparing this power with the
power obtained during the previous period, the algorithm
applies the reference optimal radial velocity after multiplying
it with a suitable gain. The algorithm is effective because at
high altitudes wind speed changes are slow compared to the
orbit’s period.

V. SIMULATION AND RESULTS

A simplified closed-orbit KGS with application of MPPT
algorithm mentioned above is taken into consideration. The
employed KGS’s parameters are those of a prototype built
and tested in Polytechnico di Torino [7]. They are shown
on Table I. The proposed control scheme is applied on an
eight-form orbit to find its corresponding generated electrical
power. The orbit is defined by the following parametric
equations:

θ(τ) = 72.5o + 20osin(2τ)
φ(τ) = 20osin(τ) (13)



Fig. 8. Maximum Power Point Tracking (MPPT) algorithm.

with τ ∈ [0, 2π]. As obtained in [9] depending on Argatov’s

TABLE I
KITE GENERATOR SYSTEM PARAMETERS

R 0.3 Rotor Diameter (m)
V 9 Wind speed (m/sec)

Ωmax 25 Maximum rotation velocity (rd/sec)
Γmax 40 Motor maximum torque (N.m)
p 7 Pole’s pairs number

A,m 5, 2.5 Kite’s area (m2)andmass(kg)
ρa 1.2 Air density (kg/m3)

CL, CD 1.5, 0.15 Lift and Drag coefficient
r0 100 Initial tether length (m)

approach [2], the orbit’s period is found to be 2.48 sec.
The corresponding normalized optimal radial velocity is
shown on Fig.9. Fig. 10 shows the orbit tracking resulted
by applying optimal predictive control [9]. The resultant

Fig. 9. Optimal normalized radial velocity.

tether’s radial velocity v as well as the traction force F c,trc

obtained from the kite model are transformed into a rotation
velocity ΩS and a resistive torque CR of the rotor. The
transformation is done through multiplication by a constant,
as in the following equations:

ΩS = V
R
v
K

CR = RF c,trcK
(14)

Fig. 10. Orbit Tracking using optimal predictive control

where K is the gear box ratio. The obtained ΩS and CR are
then applied on the power transformation system Simulink
model3. The first result is that generating power using the
KGS is guaranteed, which is shown by the product of
the kite’s resistive torque CR and the reference rotational
velocity (Fig.11), if the velocity was successfully tracked.
Velocity tracking is achieved by modifying the parameters
of the rotation velocity PI corrector (Fig.12). As well as, the
later figure shows how the reference velocity’s amplitude
varies when the wind speed V is changed from 9m/sec to
10m/sec at time instant t=2 sec, by employing the MPPT
algorithm. The next step is to transform the mechanical

Fig. 11. Energy produced (above) and mechanical power generation
(below) while tracking the orbit of eq.13. PM is the mean power.

power produced by the MS-PM into an electrical power that
can be injected into the grid. This can be insured by tuning
different control presented in the general control scheme
(Fig.7). Figs.13 shows the machine phase current IaS−M
and the DC bus voltage UDC for the variations of ΩG
between 1 and 2.5 sec. It can be noticed that UDC is well
controlled with an error less than 0.9%. Fig.14 shows a grid
phase current Ia−grid and the grid phases voltages Va,b,c. It
can be noticed that the grid-side converter was successfully
controlled to provide the grid with a standard three-phase
voltage, and the current has only the 50Hz harmonic.

3Sizing operation should be applied on the kite’s torque and the radial
velocity in order to satisfy the energy transformation system characteristics.



Fig. 12. Resistive torque (CR) and rotation velocity tracking with applying
MPPT algorithm when wind speed V is changed from 9m/sec to 10m/sec.

Fig. 13. Rotation Velocity (ΩG), MS-PM phase current (IaG) and DC
bus voltage (UDC)

VI. CONCLUSION AND FURTHER WORKS

A. Conclusions

A closed-orbit Kite Generator System with application
of MPPT algorithm was considered in this paper. It was
illustrated that for an eight-form orbit, the optimal radial
velocity of the tether was calculated for a specific wind
speed [9]. Using the kite model, the kite’s traction force
was calculated, and the corresponding resistive torque was
applied on a Simulink model of the power transformation
system. A maximum power point tracking (MPPT) algorithm
was applied on the SM-PM’s rotation velocity in order to
insure maximum power production in the case of wind speed
variations.
By controlling the MS-PM rotation velocity to follow the
reference velocity profile generated by the MPPT algorithm,
and controlling different electrical variables’ loops, a maxi-
mum power in the range of 10 to 100 kW corresponding
to the given orbit was generated and successfully integrated
into the grid.

Fig. 14. Grid currents (Ia,b,c), phase current’s frequential analysis
(|FTT (Ia)|), and Grid voltages (Va,b,c).

B. Further Works

This work is a part of a collaboration project between
Gipsa-lab and G2ELab. A reduced kite’s model is under
construction. The theoretical results in this paper will be
applied to a HIL (Hardware in the loop) physical simulator,
that is dedicated to real-time validation of control laws
with insertion of physical elements that contribute to better
replication of the real phenomena [10].
After assuring the basic operation of the KGS and its inte-
gration onto the grid, robustness study is to be considered.
It regards the parameters’ errors and major common distur-
bances, such as voltage dips and harmonics disturbances.
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