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Abstract. The amount of data output in our environment is increasing each day, and the development of new
technologies constantly redefines how we interact with information. In the context of PLM (Product Lifecycle
Management), it is not uncommon to use intelligent products to ensure an information continuum all along the
product life cycle (e.g. for traceability purposes). However, it is not that easy to identify what information should be
stored on the product. To answer this question, this paper proposes a data dissemination process to select context-
sensitive information from the database, that must be stored/replicated on the product (especially if the product
is made of “communicating material”). Our approach uses the fuzzy AHP theory for aggregating points of view
from different actors. The data dissemination process is then applied on a case study to embed context-sensitive
information on a “communicating textile”.

Keywords: Product lifecycle management, Data dissemination, Fuzzy AHP, Decision theory, Intelligent product

1. Introduction

1.1. Intelligent products

Challenges and opportunities arise with con-
cepts such as the Internet of Things (IoT) and
ubiquitous/pervasive computing [23]. Through
these concepts, real-world objects are linked with
the virtual world. Thus, connections are not just
people to people or people to computers, but peo-
ple to things and most strikingly, things to things.
During its product life cycle (PLC), a product
moves through numerous companies and a variety
of core business sectors. Technical, semantic and
organizational interoperability between these com-
panies is not always ensured, thereby contributing
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to information loss. Considering the product as an

information vector (to which information can be

linked) should contribute to improved interoper-

ability throughout its PLC [12]. Research has been

conducted on intelligence in objects [12,14], i.e.,

products that carry their own information and in-

telligence. These are also referred to as intelligent

or communicating products. However, information

is often deported through a network and these

solutions do not help to identify the information

that must be stored on the product. Indeed, some

products are only given an identifier (e.g., via an

RFID tag) that provides a network pointer to a

linked database and a decision-making software

agent [14]. It should be noted that these products

have limitations in some respects [13]:

– Discrete reading : it is necessary to read a spe-

cific zone of the product,
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– Risk of tag damage: if the unique RFID tag is
damaged, all information related to the prod-
uct will therefore be lost,

– Problem of information transfer : when a
product is transformed (e.g., cut), some re-
sulting parts will not contain information,

– Small memory capacity : RFID tags currently
available are memory constrained.

After many years of considering a communi-
cating product as a physical product associated
with an informational product (realized via auto-
identifying technologies such as RFID), we have
proposed a new paradigm, which changes drasti-
cally the way we see the material. The concept was
first proposed by Thomas [18] and aims to give
the ability to the material to be intrinsically and
wholly communicating, as discussed in [8,9]. The
powerful and futuristic idea behind this concept is
to imagine that the material is communicating at
the cellular/molecular level. Obviously, this vision
is far from being possible today, especially due to
the technological limitations, but some current re-
search seems to be great on promises. For instance,
in [9], a prototype of “communicating textile” was
designed in which a huge quantity of RFID µtags
is spread. Although current technologies do not
allow building a “communicating material” up to
the molecular level, the designing of new solutions,
methods providing new services to users may be
addressed. For instance, a product made of “com-
municating material” could have special abilities
like data storage, copy/redundancy/backup infor-
mation solutions.

Nonetheless, there are still some open questions.
These include a specification for the information
to be gathered, stored and distributed over the
PLC, how information should be managed during
the PLC, the linkage of new hardware and soft-
ware systems with current systems [13]. To address
some of these matters, this paper develops a data
dissemination process to allocate information be-
tween databases and “communicating products”.
This process is described in the next section.

1.2. Data dissemination process

The data dissemination process proposed in this
paper consists of three steps:

– Process step 1 implements the database sys-
tem architecture of each actor/company tak-

ing place on the PLC. Many studies exists

that can help designers to choose the most

suitable systems according to their expecta-

tions and the application constraints [15],

– Process step 2 selects data appropriate to the

expected situation from the database system

(i.e., the data that should be stored on the

product) thanks to an indicator of relevance

which gives the degree to which information

might be useful for the subsequent actors (e.g.

manufacturers, recyclers) and activities,

– Process Step 3 deals with the storage of the

data selected in the previous step on the prod-

uct (made of “communicating material”) and

with their retrieval. In our study, we propose

to use the “communicating textile” developed

in [9]. When the product is read again (af-

ter having stored data on it), data retrieved

from the product can be updated in the

database thanks to classical protocols (e.g.

synchronous/asynchronous protocols) [15].

This paper mainly focuses on Process step 2

and 3. During its life cycle, a product moves

through numerous companies to various core busi-

ness sectors. The information relevance is therefore

dependent upon a variety of factors at each stage

of the PLC such as the user concerns, the product

environment, etc. An approach relying on a Logi-

cal Data Model (LDM) is developed by Chan and

Roddick [2] to select context-sensitive information

by formalizing the relationship between context

and data. This approach assesses the relevance of

all data items, from all tables. Fig. 1(a) shows

a part of a LDM, where one entity corresponds

to a relational table as depicted with the en-

tity/table MaterialDefinition in Fig. 1(b). The

attributes listed in each entity correspond to the

table columns and each row is referred to as a tu-

ple. For instance, MaterialDefinition has 3 at-

tributes and 4 tuples. One data item corresponds

to one table cell (cf. Fig. 1(b)).

The Chan and Roddick’s model uses the no-

tion of priorities which are numerical values (either

supplied or generated via observation and exper-

imentation) assigned using a multicriteria evalua-

tion. The higher the relevance value, the higher the

necessity that this data item should be stored on

the product. In our context, only product-related
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★ : Primary Key (PK)

✩ : Foreign key (FK)

x : relation number

MaterialLot

ID MatLot★
Description

Status
Quantity
ID MatDef✩

ManufacturingBill

ID ManBill★
Description
Quantity
ID MatDef✩

ID ProdDef✩

ProductDefinition

ID ProdDef★
Description

PublishedDate

MaterialDefinition

ID MatDef★
Description

Value
2 1

3

(a) Example of a Logical Data Model (LDM)

1 (★) 2 3

ID Material Description Value

MDWP0 Wood plank with a nominal”... 4m of...1

MD06 Textile which is provided... 15◦C0.2 0.05 0.36

2 MDP-B Textile with a high developed... 3mm...

3

MDH-V1 Vehicle headrests which conf... 2× ...4

This corresponds to the data item noted TMD{3,1}

The relevance value of TMD{3,1} is equal to 0.2

(b) Table MaterialDefinition & data item relevance

Fig. 1. View of a Logical Data Model (LDM) and a relational table

information is assessed1. For instance, in Fig. 1(b),
only tuple 3 is assessed (see dashed background)
and the relevance value of the data item located
at row 3, column 1, noted TMD{3, 1}, is equal to
0.2. Finally, data items are classified in order of
relevance (e.g. TMD{3, 3} is the most relevant with
a value of 0.36). The approach proposed by Chan
and Roddick has been applied in our previous work
[7] but their model does not offer possibilities to
take into account several opinions and may turn
out to be inappropriate to our context. Indeed, at
a given moment of the PLC, several experts are
concerned by selecting information that must be
stored on the product, therefore generating differ-
ent points of view. All points of view are legitimate
and must be taken into account. Accordingly, this
paper proposes an approach which combines the
use of the analytic hierarchy process (AHP) with
the fuzzy logic. AHP enables to handle the multi-
criteria decision making (MCDM) problem while
fuzzy logic enables to aggregate multiple points of
view.

Section 2 introduces different approaches used
to handle MCDM problems and justify the use
of fuzzy AHP. Section 3 details the stages that
compose our fuzzy AHP method. Finally, the data
dissemination process is applied on a case study
in section 5 in order to embed context-sensitive
information on a “communicating textile”.

2. Fuzzy AHP/ANP and related work

There are a number of publications existing in
the literature which use MCDM methods such as

1An algorithm to identify all product-related tuples from
the database is developed in [7].

AHP (analytic hierarchy process), ANP (analytic
network process), TOPSIS (technique for order
preference by similarity to ideal situation), ELEC-
TRE to solve the selection problem [5]. There are
no better or worse techniques, but some techniques
better suit to particular decision problems than
others do [26].

AHP/ANP methods have been widely used in
the literature to handle the MCDM problems [19].
These methods, originally proposed by Saaty [16],
have the advantage to organize the critical aspects
of the problem in a hierarchical structure, simi-
lar to a tree, thus facilitating the decision making
process. In these methods, decision makers use lin-
guistic variables rather than expressing their judg-
ments in the form of exact numeric values, which
make them usually feel more confident and facil-
itates the valuation process. Moreover, the use of
AHP/ANP does not involve cumbersome mathe-
matics, thus it is easy to understand and it can ef-
fectively handle both qualitative and quantitative
data [26]. The ANP extends the AHP to problems
with dependencies and feedback among the crite-
ria by using a “super matrix” approach [16]. Like
AHP, pairwise comparisons in ANP are performed
in a matrix framework, and a local priority vector
can be determined as an estimate of the relative
importance of the elements being compared2, but
in the case of interrelated criteria, a network re-
places the hierarchy. In this study, we make the
assumption that no dependencies among criteria
occur, and we therefore propose to implement the
AHP method. Nonetheless, we highlight in conclu-
sion that some interdependencies among criteria
might be identified and, accordingly, the applica-

2It consists in deriving weights from a pairwise compar-
ison matrix.
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tion of ANP should be examined in future work so
as to compare the results with those of this paper.

Although AHP facilitates the decision making
process, some shortcomings can be noted [24] such
as (i) it does not take into account the uncertainty
associated with the mapping of human judgment
to a number, (ii) it does not integrate an aggre-
gation mechanism to allow the expression of mul-
tiple points of view, (iii) the ranking of the AHP
method is rather imprecise. To overcome these
problems, several researchers integrate fuzzy the-
ory with AHP [20].

Fuzzy set theory, introduced by Zadeh [25],
mimics human reasoning in its use of approxi-
mate information to generate decisions. It was
designed to mathematically represent uncertainty
and vagueness and provide formalized tools for
dealing with the imprecision intrinsic to many
problems. This formalization is gradual rather
than crisp. In a classical set A, an element belongs
entirely or not to A. In a fuzzy set Ã, an element
has a degree of membership in [0, 1].

The earliest work in fuzzy-AHP appeared in [20]
in which triangular fuzzy numbers were compared
according to their membership functions. Later,
[3] introduced a new approach for handling fuzzy
AHP, with the use of triangular fuzzy numbers for
pairwise comparison scale and the use of the ex-
tent analysis method (FEAHP). Many researchers
have attempted to use and to develop fuzzy AHP
for selecting and solving problems. One of the
significant literature surveys is presented in [19].
Compared with the other MCDM methods, the
use of fuzzy AHP methodology offers a number of
benefits. Firstly, the other MCDM method expe-
riences difficulty in capturing uncertain and im-
precise judgment of experts [4]. Fuzzy AHP can
overcome such inability by handling linguistic vari-
ables. Secondly, some factors are non-physical and
qualitative, measuring qualitative factors by us-
ing fuzzy numbers instead of using crisp numbers
helps both making decisions easier and obtaining
more realistic results, therefore the fuzzy method-
ology is an excellent tool to handle qualitative as-
sessments [26]. As the AHP method, fuzzy AHP
has been employed in numerous sectors such as
political [11], hospital [1] or still in the transporta-
tion sector [21].

Existing approaches for fuzzy AHP weight
derivation can be classified into two categories:

– approaches which derive a set of fuzzy weights
from a fuzzy pairwise comparison matrix,

– approaches which derive a set of crisp weights
from a fuzzy pairwise comparison matrix.

Our study relies on the second category which in-
cludes the FEAHP method [3]. Since fuzzy weights
are not as easy to compute as crisp ones, the liter-
ature survey made by [22] shows that the vast ma-
jority of the fuzzy AHP applications uses FEAHP
for simplicity of calculation [21]. Based on this re-
view, our attention has turn to FEAHP which is,
in part, implemented and described in the next
section.

3. Process step 2: Computation of data item
relevances using fuzzy AHP

In our study, fuzzy AHP consists of 5 stages as
depicted in Fig. 2:

1. breakdown the MCDM problem into a hier-
archical structure: criteria/alternatives,

2. collection & aggregation of information to de-
termine: i) fuzzy sets of alternatives with re-
spect criteria, ii) the criteria importance,

3. creation of the fuzzy judgment matrix Ã,
4. computation of the fuzzy performance matrix

H̃ by synthesizing Ã with criteria importance,
5. alternative ranking: necessity of aggregating

the alternative multi-criteria performance in a
fuzzy vector R̃ and then, to rank alternatives.

1 AHP structure

2
Information collection +
Aggregation (alternatives)

Information collection +
Aggregation (criteria)i ii

3 Fuzzy judgement matrix Ã
...

Ã =ai

...

...

...

...

...

...

...

4 Fuzzy performance matrix H̃
...

H̃ =ai

...

...

...

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

5
...

Hβ
α=ai

...

...

...

.

.

.

.

.

.

0.8
.
.
.

.

.

.

0.3
.
.
.

.

.

.

0.4
Defuzzification +
Alternative ranking → 1

ax

Fig. 2. Fuzzy AHP consisting of 5 stages

These five stages are respectively detailed in sec-
tion 3.1 to 3.5. To make the understanding eas-
ier, a scenario is considered in the rest of the pa-
per whose parts are preceded by the symbol “➫”.
This scenario relies on 19 entities which come from
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Table 1

Main notations used in the paper

Notations Description

T set of tables in the database. Let t be a table ∈ T , a data item from t is noted Tt{u, v} where u corresponds to the
row/instance and v to the column/attribute

l alternative l (i.e. a data item l) in the AHP structure, with l = {1, 2, .., n}

Cx abbreviation for the criterion x with x = {e, c,m, s} (e: Enumeration, c: Contextual, s: Data Size, m: Model-based)

Gi abbreviation for a group of entity i defined in the LDM, with i = {1, 2, .., Z}

Dp decision maker p with p = {1, 2, .., pmax}; pmax varies according to the criterion x

φ̃x(l) fuzzy score (i.e. triangular fuzzy number) of the alternative l with respect to criterion x

φ̃c(Gi) fuzzy score (i.e. triangular fuzzy number) representing the relative importance of group Gi over the other groups

φ̃(Cx) fuzzy score (i.e. triangular fuzzy number) representing the relative importance of criterion Cx over the other criteria

Ã fuzzy judgement matrix which gives all alternative fuzzy scores with respect to all criteria

H̃ fuzzy performance matrix synthesizing the decision matrix Ã and the fuzzy weight vector φ̃(Cx) ∀ x = {e, c,m, s}

H
β
α crisp performance matrix which gives the crisp performance score of all alternatives with respect to all criteria under

a degree of confidence α and a risk level β

Rα
β
(l) the final crisp score which indicates the relevance of the alternative l. The higher the relevance value, the higher the

necessity that the data item l should be stored on the product

the LDM of the B2MML standard3. Fig. 1(a) il-
lustrates 4 of the 19 entities.

3.1. Stage 1: AHP structure

Our MCDM problem is broken down into the
hierarchical structure depicted in Fig. 3. The al-
ternatives are the data items (cf. level 3) which
must be assessed and ranked in term of relevancy
(cf. level 1). Four criteria are defined at level 2:
Enumeration, Contextual, Data Size and Model-
Based which are respectively abbreviated Ce, Cc,
Cs, Cm and are detailed in stage 2 (next section).

Level 1 Data item classification (in order of relevance)

Level 2 Enumeration Contextual Data Size Model-Based

Level 3 TMD{3,1} TMD{3,2} · · · data item n

Fig. 3. General architecture of the hierarchy

3.2. Stage 2: Information collection and expert’s
point of view aggregation

This section details how a decision maker evalu-
ates each alternative with respect to each criterion
(Ce, Cc, Cs, Cm) and how he evaluates the criteria

3B2MML is meant to be a common data format to link

business enterprise applications with manufacturing enter-
prise applications.

importance. In our study, there are pmax experts
who give their evaluation in a criterion (pmax may
vary according to the criterion). The main nota-
tions used in this paper are synthesized in Table 1.

3.2.1. Enumeration - Ce

Through this criterion, the user may enumer-
ate information he judges important to store on
the product. To do so, each decision maker p enu-
merates attributes from tables. Let t a table from
the database (t ∈ T ) and v an attribute of t. If
the attribute v is enumerated by an expert p, the
crisp enumeration score sp(v, t) = 1, otherwise 0,
as noted in equation 1. Then, all decision mak-
ers’ opinion sp(v, t) are aggregated in equation 2
through a triangular fuzzy number s̃(v, t). Since
an attribute corresponds to a column of a table,
which in turn, consists of one or many data items,
therefore, if a data item l belongs to v, its fuzzy
score with respect to the criterion Ce, noted φ̃e(l),
will therefore be equal to s̃(v, t).

s
p
(v, t) =

{

1 enumerated

0 not enumerated
, ∀ p = {1..pmax} (1)

s̃(v, t)=

[

L M U

min(sp(v))

∑pmax
p=1 sp(v)

pmax
max(sp(v))

]

(2)

➫ Two decision makers D1, D2 enumerate re-
spectively the attributes listed in Table 2. By ap-
plying equations 1 and 2, the triangular fuzzy
number of each attribute of each table t is com-
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puted. Let MaterialDefinition be the table t
and Value be the attribute v. Table 2 shows that
D1 enumerates v (i.e. s1(v, t) = 1) and D2 does not
enumerate v (i.e. s2(v, t) = 0). s̃(v, t) can therefore
be computed as in equation 3.

s̃(v, t) =

[

L M U

min(0, 1) 0+1
2

max(0, 1)

]

(3)

=
[

0 0.5 1
]

v = Value ∈ MaterialDefinition

Table 2

“Table attributes” enumerated by Dp

Dp Table Name (t) Enumerated attributes (v)

D1

MaterialLot {IDLot, Quantity}

MaterialDefinition {IDMatDef, Value}

ProductSegment {IDProdSeg, Duration, Unit}

ProductionOrder {IDProdOrd, StartTime, EndTime}

D2
MaterialLot {IDLot, Quantity}

ProductSegment {IDProdSeg, Description}

Let us consider the data item TMD{3, 3} (cf.
Fig. 1) as the alternative l. Since TMD{3, 3} be-
longs to the attribute Value, its fuzzy score with
respect to Ce, noted φ̃e(l), will therefore be equal
to s̃(v, t) = [0, 0.5, 1].

3.2.2. Contextual - Cc

The previous criterion allows users to specify
information that must be stored on the product.
However, they could omit important information.
Indeed, they might not be aware of all the data
needed by the downstream actors (along the PLC).
As a result, a new criterion referred to as contex-
tual - Cc is integrated in order to moderate and to
balance Ce. First, let us note that a multitude of
information systems exist over the PLC (e.g. ERP,
PDM, MES) which are not concerned by the same
data (i.e. the same entities from the LDM). The
idea is to identify specific “entity groups” through
the LDM according to, for instance, the informa-
tion systems and, therefore, to evaluate their im-
portance over the PLC. In our study, each deci-
sion maker p performs pairwise comparisons be-
tween entity groups as in equation 4, with z the
number of groups defined trough the LDM. The
importance of entity group i over entity group j
evaluated by the decision maker p is noted spij .
This evaluation is based on the 1 to 9-point scale
from [17]: {1, 3, 5, 7, 9}. spij=1 means that groups i

and j are equal in importance and spij=9 means
that group i is strongly favored over j. Then, all
crisp scores spij are aggregated through a triangu-
lar fuzzy number, noted s̃ij , in equation 5. Equa-
tion 6 is finally applied in order to acquire a unique
fuzzy score (triangular fuzzy number) φ̃c(Gi) for
each entity group i. φ̃c(Gi) actually indicates the
relative importance of information involves in Gi.
If a data item l is contained in a table included
in Gi, its fuzzy score with respect to Cc, noted
φ̃c(l), is therefore equal to φ̃c(Gi).









G1 · · · Gz

G1 1 · · · s
p
1z

.

..
.
..

. . .
.
..

Gz s
p
z1 · · · 1









, s
p
ji =

{

s
p
ij i = j

(spij)
−1 i 6= j

(4)

s̃ij =

[

L M U

min(spij)

∑pmax
p=1 s

p
ij

pmax
max(spij)

]

(5)

φ̃c(Gi) =

∑z
j=1 s̃ij

∑z
k=1

∑z
j=1 s̃kj

(6)

➫ In our case study, the experts cluster the
19 entities in 4 groups as detailed in Table 3.
The Equipment and Personal data groups re-
port information about equipments and persons
which/who are somehow related to the product
(e.g. equipments used for manufacturing it). The
Product and Production data groups relate respec-
tively information about the product composition
(e.g. raw material) and operations (e.g. produc-
tion rule). Two decision makers D1, D2 perform
the pairwise comparison matrices as given in equa-
tion 7. For instance, D1 strongly favors informa-
tion from G1 over G2 (s112 = 9), while D2 favors
slightly G1 on G2 (s212 = 3). Therefore, the vec-
tor s̃12 can be determined as in equation 8. All
vectors s̃ij ∀ i, j = {1, 2, 3, 4} are synthesized in

equation 9. The importance value φ̃c(Gi) of each
group i is then computed as detailed with φ̃c(G1)
in equation 104. Since a triangular fuzzy set φ̃c(Gi)
represents the preference of all experts about stor-
ing on the product information belonging to Gi

4Let Ã = [a, b, c] and B̃ = [d, e, f ] be two fuzzy numbers:

– Ã ⊕ B̃ = [a+ d, b+ e, c+ f ]
– Ã ⊗ B̃ = [a× d, b× e, c× f ]

– Ã
B̃

= [ a
f
, b
e
, c
d
]
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Table 3

LDM entities grouped according to the type of information

Product data group (G1) Personal data group (G2) Production data group (G3) Equipment data group (G4)

MaterialLot Person ProductionOrder Equipment

MaterialDefinition PersonClass ProductSegment EquipmentClass

MaterialClass ActualPersonSegment ProductDefinition EquipmentSegmentSpecificat◦

ManufacturingBill PersonSegmentSpecificat◦ SegmentRequirement ActualEquipmentSegment

ActualMaterialLot SegmentResponse

MaterialSegmentSpecificat◦

then, the higher the triangular fuzzy numbers, the
higher the importance/necessity. Accordingly, it
can be observed that information from the entity
groups G1 and G3 are more important compared
to information from G2 and G4.

Let us consider TMD{3, 3} as the alternative l.
Since TMD{3, 3} belongs to MaterialDefinition,
which is a table included in G1, its fuzzy score with
respect to Cc, noted φ̃c(l), will therefore be equal
to φ̃c(G1) = [0.29, 0.52, 0.97].

D1 =











G1 G2 G3 G4

G1 1 9 5 5
G2

1
9

1 1
5

1

G3
1
5

5 1 3

G4
1
5

1 1
3

1











, D2 =









1 3 5 3
1
3
1 1

3
1
3

1
5
3 1 1

5
1
3
3 5 1









(7)

s̃12 =

[

L M U

min(9, 3) 9+3
2

max(9, 3)

]

(8)

=
[

3 6 9
]









[1, 1, 1] [3, 6, 9] [5, 5, 5] [3, 4, 5]
[

1
9
, 2
9
, 1
3

]

[1, 1, 1]
[

1
5
, 4
15

, 1
3

] [

1
3
, 2
3
, 1

]

[

1
5
, 1
5
, 1
5

]

[3, 4, 5] [1, 1, 1]
[

1
5
, 8
5
, 3

]

[

1
5
, 4
15

, 1
3

]

[1, 2, 3]
[

1
3
, 8
3
, 5

]

[1, 1, 1]









(9)

φ̃c(G1) =
[1, 1, 1]⊕ [3, 6, 9]⊕ . . .⊕ [3, 4, 5]

[1, 1, 1]⊕ . . .⊕
[

1
3
, 8
3
, 5

]

⊕ [1, 1, 1]
(10)

= [0.29, 0.52, 0.97]

φ̃c(G2) = [0.04, 0.07, 0.13]

φ̃c(G3) = [0.11, 0.22, 0.44]

φ̃c(G4) = [0.06, 0.19, 0.45]

3.2.3. Data Size - Cs

This criterion favors the storage of information
on the product according to the data size. Since
products are often memory-constrained, the data
relevance should decrease when the data size in-

creases. Such a behavior can be obtained via equa-
tion 11, with b the size in bytes of a data item l
and k a constant adjusted by an expert p. Fig. 4
shows two functions according to the data size b
and for two different k. It can be observed that the
smaller k is, the bigger the data authorized to be
stored on the product is (e.g., the expert who fixes
k = 1.08 does not wish to store on the product
data > 60 bytes).

k−b k ∈ R+ ; b ∈ N+ (11)

The coefficient k must be adjusted by each ex-
pert p as in equation 12. Then, all coefficients spk
are aggregated through a triangular fuzzy num-
ber, noted s̃k in equation 13. The fuzzy score of
an alternative l with respect to Cs, noted φ̃s(l), is
therefore computed in equation 14.

s
p
k
= k (12)

s̃k =

[

L M U

min(sp
k
)

∑pmax
p=1 s

p
k

pmax
max(sp

k
)

]

(13)

φ̃s(l)=

[

L M U

s̃k (U)−d s̃k (M)−d s̃k (L)−d

]

(14)

0

0.5

1

0 20 40 60 80 100 120 140 160 180 200

k
−
b

Size b of a data item (in bytes)

k=1.01

k=1.08

Fig. 4. Adjustment of k performed by an expert p

➫ A unique expert D1 adjusts the coefficient k
to specify if large data items are favored or not. D1

decides to fix k at 1.08, as shown in equation 15, to
get the function behavior depicted in Fig. 4. Let us
consider TMD{3, 3} as the alternative l. The fuzzy
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score of alternative l with respect to Cs, noted
φ̃s(l), is therefore computed via equations 16 and
17. The power value in equation 17 is equal to −4
because the size of TMD{3, 3} is equal to 4 bytes
(one ASCII character occupies 1 byte).

s1k = 1.08 (15)

s̃k =

[

L M U

min(1.08) 1.08
1

max(1.08)

]

(16)

=
[

1.08 1.08 1.08
]

φ̃s(l) =

[

L M U

1.08−4 1.08−4 1.08−4

]

(17)

3.2.4. Model-based - Cm

This criterion is based on the relationships im-
plied through the LDM. Chan and Roddick [2] ex-
plain that the shorter the distance between tables,
the higher the data correlation. In our context, the
network pointer carried by the product refers to
a given table of the database (i.e. from the LDM)
which is called “product table”. This table is at the
centre of our concerns and thus, the data relevance
would decrease as the modeled distance between
the product table and a distant table increases.
The distance corresponds to the shortest path (i.e.
the number of relations which separate them). Let,
for instance, MaterialLot be the product table in
Fig. 1(a) and ManufacturingBill be the distant
table. The distance between both tables equals 2
(relations ①-②). Once again, the expert can ad-
just his preference about storing distant data on
the product through the same equation than pre-
viously, as detailed in equation 18 with d the dis-
tance and k a constant adjusted by the expert p.

k−d k ∈ R+ ; d ∈ N+ (18)

In this case, the lesser the coefficient k, the more
distant information is favored. It is therefore nec-
essary to study the entire LDM to fix k (depending
on the maximal distance through the LDM). The
fuzzy score of an alternative l with respect to Cm,
noted φ̃m(l), is also obtained through equations 12
to 14.

➫ Two decision makers D1, D2, adjust the coef-
ficient k. Since the model is not so large (maximum
distance through the LDM equals 18), they respec-
tively fix k at 1.08 and 2 as in equation 19. Let us
consider the data item TMD{3, 3} as the alterna-
tive l. The fuzzy score of alternative l, noted φ̃m(l)
is obtained via equations 20 and 21. The power

value in equation 21 is equal to −1 because the
table containing TMD{3, 3} is distant of 1 relation
from the product table5.

s
1
k = 1.08 s

2
k = 2 (19)

s̃k =

[

L M U

min(1.08, 2) 1.08+2
2 max(1.08, 2)

]

(20)

=
[

1.08 1.09 2
]

φ̃m(l) =

[

L M U

2−1 1.09−1 1.08−1

]

(21)

3.2.5. Criteria importance
Experts specify the criteria importance via pair-

wise comparisons as in the Contextual criterion.
Each decision maker Dp performs the pairwise
comparison matrix given in equation 22. Then,
all decision maker’s grades are integrated in the
fuzzy vector s̃ij in equation 23. Finally, equa-
tion 24 is applied in order to acquire a unique fuzzy
score/fuzzy vector φ̃(Cx) which represent the rel-
ative importance of criterion x.









Ce Cc Cs Cm

Ce 1 s
p
ec s

p
es s

p
em

Cc s
p
ce 1 s

p
cs s

p
cm

Cs s
p
se s

p
sc 1 s

p
sm

Cm s
p
me s

p
mc s

p
ms 1









s
p
ji=

{

s
p
ij i = j

(spij)
−1 i 6= j

(22)

s̃ij =

[

L M U

min(spij)

∑pmax
p=1 s

p
ij

pmax
max(spij)

]

(23)

φ̃(Cx) =

∑

j={e,c,m,s}

s̃xj

∑

k={e,c,m,s}

∑

j={e,c,m,s}

s̃kj
(24)

➫ The evaluation of the importance between
each criterion x is performed via pairwise compar-
isons but only the resulting importances (triangu-
lar fuzzy vectors) of the four criteria are given in
equation 25. The results show that the criterion Ce

is the most important at this moment of the PLC.
In other words, the experts give freedom to the
user to decide what information must be stored on
the product.

5In our study, the network pointer carried by the product

refers to MaterialLot which is therefore considered as the
product table.
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φ̃(Ce) = [0.41, 0.53, 0.71] ; φ̃(Cc) = [0.21, 0.28, 0.37] (25)

φ̃(Cs) = [0.07, 0.11, 0.18] ; φ̃(Cm) = [0.05, 0.07, 0.1]

3.3. Stage 3: Fuzzy judgement matrix Ã

After getting all alternative fuzzy scores with re-
spect to all criteria, the fuzzy judgment matrix Ã
is formed as in equation 26, where φ̃x(l) denotes
the fuzzy judgement score of alternative l with re-
spect to criterion x.

Ã =











Ce Cc Cs Cm

A1 φ̃e(1) φ̃c(1) φ̃s(1) φ̃m(1)

A2 φ̃e(2) φ̃c(2) φ̃s(2) φ̃m(2)
.
..

.

..
.
..

.

..
.
..

An φ̃e(n) φ̃c(n) φ̃s(n) φ̃m(n)











(26)

➫ All along the scenario considered in the previ-
ous section, the fuzzy scores of TMD{3, 3} with re-
spect to Ce, Cc, Cs and Cm have been computed,
which are respectively equal to:

φ̃e(TMD{3, 3}) = [0, 0.5, 1]

φ̃c(TMD{3, 3}) = [0.29, 0.52, 0.97]

φ̃s(TMD{3, 3}) =
[

1.08−4, 1.08−4, 1.08−4
]

φ̃m(TMD{3, 3}) =
[

2−1, 1.09−1, 1.08−1
]

3.4. Stage 4: Fuzzy performance matrix H̃

At this stage, only fuzzy scores of alternatives
with respect to criteria are taken into account,
without considering the relative importance of cri-
teria. As a result, we synthesize the fuzzy ma-
trix Ã with the criteria importance in a fuzzy per-
formance matrix H̃. The fuzzy performance score
h̃x(l) consists in multiplying the fuzzy set φ̃x(l) by
the criterion importance itself φ̃(Cx) as in equa-
tion 27. Finally, the fuzzy performance matrix H̃
is obtained as depicted in equation 28.

h̃x(l) = φ̃x(l)⊗ φ̃(Cx) (27)

H̃ =





















Ce Cc Cs Cm

A1 h̃e(1) h̃c(1) h̃s(1) h̃m(1)

A2 h̃e(2) h̃c(2) h̃s(2) h̃m(2)

.

..
.
..

.

..
.
..

.

..

An h̃e(n) h̃c(n) h̃s(n) h̃m(n)





















(28)

➫ The equation 29 details the calculations of
h̃e(TMD{3, 3}) and h̃c(TMD{3, 3}).

h̃e(TMD{3, 3}) = φ̃e(TMD{3, 3})⊗ φ̃(Ce) (29)

= [0, 0.5, 1]⊗ [0.41, 0.53, 0.71]

= [0, 0.265, 0.71]

h̃c(TMD{3, 3}) = φ̃c(TMD{3, 3})⊗ φ̃(Cc)

= [0.29, 0.52, 0.97]⊗ [0.21, 0.28, 0.37]

= [0.061, 0.146, 0.359]

3.5. Stage 5: Defuzzification/Alternative ranking

This stage aims at ranking alternatives accord-
ing to their fuzzy sets. To do so, defuzzification
is first applied to transform each fuzzy set into a
crisp value. Then, alternatives are ranked by con-
sidering the crisp values based on the TOPSIS
method [6]. Defuzzification and TOPSIS meth-
ods are respectively presented in section 3.5.1 and
3.5.2.

3.5.1. Defuzzification step
Defuzzification is executed (i) by using the α-

cut method on the fuzzy performance matrix H̃
and (ii) by taking into account the risk index β to
compute the crisp performance matrix Hα

β .
i. The α-cut level of an alternative l, noted hα

x(l),
is computed via equations 14 to 16. hα

xa(l) and
hα
xb(l) denotes respectively the left and right point

of the level of the triangle as shown in Fig. 5
(0 ≤ α ≤ 1). The α-cut value reflects the degree of
confidence of the decision makers when they sub-
jectively evaluate alternative and criteria scores for
the MCDM problem. If decision makers set up a
high degree of confidence, it means that they have
gathered enough knowledge to support their deci-
sions.

α-cut

Lx(l)

hα
xa(l) hα

xb(l)➘

➘

Ux(l)Mx(l)
x0

0.5

1

uÃ(x)

hα
xa(l) = Lx(l) + α (Mx(l) − Lx(l)) (14)

hα
xb(l) = Ux(l) − α (Ux(l) − Mx(l)) (15)

hα
x (l) = [hα

xa(l) hα
xb(l)] (16)

Fig. 5. α-cut on each fuzzy performance score h̃lx

ii. In our approach, the risk index β is ap-
plied as a defuzzifier. The crisp performance ma-
trixHα

β is calculated in equation 18 based on equa-
tion 17, where hα

xβ(l) denotes the crisp perfor-
mance score of alternative l with respect to the
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criterion Cx under a degree of confidence α and
a risk level β. In equation 17, when β continu-
ously increases, the crisp performance score pro-
gressively approaches the left point of the interval.
A risk index β = {0, 0.5, 1} respectively indicates
an optimistic, moderate and pessimistic viewpoint
of the decision maker choice.

h
α
xβ(l) = βh

α
xa(l) + (1 − β) × h

α
xb(l) (17)

H
α
β =

























Ce Cc Cm Cs

a1 hα
eβ(1) hα

cβ(1) hα
mβ(1) hα

sβ(1)

a2 hα
eβ(2) hα

cβ(2) hα
mβ(2) hα

sβ(2)

.

.

.
.
.
.

.

.

.
.
.
.

.

.

.

an hα
eβ(n) hα

cβ(3) hα
mβ(n) hα

sβ(n)

























(18)

3.5.2. Alternative ranking
In TOPSIS, the ideal solution hα+

xβ and the neg-

ative ideal solution hα−
xβ are respectively defined as

the best and the worst crisp performance scores
among all alternatives on a criterion, as speci-
fied in equation 19. Subsequently, the distance be-
tween the ideal and the negative ideal solution for
each alternative is respectively calculated in equa-
tions 20 and 21, where Sα+

β (l) and Sα−
β (l) repre-

sent the distances between the crisp performance
scores hα

xβ(l) of an alternative l with respect to
all criteria Cx and all the ideal and negative ideal
solutions hα+

xβ , hα−
xβ , respectively.

h
α+
xβ = max

l=1..n

(

h
α
xβ(l)

)

h
α−
xβ = min

l=1..n

(

h
α
xβ(l)

)

(19)

S
α+
β (l) =

√

∑

x

(

hα
xβ

(l) − h
α+
xβ

)2
l = 1, 2, .., n (20)

S
α−
β (l) =

√

∑

x

(

hα
xβ

(l) − h
α−
xβ

)2
l = 1, 2, .., n (21)

A prior alternative has a longer distance to the
negative ideal solution and a shorter distance to
the ideal solution. Consequently, the relative close-
ness to the ideal solution for each alternative can
be formulated as in equation 22, where Rα

β (l) de-
notes the final performance score. The larger the
score Rα

β (l), the more relevant the alternative l. All
alternatives/data items can therefore be ranked
from the more relevant to the less relevant.

Rα
β (l) =

Sα−
β

(l)

Sα+
β

(l) + Sα−
β

(l)
l = 1, 2, .., n (22)

3.6. Synthesis

In resume, when the machine/operator needs to
store data on the product, the relevance of each
data item from the database is computed thanks
to the fuzzy AHP method. Data items are then
ranked in order of relevance and information of the
highest relevance/importance is therefore stored
on the product thanks to the process step 3 which
is detailed in the next section

4. Data item storage/retrieval using
“communicating materials”: Process step 3

As mentioned in the introduction, a proto-
type of a “communicating textile” was designed
in our previous work [9], throughout which a
large quantity of RFID µtags are spread (up to
1500µtags/m2). This “communicating textile” is
shown in Fig. 6. In this section, an appropriate ar-
chitecture combined with a protocol of communi-
cation is developed to disseminate data items all
over the material and then, to retrieve them.

RFID tag

Fig. 6. Prototype “communicating textile” designed in [9]

As the RFID tags are memory-constrained, the
idea is to split the set of data items among sev-
eral tags. Fig. 7 depicts the architecture that must
be implemented for storing the list of data items
(identified thanks to process step 2) all over the
“communicating textile” (split thanks to process
step 3). A specific application protocol, named
splitting protocol, is developed in [10] to split the
data items. Indeed, a RFID tag may store more or
less information according to the technology and,
therefore, one data item may require more mem-
ory space than that available in a unique tag. This
header enables to know in what order data items
have been split.
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ID
Data

selection
(Step 2)

Data
splitting
(Step 3)List of

data items

Split data items

Expert(s)

Data

Specification

Fig. 7. Global communication architecture

The next section presents the case study in
which process step 2 (fuzzy AHPmethod) and pro-
cess step 3 are applied so as to disseminate relevant
information over the “communicating textile”.

5. Case study: Dissemination of information
using a “communicating textile”

All along section 3, we detailed the set of compu-
tations needed to determine the fuzzy performance
matrix H̃ (see equations 28 and 29). Then,Hα

β and
Rα

β (l) are calculated based respectively on equa-
tions 17-18 and equations 19 to 22 with α = 0.85
(decision makers judge they have gathered enough
knowledge to overcome uncertainty in their eval-
uations) and β = 0.2 (reasonable to match the
real situation). Let us remind ourselves that the
higher the final score Rα

β (l), the more relevant the
data item l. The results about the relevance Rα

β (l)
of all data items (i.e. alternatives) are commented
in section 5.1. Section 5.2 gives insight into the
way data items are split on the “communicating
textile” and then, rebuilt when reading.

5.1. Results about data relevance: Process step 2

Fig. 8(a) provides the resulting list of data
items (which are product related data items) or-
dered from the highest relevant Rα

β (l) to the
smallest. The two more relevant data items come
from MaterialLot (Rα

β (l) = 0.8232 and 0.6524)

and the 3rd is TMD{3, 3}. Due to the large amount
of data items included in the list (225 alterna-
tives), the results are presented in the form of di-
agrams (whisker diagram and pie chart).

First, let us look at the whisker diagram in
Fig. 8(b). For each table t ∈ T is given the min,
the 1st-3rd quartile, the median and the max Rα

β (l)
of the set of data items included in the list and
belonging to t. We can see that the most relevant

data items come from MaterialLot (which in-
cludes the two first data items of the list), but also
from MaterialDefinition, ProductSegment and
ProductionOrder. This is due to the fact that at-
tributes from these four tables have been enumer-
ated by the decision makers (cf. Table 2). We can
see that D1 and D2 enumerate the same two at-
tributes in MaterialLot, which explains why this
table stands out among the other tables. More-
over, note that these four tables are included in G1
and G3 and that the experts, concerned by Cc,
have highly recommended to select information
from both groups (cf. vectors in equation 10).

In our scenario, it is not possible to embed more
than the first 155 data items from the list because
the product memory is limited (as highlighted in
Fig. 8(a)). The pie chart in Fig. 8(c) shows the per-
centage of data items among the 155 which belong
to each entity group. We can observe that 49% (i.e.
≈ 75 data items out of 155) are included in tables
clustered in G3 and 38% in tables clustered in G1.
This is largely due to the choices made in the enu-
meration and contextual criteria as explained pre-
viously. In this respect, these results meet the ex-
pert specifications. The list, the whisker diagram
and the pie chart are displayed to the user and can
be used as decision-support tools. The last step
consists in storing the first 155 data items on the
product thanks to the process step 3 which is the
subject of the following section.

5.2. Data Storage and retrieval: Process step 3

In our case study, the “communicating textile”
designed in [9] (see Fig. 6) is used to store the
first 155 data items from the list. Only two data
items from the table MaterialDefinition must
be stored on the product, namely TMD{3, 1} and
TMD{3, 3} as shown in Fig. 9, because TMD{3, 2}
got the 199th rank (i.e. > 155). Fig. 9 exempli-
fied the splitting process of these two data items
in addition to the remaining 153 others, where
the protocol header developed in [10] is added
to each resulting piece of data item (gray back-
ground). These pieces of data items can therefore
be stored/disseminated among the RFID tags.

The “communicating textile” continues its life
cycle, and let us assume that a downstream user
read the information carried by that one. The
155 data items stored in the “communicating tex-
tile” are retrieved, rebuilt, and then displayed



12 S. Kubler et al. / Method for embedding context-sensitive information on “communicating textiles” via Fuzzy AHP

Rang l Table Name Attribute Name Primary Key Cell Value Rα
β (l)

1st MaterialLot Quantity LPB61 50 0.8232

2th MaterialLot IDMaterialLot LPB61 LPB61 0.6524

3rd MaterialDefinition Value MD06 15◦C 0.3639
. . . . . . . . . . . . . . . . . .
. . . . . . . . . . . . . . . . . .

224th EquipmentClass Description ECBSM01 Bonding machi... 0.0036

225th PersonClass Description PCPLW01 Worker Line... 0.0029

Product storage limit: 155th

Set of data items that
must be stored on
the product

Set of data items which
cannot be stored on
the product

(a) List of data items ordered from the highest relevant to the smallest. The relevance of the data item l is given by Rα
iβ
.
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(b) Result of the data item’s relevance in a whisker diagram

49%

38%

9%

4%
Personal
data group
(G2)

Product data
group (G1)

Equipment
data group
(G4)

Production
data group
(G3)

(c) Result in form of a pie chart

Fig. 8. Results of the data item’s relevance

1 (★) 2 3

ID Material Description Value

MDWP0 Wood plank with a nominal”... 4m of...1

MD06 Textile which is provided... 15◦C...0.2 0.05 0.36

2 MDP-B Textile with a high developed... 3mm...

3

MDH-V1 Vehicle headrests which conf... 2× ...4

Data selection
(Process step 2)

ranked < 155ranked < 155

1st

. . . MD06 15
◦C

155th

. . .

Data splitting
Process step 3

1st

.
head. .

head. .
head.

MD
head.

0
head.

6
head.

1
head.

5
head.

◦C

head.
155th

.
head. .

head. .
head.

Communicating

textile

RFID tag

Fig. 9. Illustration of the splitting protocol

on a mobile device via an application software

(JAVA programming). The software actually re-

composes all tables based on the set of data

items retrieved from the material, enabling users

to view each table and product-related tuples.

For example, Fig. 10 shows the unique tuple of

MaterialDefinition which has been rebuilt. This

is the “product-related tuple” and more exactly,
the data items TMD{3, 1} and TMD{3, 3} which
were included in the first 155th data items of
the list. In this example, the software cannot dis-
played TMD{3, 2} (see Fig. 10) which may lead
to unanswerable queries. Based on the application
software, many services can be programmed: e.g.
queries may be directly performed via the JAVA
software without requiring access to the database.

data items
retrieved from
the textile

Attribute name

Table name

Fig. 10. Display of tuples related to MaterialDefinition

6. Conclusion

In the framework of the product life cycle
management, it is not uncommon to use intelli-
gent/communicating products for ensuring an in-
formation continuum over the product life cycle -
PLC (e.g. for traceability purposes). If one con-
siders the product as an information vector (on
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which information could be stored), it would con-
tribute to improve interoperability all along its life
cycle. However, it is not that easy to identify, at a
given stage of the PLC, what information should
be stored on the product. To answer this ques-
tion, a data dissemination process is developed in
this paper to select context-sensitive information
from the database and to store/replicate it on the
product.

The approach proposed in this paper uses the
fuzzy AHP theory for aggregating points of view
from different actors/experts. An assumption is
made about independencies among criteria, as re-
quired in AHP. Currently, no strong dependencies
have been clearly identified among our criteria,
even if some may be sensed. Indeed, since the prod-
uct is memory-constrained, the number of enumer-
ated data might, for instance, impact the maxi-
mal data size allowed to be stored on the prod-
uct. Further experiments should therefore confirm
or reveal such interdependencies, which cannot be
captured by AHP. Accordingly, in future work, the
application of ANP will be examined and results
compared with those of this paper.
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