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ABSTRACT
This paper compares the modal analysis of reinforced-concrete buildings obtained
using sensitive velocimeters and coherent LIDAR. Ambient vibrations are recorded by
these two systems and processing using operative modal analysis method for getting
building frequency and mode shapes. Real-scale trials applied to five buildings located
at Grenoble (France) are presented. The efficiency and reliability of the Lidar is
discussed and the modal parameters measured by Lidar at a range of 200m and by insitu velocimeters are compared. The results are in good agreement and allow us to
conclude on the ability of the coherent Lidar to assess modal parameters of existing
buildings at long range and without any retroreflectors placed on the structures. The
results open new perspectives for remotely testing buildings, without getting inside,
facilitating dynamic analysis of buildings for earthquake engineering applications.
KEYWORDS : Lidar, modal analysis, earthquake engineering.
1

INTRODUCTION

Since the design seismic forces in structures are frequency and damping dependent, these two
parameters are the subject of particular attention in many research activities, to fix numerical [1,2,3]
or analytical models [4] or to provide empirical relationships between the main characteristics
(height, design, etc.) of buildings and their period of vibration found in seismic regulation
documents [5,6,7,8,9]. Clinton and Heaton [10] related the evolution of the performance of building
instrumentation for earthquake engineering activities since the 1960’s and the beginning of the
building permanent instrumentation program in US [11,12,13,14,15] and Japan [16]. With the low
sensitivity of the new seismic and accelerometric sensors, ambient vibrations (AV)-based methods
for modal analysis have been commonly used to monitor structures in earthquake engineering
communities providing an effective tool for short- and/or long-term monitoring of structural health.
In addition, a significant amount of research has been conducted over the last two decades on
non-destructive damage evaluation (NDE) based on changes in the dynamic modal responses of a
structure. The basic idea is that modification of a system’s stiffness, mass or energy dissipation
characteristics may alter its dynamic response [17,18]. For example, a comparison of initial and
final values of frequency, damping and mode shape after extreme events provides information on
the post-earthquake integrity of structures [19,20,21,22]. Analysis of the damage related to
variations of the fundamental frequency of the buildings is common practice in earthquake
engineering since, as supported by Farrar et al. [23], frequency is probably the modal parameter that
is most sensitive to change, particularly because the loss of stiffness directly impacts the frequency
values [19,20,24,25,26]. Moreover, damage detection methods are also based on mode shape
analysis, such as the mode flexibility method [27], the curvature flexibility method [28] and the
mode shape curvature method [29].
Few applications are available in practice, in spite of the fact that the estimation of damage
severity makes a significant contribution to the action of decision-makers in emergency situations
Copyright © Inria (2014)
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after extreme events. One of the reasons to explain this observation is that in general, the testing is
performed by putting sensors in the structures, a delicate and dangerous activity in the event of
seismic crises because of repeated aftershocks and of large number of buildings to be tested. The
main objective of this paper is to test a remote assessment of modal parameters (frequencies and
mode shapes) of existing buildings, having as objective the health monitoring. After presenting the
multipath Lidar instrument used here, and the building tested, we compare the modal parameters
assessment provided by Lidar and classic velocimeters deployed in the structures.
2

THE LIDAR

The system developed for this study is a triple all-fiber Lidar vibrometer [30] working at 1.55µm,
using polarization-maintaining fibers (Fig. 1A). In figure 1B, the backscattered wave is mixed with
a portion of the signal called the local oscillator (LO). On the photodetector, the interference
between the two optical waves yields a current, called the heterodyne current, whose frequency is
given by the difference between the frequencies of the two optical waves. During Lidar operation,
the frequency of the signal backscattered by the target building surface suffers a Doppler frequency
shift which is proportional to the difference in velocity between the Lidar system and the target
building surface in the direction of the Lidar line-of-sight. The frequency of the heterodyne current
is thus equal to the Doppler frequency shift. These currents are then sent to the analog signal
processing module, where the backscattered signals are filtered and downshifted in base band. The
digitized signals are then processed in real time for in-situ spectral visualization and stored for
furthermore detailed analysis.
As we are aiming at static but vibrating targets, the overall Doppler frequency shift due to target
velocity is null and the carrier frequency of the heterodyne signal is centered on the frequency of the
acoustic-optic modulator (AOM, Fig. 1B) frequency. In monostatic architecture, parasitic signal
exists that creates crosstalk phenomena, i.e. a fraction of the power emitted by the Lidar is
accidently redirected into the reception. The parasitic signal from the back-reflection of the emitted
beam on the output lens is also centered on the AOM frequency shift, preventing the frequency
separation of the useful signal. All paths are bistatic (separate transmitting and receiving lenses) in
order to avoid being blinded by parasitic signal due to the redirection of a fraction of power emitted
by the Lidar into the reception (crosstalk phenomena).
The two first sensor heads are mounted on an automated turret (Fig. 1A), which allows a series
of points to be addressed on the target building. The third sensor head is used as a time
synchronization reference, sighting a fixed reference point on the target building and providing a
synchronization reference for vibrations measured successively by the mobile sensor heads. The
building vibration velocity is determined using the autocorrelation between one complex sample and
its first neighbor. The result is accumulated over a number of complex samples. The phase of the
computed autocorrelation gives the instantaneous frequency of the signal, which is proportional to
vibration velocity. The output (i.e. vibration velocity) of the digital signal processing is computed
every 5 ms, resulting in a vibration sampling frequency of 200 Hz. This sampling frequency is
chosen in order to avoid parasitic vibrations (presence of electric motors, machine, lifts…), which
appear up to 80 Hz, whereas building frequencies remain below 20 Hz. These vibrations are usually
observed during experimental works conducted in structures resulting from the operating of the
buildings (presence of electric motors, machines, lifts…). The reference beam, kept fixed during all
the experiment, gives the time reference and the synchronization is made with the mobile beams as
well as the amplitude normalization.
3

DESCRIPTION OF THE EXPERIMENT

Grenoble (France) is a dynamic city that increased in population during the late 60s. Many high-rise
buildings were built at that time. In the framework of this study, five such buildings have been
tested.
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Figure 1: Description of the Lidar. A) Scheme of principle;
B) Electronical and optical description of the Lidar

The three Ile Verte towers (Mont-Blanc, Belledonne and Chartreuse) are 28-story RC-buildings.
In March 2003, ambient vibrations were recorded at 15 different points in the Mont-Blanc tower
(the central tower, Fig. 2) with a Cityshark II [31] and 6 velocimeters Lennartz 3D 5s. We used the
Frequency Domain Decomposition method (FDD) [32] to analyse the modes of the structure. A
reference site was kept at the top of the building and several sets of recordings (at 200Hz) were done
moving velocimeters along the height of the building. The two first modes are 0.66, 2.69Hz and
0.85, 3.25Hz in the T and L directions, respectively [33]. For Belledonne and Chartreuse, the modal
frequencies were computed using the Fast Fourier Transform (FFT) applied to the top recording
done during the Lidar experiment (Fig. 3). Even if the three buildings are perfectly similar in term of
design, shape and height, some variations were observed due to the presence of differences in design
or due to the high sensitivity of frequency to changes confirmed recently by Mikael et al. [33].
Furthermore, a torsion mode [33] was also observed at 0.99Hz.

Figure 2 Description of the Buildings (left: Arpej buildings; right: Ile Verte towers)

We followed the same process in December 2002 in one of the two ARPEJ towers, 15-story RCbuildings in the campus. For ten years, ARPEJ2 has been used as a test bed for training activities
and instrument tests. Mode shapes and modal frequencies were obtained for this building [34]. The
two first modes were found at 1.17, 4.57 Hz and 1.32, 5.03 Hz in the T and L directions,
respectively (Fig. 3). A torsion mode, corresponding to 1.37 Hz, was also detected on the Fourier
spectra. The stability of the modes shapes over ten years allows us to assume a very stable and
robust method for extracting the dynamic characteristics of existing buildings.
The Lidar experiment has followed the same process as for AV recording. One sight was kept at
the top of the building as the reference and the other two sights were moved down from floor to the
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bottom of the building. The Lidar was positioned on a support resting on the ground, located to
allow direct sight of the full height of the building. The distance of sight for the ARPEJ buildings
was around 100 m and for the Ile Verte buildings the distance was close to 300 m. After signal
processing of the raw Lidar data, each file corresponded to 10 minutes of recordings with a
sampling rate of 200 Hz. Gueguen et al. [35] have confirmed the Lidar records the frequencies of
the target and of the support. For that reason, the Lidar support was designed to be stiff enough with
respect to the classic range of building frequencies to avoid interferences. After data conversion,
FDD was applied and the modal analysis was performed. The major advantage of the Lidar
designed for this experiment is the have a perfect synchronization of recordings without requiring a
specific reflector placed on the surface of the structure. Nevertheless, the longer sight distances
introduce more noise, reducing the signal-to-noise ratio due to beam divergence of the optical wave
and affecting the performance of the Lidar system. This could be resolved by increasing the
performance of the Lidar but it introduces contrains on complying with the restrictive eye safety
regulation.

Figure 3 Fourier transforms of ambient vibrations recorded at the buildings top (left: Ile Verte; right: ARPEJ)
with velocimeters (CS) and Lidar.

4

RESULTS

Fast Fourier Transform is computed at the top of the building using velocimeters and Lidar systems
(Fig. 3). The Lidar detects the modal frequencies of the buildings, including longitudinal and
transverse direction but also the torsion mode. Below 2 Hz, i.e. close to the fundamental frequencies
of the tested buildings, the signal-to-noise ratios (SNR) are comparable, because the building
vibration is large enough to be detected. At high frequency, we observed that the noise level of the
Lidar is higher that for the velocimeter, as already suggested by Gueguen et al. [35]. This low SNR
introduces some drawbacks for the clear analysis of the second frequencies, visible in the 2-5 Hz
range. For the Ile Verte towers, the SNR at high frequency is worse than for the ARPEJ buildings,
due to the distance of sight between the Lidar and the building.
Moreover, the Lidar measures velocity along a single direction of sight. By consequent, the
frequencies detected are directly influenced by the azimuth of the sight with respect to the main
direction of vibration of the buildings. This is clearer for the Ile Verte buildings for which the
1634
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differences in azimuth of the sight for the three buildings tested were greater, i.e. 11°, 45° and 70°
for the Chartreuse, Montblanc and Belledonne towers, respectively. For Chartreuse, the sight was
close to the perpendicular axis of the building and we detected only the T direction of vibration and
the torsion mode (Fig. 3). For the Belledonne tower, all three modes were recorded, with amplitude
variations compared to the velocimeter results. For Montblanc, corresponding to 45° of sight
azimuth, the three modes were perfectly recorded by the Lidar. This is the main drawback of the
Lidar measurement technique: recording the vibration along a single direction of sight means that
the modal analysis can be biased. Nevertheless, in the case of remote monitoring, we observed that
the frequency values are reliable and representative of the dynamic response state of the buildings
let us assume the efficiency of the Lidar for detecting the frequency variations related to changes or
damages.
The singular value decompositions of the velocimeter and Lidar data for the ARPEJ2 and
Montblanc towers are displayed figure 4. The same singular value decomposition is observed for
both buildings whatever the equipment used. Due to the SNR, the two horizontal modes in the T and
L direction are well detected, as well as the torsion mode clearly observed here. This detection is not
dependent on the single sight of the Lidar along one direction. It is particularly interesting to point
out the presence of parasite frequencies at 4 and 10Hz for the ARPEJ2 building, seen with both
systems and certainly produced by a permanent internal source of vibration (e.g., lift or air
conditioning). In both cases, 15 Hz is observed on the LIDAR, corresponding to the vibration of the
Lidar support, as also reported by Gueguen et al. [35]. At high frequency, for the higher modes, the
Lidar system is noisier, resulting in low resolution of the second singular value. This is clearer for
the Montblanc tower, due to the increase in noise with the distance of sight (280 m for Montblanc
and 120 m for ARPEJ2). In this case, the 3 Hz second mode cannot be analysed.

Figure 4 Singular value decomposition of ambient vibrations recored by Lidar and velocimeter (CS)
for the MontBlanc (left) and the ARPEJ2 (right) towers.

Since the singular values (frequencies) and singular vectors (mode shapes) were detected, it is
possible to draw the 3D shapes of the modes, by associating with each sensor the 3D deformation of
the building. This is displayed Fig. 5 for the Montblanc and ARPEJ2 buildings. In order to improve
shape visualisation, we considered each floor to be stiff and undeformable, that corresponds to
associate at each point of the floor the motion recorded by the sensor or the Lidar. According to the
velocimeter, the Montblanc mode shapes are clearly related to bending modes in the L direction,
corresponding to frequencies 0.85Hz. Because of the 3C of ambient vibrations recorded with the
velocimeters, the full motion of the building can be reconstructed by modal analysis. For the Lidar,
only one direction of sight is available. We therefore observe (Fig. 5) the coupling of the mode
shapes of the two horizontal directions of the structure, as well as the vertical direction. The angle of
deflection is related to the azimuth of the sight with respect to the building. This means that mode
shape reconstruction is not possible unless we record vibrations in the direction of the perpendicular
modes, even if the singular values and vectors are detected perfectly by the Frequency Domain
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Decomposition. Moreover, the Lidar sights from the ground level and the vertical motion are also
present in the coupling mode shapes defined by FDD. Nevertheless, this drawbacks does not reduce
the major advantage of the Lidar equipement, i.e. performing remotely dynamic characteristic
assessments of existing buildings, from one site without entering the building and considerably
reducing the time (and therefore cost) of the experiments. For information, we assessed the three Ile
Verte towers in 6 hours, which is approximately the same as the time required using the
velocimeter.

Figure 5 Shapes of the first (A) and second (B) mode using velocimeter (left) and Lidar (right) systems for the
Mont-Blanc Tower

5

CONCLUSIONS

The large-scale instrumentation and monitoring of existing buildings is of more than academic
interest. Testing buildings provides information on safety by evaluating the variation of their elastic
properties, often related to damage. In view of the number of buildings that must be tested after an
extreme event, the development of remote systems, such as the Lidar, may be the key to improving
the operability and efficiency of decisions. The assessment of changes between the physical
properties of structures before and after earthquakes can help classify buildings as being suitable for
immediate occupancy, requiring further and additional analysis or for demolition. Moreover, the
long-term monitoring of buildings is also critical for decision makers and local authorities in order
to check the effects of ageing and to assess the remaining life span of their structures.
In this paper, we have reported on the development and field trial of a 3-path Lidar vibrometer
for this purpose. We have showed that application-related constraints are fulfilled: low velocity
noise, real-time signal processing, compactness and laser safety. Autonomous and operability of the
equipment was demonstrated during a vibration measurement campaign at long distance of sight. A
good fit was observed between the modal frequency and mode shape values detected by Lidar and
classical velocimeter. Despite a higher level of noise for the Lidar than for the velocimeter, most of
the existing buildings could be monitored using this remote sensing method for large urban areas.
The drawback related to the single direction of sight can be compensated by the efficiency of remote
assessment fo frequency and mode shapes, giving a fast and accurate assessment of the structural
health. Shorter experiment times and reliability of measurements lead us to imagine broad
application on the scale of a city, allowing long-distance and repetitive scanning of structures.
ACKNOWLEDGMENTS
This work was supported by the French Research National Agency (ANR) under the RiskNat
program (project URBASIS n°ANR-09-RISK-009).
REFERENCES
[1]
[2]

C. Ventura, W. D. Liam Finn, J. F. Lord, N. Fujita. Dynamic characteristics of a base isolated building
from ambient vibration measurement and low level earthquake shaking. Soil Dynamics and Earthquake
Engineering, 23:313-322, 2003.
P. Volant, N. Orbovic, F. Dunand. Seismic evaluation of existing nuclear facil- ity using ambient
1636

EWSHM 2014 - Nantes, France

[3]
[4]
[5]
[6]
[7]
[8]
[9]
[10]
[11]
[12]
[13]
[14]
[15]
[16]
[17]
[18]
[19]

[20]
[21]
[22]
[23]
[24]
[25]

vibration test to characterize dynamic behavior of the structure and microtremor measurements to
characterize the soil: a case study. Soil Dynamics and Earthquake Engineering, 22:1159-1167, 2002.
C. Michel, P. Gueguen, S. El Arem, J. Mazars, P. Kotronis. Full Scale Dynamic response of a RC
building under weak seismic motions using earthquake recordings, ambient vibrations and modelling,
Earthquake Engineering and Structural Dynamics, 39:419-441, 2010.
M. Perrault, P. Guéguen, A. Aldea, S. Demetriu. Reducing the uncertainties of the fragility curves
using experimental testing in existing buildings: the case of the BRD Tower of Buccarest (Romania).
Earthquake Engineering and Engineering Vibration, 12(4):643-658, 2013.
R. K. Goel, A.K. Chopra. Period formulas for concrete shear wall buildings. Journal of Structural
Engineering, 124(4):426–433, 1998.
A. K. Chopra, R.K. Goel. Building period formulas for estimating seismic displacements. Earthquake
Spectra, 16(2):533–536, 2000.
C. S. Oliveira, M. Navarro. Fundamental periods of vibration of RC buildings in Portugal from in-situ
experimental and numerical techniques. Bulletin of Earthquake Engineering, 8(3):609-642, 2010.
M. R. Gallipoli, M. Mucciarelli, M. Vona. Empirical estimate of fundamental frequencies and damping
for Italian buildings. Earthquake Engineering and Structural Dynamics, 38(8):973-988, 2009.
C. Michel, P. Gueguen, P. Lestuzzi, P.-Y. Bard. Comparison between seismic vulnerability models and
experimental dynamic properties of existing buildings in France. Bulletin of Earthquake Engineering,
8(6):1295-1307, 2010.
J. F. Clinton, T.H. Heaton. Potential advantages of a strong-motion Vvlocity meter over a strongmotion accelerometer. Seismological Research Letters, 73(3):332-342, 2002.
G. W. Housner. Interaction of buildings and ground during an earthquake. Bulletin of the Seismological
Society of America, 47:179-186, 1957.
P. C. Jennings, J.H. Kuroiwa. Vibration and soil-structure interaction tests of a nine-story reinforced
concrete building. Bulletin of the Seismological Society of America, 58(3):891-916, 1968.
J. A. Blume J.A. Highrise building characteristics and responses determined from nuclear seismology.
Bulletin of the Seismological Society of America, 62(2):519-540, 1970.
C. B. Crouse, P.C. Jennings. Soil-structure interaction during the San Fernando earthquake. Bulletin of
the Seismological Society of America, 65:13-36, 1975.
J. E. Luco, M.D. Trifunac, H.L. Wong. On the apparent change in dynamic behavior of a nine-story
reinforced concrete building. Bulletin of the Seismological Society of America, 77(6):1961-1983, 1987.
N. Satake, H. Yokota. Evaluation of vibration properties of high-rise steel buildings using data of
vibration tests and earthquake observations. Journal of Wind Engineering and Industrial
Aerodynamics, 59:265-282, 1996.
S. W. Doebling, C.R. Farrar, M.B. Prime, D.W. Shevitz. Damage identification and health monitoring
of structural and mechanical systems from changes in their vibration characteristics: a literature review.
Technical Report LA-13070-MS., Los Alamos National Laboratory, 1996.
C. R. Farrar, K. Worden. An introduction to structural health monitoring. Philosophical Transactions
of the Royal Society, 365(1851):303–315, 2007.
F. Dunand, Y.A. Meziane, P. Gueguen, J.-L. Chatelain, B. Guillier, R.B. Salem, M. Hadid, M. Hellel,
A. Kiboua, N. Laouami, D. Machane, N. Mezouer, A. Nour, E. Oubaiche, A. Remas. Utilisation du
bruit de fond pour l’analyse des dommages des bâtiments de Boumerdes suite au séisme du 21 mai
2003. Memoires du Service Geologique Algerien, 12:177-191, 2004.
J. F. Clinton, S.C. Bradford, T.H. Heaton, J. Favela. The observed wander of the natural frequencies in
a structure. Bulletin of the Seismological Society of America, 96:237-257, 2006.
R. D. Nayeri, S. F. Masri, R. G. Ghanem, R. L. Nigbor. A novel approach for the structural
identification and monitoring of a full-scale 17-story building based on ambient vibration
measurements. Smart Materials and Structures, 17(2):1-19, 2008.
F. Vidal, M. Navarro, C. Aranda, T. Enomoto. Changes in dynamic characteristics of Lorca RC
buildings from pre- and post-earthquake ambient vibration data. Bulletin of Earthquake Engineering,
(2013)
C. R. Farrar, S.W. Doebling, D.A. Nix. Vibration-based structural damage identification. Philosophical
Transactions of the Royal Society, 359:131–149, 2010.
M. Celebi, L. T. Phan, R. D. Marshall. Dynamic characteristics of five tall buildings during strong and
low-amplitude motions. The Structural Design of Tall Buildings, 2(1):1–15, 1993.
S. S. Ivanovic, M.D. Trifunac, E.I. Novikova, A.A. Gladkov, M.I. Todorovska. Ambient vibration tests
of a seven-story reinforced concrete building in Van Nuys, California, damaged by the 1994
1637

EWSHM 2014 - Nantes, France

Northridge earthquake. Soil Dynamics and Earthquake Engineering, 19(6):391–411, 2000.
C. Michel, P. Gueguen. Time-frequency analysis of small frequency variations in civil engineering
structures under weak and strong motions using a reassignment method. Structural Health Monitoring,
9:159-171, 2010.
[27] A. K. Pandey, M. Biswas. Damage detection in structures using changes in flexibility. Journal of
Sound and Vibration, 169(1):3-7, 1994.
[28]
Z. A. Zhang, A.E. Aktan. The damage indices for constructed facilities. In IMAC, 1520-1529,
Nashville, 1995.
[29] A. K. Pandey, M. Biswas, M.M. Samman. Damage detection from changes in curvature mode shapes.
Journal of Sound and Vibration, 145(2):321-332, 1991.
[30] J.-P. Cariou, B. Augère. Performance of an erbium Laser vibration sensor. SPIE Coherent LASER
Radar: Technology and Applications, 3707:491-498, 1999.
[31] J.-L. Chatelain, B. Guillier, P. Guéguen, J. Fréchet, J. Sarrault. Ambient vibration recording for singlestation, array and building studies made simple: CityShark II. International Journal of Geosciences,
03(6A):1168-1175, 2013.
[32] R. Brincker, L. Zhang, P. Andersen. Modal identification of output only systems using frequency
domain decomposition. Smart Materials and Structures, 10:441–445, 2001.
[33] A. Mikael, P. Guéguen, P.-Y. Bard, P. Roux, M. Langlais. Long-term frequency and damping
wandering in buildings analysed using the Random Decrement Technique (RDT). Bulletin of the
Seismological Society of America, 103(1):236-246, 2013.
[34] P. Gueguen (Editor). Seismic vulnerability of structures. Civil Engineering and geomechanics series,
John Wiley and Son (Hoboken USA) and ISTE (London, UK) editor, 368 pages, 2013
[35] P. Guéguen, V. Jolivet, C. Michel, A.-S. Schveitzer. Comparison of velocimeter and coherent lidar
measurements for building frequency assessment. Bulletin of Earthquake Engineering, 8(2):327-338,
2010.
[26]

1638

