
�>���G �A�/�, �?���H�@�y�R�3�R�3�e�e�e

�?�i�i�T�b�,�f�f�?���H�X�B�M�`�B���X�7�`�f�?���H�@�y�R�3�R�3�e�e�e�p�k

�a�m�#�K�B�i�i�2�/ �Q�M �e �C�m�H �k�y�R�3

�>���G �B�b �� �K�m�H�i�B�@�/�B�b�+�B�T�H�B�M���`�v �Q�T�2�M ���+�+�2�b�b
���`�+�?�B�p�2 �7�Q�` �i�?�2 �/�2�T�Q�b�B�i ���M�/ �/�B�b�b�2�K�B�M���i�B�Q�M �Q�7 �b�+�B�@
�2�M�i�B�}�+ �`�2�b�2���`�+�? �/�Q�+�m�K�2�M�i�b�- �r�?�2�i�?�2�` �i�?�2�v ���`�2 �T�m�#�@
�H�B�b�?�2�/ �Q�` �M�Q�i�X �h�?�2 �/�Q�+�m�K�2�M�i�b �K���v �+�Q�K�2 �7�`�Q�K
�i�2���+�?�B�M�; ���M�/ �`�2�b�2���`�+�? �B�M�b�i�B�i�m�i�B�Q�M�b �B�M �6�`���M�+�2 �Q�`
���#�`�Q���/�- �Q�` �7�`�Q�K �T�m�#�H�B�+ �Q�` �T�`�B�p���i�2 �`�2�b�2���`�+�? �+�2�M�i�2�`�b�X

�G�ö���`�+�?�B�p�2 �Q�m�p�2�`�i�2 �T�H�m�`�B�/�B�b�+�B�T�H�B�M���B�`�2�>���G�- �2�b�i
�/�2�b�i�B�M�û�2 ���m �/�û�T�¬�i �2�i �¨ �H�� �/�B�z�m�b�B�Q�M �/�2 �/�Q�+�m�K�2�M�i�b
�b�+�B�2�M�i�B�}�[�m�2�b �/�2 �M�B�p�2���m �`�2�+�?�2�`�+�?�2�- �T�m�#�H�B�û�b �Q�m �M�Q�M�-
�û�K���M���M�i �/�2�b �û�i���#�H�B�b�b�2�K�2�M�i�b �/�ö�2�M�b�2�B�;�M�2�K�2�M�i �2�i �/�2
�`�2�+�?�2�`�+�?�2 �7�`���M�Ï���B�b �Q�m �û�i�`���M�;�2�`�b�- �/�2�b �H���#�Q�`���i�Q�B�`�2�b
�T�m�#�H�B�+�b �Q�m �T�`�B�p�û�b�X

�� �*�Q�K�T�Q�b�B�i�2 �"�_�.�6 �J�Q�/�2�H �7�Q�` �>���x�v �:�H�Q�b�b
�S���b�+���H �"���`�H���- �_�Q�K���B�M �S���+���M�Q�r�b�F�B�- �S�2�i�2�` �o���M�;�Q�`�T

�h�Q �+�B�i�2 �i�?�B�b �p�2�`�b�B�Q�M�,

�S���b�+���H �"���`�H���- �_�Q�K���B�M �S���+���M�Q�r�b�F�B�- �S�2�i�2�` �o���M�;�Q�`�T�X �� �*�Q�K�T�Q�b�B�i�2 �"�_�.�6 �J�Q�/�2�H �7�Q�` �>���x�v �:�H�Q�b�b�X �*�Q�K�@
�T�m�i�2�` �:�`���T�?�B�+�b �6�Q�`�m�K�- �q�B�H�2�v�- �k�y�R�3�- �j�d�- ���R�y�X�R�R�R�R�f�+�;�7�X�R�j�9�d�8���X ���?���H�@�y�R�3�R�3�e�e�e�p�k��

https://hal.inria.fr/hal-01818666v2
https://hal.archives-ouvertes.fr


Eurographics Symposium on Rendering 2018
T. Hachisuka and W. Jakob
(Guest Editors)

Volume 37(2018), Number 4

A Composite BRDF Model for Hazy Gloss

P. Barla1, R. Pacanowski2 and P. Vangorp3

1Inria
2 CNRS (LP2N) - IOGS - Université Bordeaux

3 Edge Hill University

Abstract
We introduce a bidirectional re�ectance distribution function (BRDF) model for the rendering of materials that exhibit hazy
re�ections, whereby the specular re�ections appear to be �anked by a surrounding halo. The focus of this work is on artistic
control and ease of implementation for real-time and off-line rendering. We propose relying on a composite material based
on a pair of arbitrary BRDF models; however, instead of controlling their physical parameters, we expose perceptual param-
eters inspired by visual experiments [VBF17]. Our main contribution then consists in a mapping from perceptual to physical
parameters that ensures the resulting composite BRDF is valid in terms of reciprocity, positivity and energy conservation.
The immediate bene�t of our approach is to provide direct artistic control over both the intensity and extent of the haze effect,
which is not only necessary for editing purposes, but also essential to vary haziness spatially over an object surface. Our
solution is also simple to implement as it requires no new importance sampling strategy and relies on existing BRDF models.
Such a simplicity is key to approximating the method for the editing of hazy gloss in real-time and for compositing.

CCS Concepts
� Computing methodologies! Re�ectance modeling;

1. Introduction and related work

Real-world materials often exhibit re�ections that may be described
as “hazy”, where more or less sharp specular re�ections appear to
be �anked by a halo. At the physical microscopic level, haziness
may be due to various causes, such as partial polishing, diffraction
effects, or multiple layers. As detailed in the following, two dif-
ferent approaches have been taken in the literature to design Bidi-
rectional Re�ectance Distribution Functions (BRDFs) that produce
such hazy re�ections: the aforementioned physical causes may be
directly modeled, providing a predictive approach to material ap-
pearance; or a mathematical model with suf�cient degrees of free-
dom (d-o-f) to reproduce haze effects may be provided. In this pa-
per, we focus on the latter since artistic manipulation of hazy gloss
is our central objective.

Physical modelsOne way to produce hazy re�ections is to make
use of multi-layered BRDF models (e.g., [WW07,JdJM14]). They
require the speci�cation of many parameters such as the number of
layers, their refractive indices, interface roughnesses and medium
absorption and scattering properties. Hazy gloss may even be pro-
duced with a single interface thanks to diffraction effects. Existing
models [CTL89,Sta99,LKYU12,HP17] are controlled by statisti-
cal properties of surface irregularities such as height roughness or
auto-correlation distance, which have complex effects on the �nal
appearance since they affect the BRDF in a wavelength-dependent

manner. From a purely artistic point of view, these physically-
accurate approaches provide too many d-o-f, while their parameters
only indirectly control the �nal hazy appearance. In addition, they
remain costly to apply in real-time, or even in production where
rendering times directly affect budget costs.

Microfacet models The microfacet theory [CT82] has been
widely adopted by the Computer Graphics community for its com-
bination of physical plausibility and artistic ease-of-use. It relies on
normal distribution functions, where different distributions lead to
different specular highlight appearances. Until recently, the Beck-
mann distribution [BS63] was widely used; but the GGX distri-
bution [TR75, WMLT07] gained favor over it due to its heavier
tails. The main visual difference is that the GGX distribution pro-
duces slightly hazier re�ections compared to Beckmann's; how-
ever, it does not provide any control over haze. Later work has
introduced distributions with one additional d-o-f that controls dis-
tribution tails [LKYU12,BSH12,Bur12,RBMS17]. Unfortunately,
none of them provides a satisfactory control over hazy gloss. The
Shifted Gamma Distribution [BSH12], the peak of the distribu-
tion is strongly affected when attempting to modify its tails. The
GTR [Bur12] and Student-t [RBMS17] distributions only permit
achieving slightly hazier results than the GGX distribution. The
ABC model [LKYU12] produces a halo of very large extent that
cannot be controlled by the artist.

c 2018 The Author(s)
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Another simpler approach is to combine two or more distri-
butions, which has oftentimes been deemed necessary for �tting
BRDFs (e.g., [LFTG, NDM05]). Combination may also be per-
formed manually for gaining more control over the shape of the
specular term, as done by artists at Pixar or ImageWorks for in-
stance [HMC� ]. However, the manipulation of haze is only indirect
in this case and requires trial and error. In particular, it is extremely
dif�cult to create materials where haze varies spatially over a sur-
face without affecting other material properties. When dealing with
anisotropic materials, control becomes even more tedious since the
number of parameters is increased.

Perception of hazeRecent work in visual perception [VBF17] has
shown that humans are visually sensitive to haziness in some spe-
ci�c con�gurations. The authors employ a specular BRDF based
on two Ward BRDF components [War92], one of narrow extent
(i.e., small roughness), the other of wide extent (i.e., large rough-
ness). Their perceptual experiments show that haziness is a dimen-
sion of gloss that is distinct from contrast or distinctness of im-
age [HH87,PFG00], and is more complex than the haze measure-
ment retained by the ASTM [AST97]. Most importantly, none of
the BRDF component parameters is able to account for perceived
haziness: hence the perception of hazy gloss isnot directly depen-
dent on physical parameters. It is shown instead that a post-hoc
decomposition of the BRDF into a specular core and a surround-
ing halo yields high correlation with subjective haziness ratings.
Recent work (e.g., [SGM� 16]) provides perceptual parameters to
navigate the space of material appearance, yet none provides a di-
rect control over haziness.

Our approach Throughout the paper, we focus on specular
BRDFs and leave the diffuse term untouched. Our approach
takes inspiration from the core/halo decomposition of Vangorp et
al. [VBF17] to introduce a BRDF model that grantsdirect con-
trol over hazy effects in a physically-correct manner. We introduce
material parameters that manipulate not only the haze magnitude
but also its extent, which in practice exposes an additional d-o-f
compared to distributions with controllable tails [LKYU12,BSH12,
Bur12,RBMS17]. In particular, our method affects the distribution
tails while leaving the specular core mostly unchanged (even with
anisotropic materials), and permits producing a much more no-
ticeable hazy gloss appearance compared to existing alternatives.
This is achieved by using a sum of twoarbitrary BRDFs having
the same model (e.g., microfacet-based with GGX or Beckmann
distribution), whose physically-based parameters are obtained by
a mapping from our perceptually-based core and halo parame-
ters, while guaranteeing reciprocity, positivity and energy conser-
vation [NRH� 77].

This simple approach has many bene�ts. It does not require any
change in the rendering system, since only material parameters are
modi�ed; in particular, there is no need to introduce any new im-
portance sampling strategy. It is also independent of the choice of
distribution model, which makes it a viable solution for most ren-
dering engines (such as those working with microfacet models);
the method may even be implemented in the interface of a material
editor. In spite of its simplicity, our method provides an ef�cient
solution to a problem that would be hard to solve with a more com-
plex single-component specular BRDF model.

Probe A : dielectric Probe B : conductor

Figure 1: A material probe rendered with our BRDF model in
global illumination. The insets show the same object with haziness
removed. Our method works with both dielectrics and conductors.

2. Hazy gloss model

We �rst introduce a physical BRDF model made of a sum of
two specular components (Section2.1), which we then reorganize
into a sum of specular core and halo components following re-
cent research in visual perception (Section2.2). We next describe
a parametrization that guarantees that material components stay
within the space allowed by physical constraints (Section2.3), be-
fore providing the full haze mapping from perceptual to physical
parameters in algorithmic form (Section2.4). Table1 lists the sym-
bols and notations used throughout this section.

2.1. Physical BRDF model

We consider a composite BRDFfr having a pair of components
sharing the same Fresnel term:

fr (wi ;wo) =
�
(1� b) fn(wi ;wo) + b fw(wi ;wo)

�
Fr (qd); (1)

wherewi andwo are incoming and outgoing directions,Fr is the
Fresnel term,qd = acos(h � w) is the difference angle withh =

wi+ wo
kwi+ wok the halfway vector [Rus98], fn and fw are functions char-

acterizing narrow and wide re�ections respectively, andb 2 [0;1)
linearly blends between the two functions. A common way to de-
�ne fn and fw is through microfacet theory, in which case they
model distributions of small and large roughness respectivelyy.
The mixture ratiob then corresponds to the relative area occupied
by the microfacets belonging to the distribution of large rough-
ness. Whether the composite BRDFfr is physically-based obvi-
ously depends on whetherfnFr andfwFr are themselves physically-
based, but also on their potential interactions through shadowing
and masking (see Section3).

The use of multiple components was �rst suggested in the sem-
inal work of Cook and Torrance [CT82] on microfacet theory. It
is nowadays routinely used in production [HMC� ], where such a
combination of functions is primarily aimed at better shaping the

y Each function is of the formf = D G
4j cosqi jj cosqoj whereD andG are dis-

tribution and masking-shadowing terms respectively.

c 2018 The Author(s)
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Table 1: Table of symbols and notations

Functions

fr 2 R+ composite BRDF
ff n;wg 2 R+ {narrow, wide} BRDF terms
Ff r;cg 2 [0;1] {global, core} Fresnel terms
gh 2 R halo term (not a BRDF term)
Kh 2 [0;1] halo intensity (withkh = Kh(qd = 0))
P 2 (0;1] peak removal function (withp = P(qd = 0))

Variables

wf i;og 2 S 2 {incoming, outgoing} direction
f n;hg 2 S2 {normal, halfway} direction
qf h;dg 2 [0;p=2] {halfway, difference} angle

Physical parameters

h 2 (1;1 ) real part of refractive index
k 2 R+ imaginary part of refractive index
r 2 [0;1] global re�ectivity (r = Fr (qd = 0))
b 2 [0;1] mixture ratio of physical components

a f x;yg
f n;wg2 R+ {narrow, wide} roughness along

{tangent, binormal} directions

Perceptual parameters

rc 2 [0;1] specular core re�ectivity (rc = Fc(qd = 0))
g 2 [0;1] edge tint [Gul14]
bh 2 [0;1) haziness (proportion of available haze)

l f x;yg
h 2 R+ haze extent along

{tangent, binormal} directions

specular component. However, as shown in the left column of Fig-
ure2, even though the model of Equation1 yields a more complex
specular BRDF, it does not provide an independent control over
distribution tails. Indeed, when the intensity of the wide component
is modi�ed throughb (Figure2b), not only the tails are modi�ed,
but the whole shape of the BRDF changes; in particular, the inten-
sity in the mirror direction is affected. The same side-effect occurs
when the roughness of the wide component is changed (Figure2c).
Having a direct and separate control over the peak and tails of the
specular BRDF is not only desired to provide an artist-friendly han-
dle on hazy gloss; it is also necessary if one wants to vary haziness
across an object surface in a controllable manner.

2.2. Perceptual decomposition

Vangorp et al. [VBF17] have suggested that the perception of hazy
gloss relies on a decomposition of the specular BRDF into a spec-
ular core and a surrounding halo. In particular, they show that
the energy of their halo component is strongly correlated to sub-
jective haziness ratings obtained through a perceptual experiment.
However, they only propose a post-hoc analysis and do not dis-
cuss how to design a physically-based BRDF model providing a
perceptually-relevant control over haze.

We take inspiration from their work to re-express the model of

Physical BRDF Perceptual decomposition

Figure 2: Comparison between the physical BRDF of Equation1
and the perceptual decomposition of Equation2. The narrow and
wide components of the former are shown in blue and green respec-
tively, while the specular core and surrounding halo of the latter are
shown in magenta and cyan. Insets show renderings of a sphere
with a directional light source. The two decompositions initially
yield the same composite BRDF (in red), as shown in (a,d). The
BRDF peak is altered when the parameters of the physical decom-
position are modi�ed to yield higher (b) or wider (c) tails. When
the parameters of the perceptual decomposition are changed, the
peak is not affected while the tails are modi�ed as desired in (e,f).

Equation1 as the sum of a specular core and a surrounding halo:

fr (wi ;wo) = Fc(qd) fn(wi ;wo) + Kh(qd)gh(wi ;wo): (2)

More precisely, the specular core has the same shapefn as the nar-
row component of Equation1, but is affected by a different Fresnel
termFc. The halo component is affected by an intensityKh and we
propose to control its shape bygh = fw � P fn, whereP 2 [0;1] is
computed so that the contribution of the halo in the specular direc-
tion is minimized. As illustrated in the right column of Figure2,
the purpose of this decomposition is to grant independent control
over the peak and tails of the distribution.

Equation2 is obtained from Equation1 by addingbFrP fn to the
narrow component, and subtracting it from the wide component:

fr = ( 1� b) fnFr + bP fnFr + b fwFr � bP fnFr

=
�
(1� b) + bP

�
Fr fn + bFr ( fw � P fn):

By comparison with Equation2 we obtain:

Fc(qd) =
�
1� (1� P(qd))b

�
Fr (qd); (3)

Kh(qd) = bFr (qd): (4)

We emphasize that unlikefn or fw, gh is not a valid BRDF func-
tion as it may become negative; neither isKh a valid Fresnel term.
This is not problematic since Equation2 is never directly evaluated

c 2018 The Author(s)
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but instead used for artistic control, after which its parameters are
mapped back to physical parameters controlling Equation1, which
is evaluated. The only case where Equations1 and2 have the same
form is whenb = 0: the halo term then vanishes (Kh = 0) and the
specular core becomes identical to the narrow component (Fc = Fr ).

An important consequence of the decomposition of Equation2
is that for dielectric materials, the intensity of the specular core
is uniquely determinedby the qd = 0 con�guration. Indeed, the
Fresnel termFc is then uniquely determined byrc = Fc(0).z This
means that Equation3 only needs to be evaluated atqd = 0, hence
knowing p = P(0) is suf�cient to yield a full bijection between
Equations1 and2. Our goal is to makegh vanish in the specular
direction, as shown in cyan in Figure2d-f. In theqd = 0 con�gu-
ration, this translates togh(n;n) = 0, which is achieved by setting

p = fw(n;n)
fn(n;n) . We may thus regardp as the ratio of peak values be-

tween the wide and narrow components in the specular direction at
normal incidence. The case of conductor materials may be treated
similarly, as detailed in Section2.4.

The exact analytic formula for the peak removal functionP actu-
ally depends on the choice of underlying BRDF model. As detailed
in the supplementary document for the case of microfacet theory,
whenqd tends towardp

2 , P tends toward 1. As a result, the sep-
aration between the specular core and halo is not perfect at graz-
ing angles, which is necessary to obtain a valid BRDF. Fortunately,
this has little visible impact on results since re�ections are severely
compressed close to object contours. We emphasize that the analy-
sis ofP is not needed to implement the model, as we only require
p = P(0) to obtain a full bijection between Equations1 and2.

2.3. Haze parametrization

The specular core component of Equation2 may be directly con-
trolled by an artist, for instance by adjusting its re�ectivityrc and
its roughness infn. Our next goal is to �nd artistic parameters for
controlling the halo component: its intensityKh and the extent of
its shapegh.

Haze intensity We want to provide a simple control over haze in-
tensityKh, while at the same time guaranteeing physical plausibil-
ity. One may suggest to let the artist directly controlb in Equa-
tion 4. However, this would be equivalent to modifying the mixture
weight in Equation1, which does not provide an independent con-
trol over haziness as shown in Figure2b. We must thus instead pro-
vide a control that modi�es bothb andFr in Equation4, while en-
suring that the reciprocity, energy conservation and positivity con-
straints of the BRDF model are always ensured. The �rst of these
constraints, reciprocity, is guaranteed provided thatfn and fw are
themselves reciprocal. The positivity constraint (denotedP) must
apply to each of the narrow and wide components in Equation1,
yielding (1� b)Fr � 0 andbFr � 0. The energy conservation con-
straint (denotedE) is obtained by requiring thatFr � 1.x

z The corresponding refractive index is given byhc = 1+
p

rc
1�

p
rc

.
x This is equivalent to enforcingFr 2 [0;1] andb 2 [0;1].

In order to write theP andE constraints in terms ofKh, we re-
express the global Fresnel termFr in terms of our decomposition:

Fr (qd) = ( 1� b)Fr (qd) + bFr (qd);

= Fc(qd) � bFr (qd)P(qd) + bFr (qd);

= Fc(qd) + ( 1� P(qd))Kh(qd); (5)

where we have used Equation3 in order to obtain the second line
and Equation4 for the third line.

We next observe that if the re�ectivityr = Fr (0) remains in the
[0;1] range, then Fresnel Equations ouput valuesFr (qd) 2 [0;1] as
well for all qd 2 [0; p

2 ]. This means that we may safely restrict our-
selves to the case whereqd = 0 once again, and express the posi-
tivity and energy conservation constraints in terms ofkh = Kh(0):

P: 0 � kh �
rc

p
and E: kh �

1� rc

1� p
: (6)

The new positivity constraint is obtained by applying Equation3 to
(1� b)r � 0, yieldingrc � brp; then using Equation4 to replace
br by kh. The new energy conservation constraint directly follows
from Equation5.

We visualize the constraints onkh as a function ofrc using a pair
of red lines in Figure3-left. The two constraints intersect whenrc =
p yieldingkh = 1, which should be considered a limiting case since
it amounts to having a single wide specular component. In order to
controlkh, we propose to make use of a simple linear interpolation
of kh from 0 to the physical bounds (black lines in Figure3-left),
which fully spans the space of valid BRDFs:

kh =

(
bh

rc
p if rc � p

bh
1� rc
1� p otherwise,

(7)

wherebh 2 [0;1) is a haziness parameter that controls the propor-
tion of availablehaze effect, givenrc andp. We show the effect of
bh on hazy gloss in Figure3 for dielectric and conductor materials.
Note that in the case of dielectrics, we use smaller values forbh; in-
deed, higher values would yield a global re�ectivityr more typical
of a conductor. As a rule of thumb, we usually setbh 2 [0;0:1] for
dielectrics, even though it may be increased for artistic purposes.
We detail in the supplemental document the relationship between
bh and the halo energy introduced by Vangorp et al. [VBF17] to
explain subjective haziness ratings.

In some situations, theC1 discontinuity of Equation7 occur-
ring at rc = p may be an issue. For instance, for smooth sur-
face variations of the specular re�ectivityrc, the haze effect might
exhibit visual discontinuities. We address this issue by replacing
the piecewise linear form of Equation7 with a quadratic rational
Bézier curve (gray curves in Figure3) that interpolates three con-
trol points:p0 = ( 0;0), p1 = ( p;bh) andp2 = ( 1;0) with weights
f 1;w;1g. It is guaranteed to remain in the(p0;p1;p2) triangle. The
additional parameterw 2 R+ controls the smoothness of the in-
terpolation. Such a smooth interpolation comes at a price: only a
subset of the space of parameters is then reachable. Equation7 is
obtained in the limit ofw ! 1 . The formula forkh using rational
Bézier interpolation is provided in the Appendix.

c 2018 The Author(s)
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Figure 3: Left: the haze intensity kh at qd = 0 is given as a function of the core re�ectivity rc. The increasing (resp. decreasing) red line
corresponds to the positivityP (resp. energy conservationE) BRDF constraint. Valid values for kh (black lines) are obtained by linearly
interpolating between0 and the BRDF constraints, via a user-controlled parameterbh 2 [0;1). In order to avoid the C1 discontinuity at
rc = p, one may compute kh using a rational Bézier curve controlled by the pointsf p0;p1;p2g and weightsf 1;w;1g. Four such curves with
weights w2 f 1;2;4;8g are shown in gray. Right: each row of rendered spheres shows materials with increasing hazinessbh for a given core
re�ectivity rc typical of a dielectric on top, and of a conductor at bottom. We usean = 0:01 and l h = 7 in both cases, and an additional
greenish Lambertian term for the dielectric material.

Haze extent The angular extent of the halo component depends
on gh, and thus on the roughnesses offn and fw. Different BRDF
models use different notations and formula for roughness; we will
follow the most common notation and denote roughness bya. For
models that make use of different conventions (e.g., Ashikhmin-
Shirley [AS00]), their parameter should be remapped toa.

Let us �rst consider the isotropic case. By construction the
roughness of the wide componentaw must be greater than the
roughness of the narrow componentan. We choose to de�ne the
former usingaw = an(1+ l h), wherel h 2 R+ controls the extent
of the halo component in units ofan. This way, the extent of the
halo component is relative to the extent of the specular core com-
ponent. The con�guration wherel h = 0 should be considered a
limiting case, since the wide component then merges with the nar-
row one into a single-component BRDF. The �rst three columns of
Figure4 illustrate the effect of different values ofl h on the extent
of the halo component.

For the general case of an anisotropic BRDF model, we denote
by ax

n anday
n the roughnesses of the narrow component in the tan-

gential and binormal directions respectively, whileax
w anday

w are
the roughnesses of the wide component. We could have used equa-
tions similar to the isotropic case independently for each of the
roughnesses along the tangential and binormal directions, but this
would have had the effect of expressing haze extents in different
units along different directions whenax

n 6= ay
n. We opt instead for

the following de�nition:
 

ax
w

ay
w

!

=

 
ax

n

ay
n

!

+

 
l x

h

l y
h

!
p

ax
nay

n; (8)

wherel x
h 2 R+ andl y

h 2 R+ control the spread of the halo com-

ponent in thesameunits along tangential and binormal directions
respectively. When all components are isotropic, Equation8 natu-
rally reverts to the previously de�ned isotropic con�guration. Our
model also accommodates con�gurations where only one of the
two components is isotropic, as shown in the last two columns of
Figure4. The supplemental document shows additional combina-
tions of anisotropic roughnesses and haze extents.

2.4. Haze mapping

To recap, our approach essentially consists in a mapping from per-
ceptual to physical parameters. It may actually be applied in the
material editor of a rendering engine, either interactively when the
artist is editing perceptual parameters, or as a batch process to con-
vert textures storing variations of these parameters. The artist thus
controls parameters of the specular core (rc, ax

n anday
n) and of the

halo component (bh, l x
h andl y

h). Next kh is computed using either
Equation7 or the smoothly-varying version using Equation15(see
Appendix). The perceptual parameters are �nally converted into the
physical parameters of Equation1, namelyr, ax

w, ay
w, andb = kh

r
(recall thatax

n anday
n remain unchanged). Equation1 is then eval-

uated during rendering.

For dielectrics, the global re�ectivityr might either be directly
used to control Schlick's approximation [Sch94] to the Fresnel

term, or converted to a refractive indexh = 1+
p

r
1�

p
r to be used in

the exact Fresnel equations.

For conductors, the refractive index is given by a complex num-
ber h + ik. The additional d-o-f represented by the extinction co-
ef�cient k thus makes the mapping under-constrained. Ideally, we
would like a solution that reverts to the case of dielectrics when
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Figure 4: Each row shows materials with different narrow roughnessesan and varying haze extentsl h (with rc = 0:03 and bh = 0:1
�xed). The �rst column shows no haze; the next two columns show isotropic haze effects of different extents and the last two columns show
anisotropic haze effects. Please zoom in to see haze effects.

Figure 5: In the case of colored conductors (herer̂p = 0:5;an =
0:01andl h = 5:75), we assign the same color to the core and halo
components. Compared to dielectric materials, this leaves a d-o-f
that is controlled byg, an edge tint parameter [Gul14] that may be
different from the re�ectivity colorc as seen in the rightmost image
where re�ected radiance takes on a purple tint near contours.

k = 0. We propose to rely on Gulbrandsen's artist-friendly map-
ping [Gul14] of re�ectivity and edge-tint parameters intoh andk.
In practice, the artist provides a re�ectivityrc and an edge-tintg for
the specular core. Our haze mapping convertsrc to r as before, but
leavesg unmodi�ed. We �nally apply Gulbrandsen's mapping to
retrieveh andk and use them in the Fresnel equations for conduc-
tors. Sincek vanishes wheng vanishes, this approach generalizes
the case of dielectrics as desired.

The method works for both achromatic and chromatic materials.
In the latter case though, we must decide on the color of the halo
component. We suggest that it should have the same chroma as
the specular core component, which we achieve with the following
approach. We �rst rewrite re�ectivities asr andrc to denote color
vectors. We then de�ne their chroma vector asc = r

r̂ = r c
r̂c

, with
r̂ (resp. ˆrc) the color coef�cient of maximum intensity inr (resp.
rc). We then user = r̂c = rc + ( 1 � p)k̂hc in lieu of Equation5,
wherek̂h is obtained by replacing every occurrence ofrc by r̂c in

Equation7. As shown in Figure5, this gives the halo component
the same color as the specular core, while leaving control over the
edge tint colorg. This approach is compatible with a physically-

based BRDF, which requiresb to be a scalar:b = k̂hc
r = k̂h

r̂ .

As a summary, the general haze mapping is provided in the fol-
lowing Algorithm. In the next section, we explain how to instantiate
it using various BRDF models.

function HAZEMAPPING(rc;g;ax;y
n ;bh; l x;y

h )
ax;y

w  wideRoughness(ax;y
n ; l x;y

h ) . Equation8
p  peakRatio(ax;y

n ;ax;y
w ) . Table2

r̂c  k rck1 . Max color coeff
if smoothVarthen

u  paramCoord(ˆrc; p) . Equations12-14
k̂h  hazeIntensity(u;bh;w) . Equation15

else
k̂h  hazeIntensity(ˆrc; p;bh) . Equation7

end if
r̂  r̂c + ( 1� p)k̂h . Equation5
h;k  colorMapping(r̂r̂c

rc;g) . [Gul14]

b = k̂h
r̂ . Equation4

return h;k;b;ax;y
n ;ax;y

w . for Equation1
end function

3. Implementation details

Choice of BRDF model Table2 provides a list of common BRDF
models that may be used to instanciate bothfn and fw, along
with the corresponding formula for the peak ratiop (see the sup-
plementary document for derivations). The Blinn-Phong [Bli77]
and Ashikhmin-Shirley [AS00] models use shininesssf n;wg in-
stead of roughnessa f n;wg, which yield somewhat complex for-
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Figure 6: Our approach is modular in that it may be applied to a
wide diversity of existing BRDF models. Here we show three such
models, without and with haziness on each half. We �x rc = 0:05,
an = 0:02 (or sn = 5000for Ashikhmin-Shirley) andl h = 5.

mula for p. In contrast, when using models involving either Beck-
mann [CT82, War92] or GGX [WMLT07] distributions, the peak
ratio has a particularly concise formula. Note that our approach is
compatible with models that have a coupled diffuse term designed
to ensure energy conservation, such as Ashikhmin-Shirley [AS00].

Figure6 shows the result of our approach when using the mod-
els of Ashikhmin and Shirley [AS00], Ward [War92] and Walter
et al. [WMLT07]. Observe in particular how hazy gloss is consis-
tently affected by modifyingbh in the same manner irrespectively
of the choice of underlying model. The Ward model is also used in
Figures3, 4, 5, 9 and12; and the Walter et al. model in Figures1,
11 and 13. We have not included BRDF models with additional
degrees of freedom [Bur12,LKYU12,BSH12,RBMS17] since our
goal is to provide an alternative solution.

Our approach is also compatible with legacy BRDF models that
do not make use of a Fresnel term (e.g., [Bli77,War92]). Equation1
may then be written asfr = kn fn+ kw fw, wherekn andkw are scalar
coef�cients for the narrow and wide components respectively, with
kn + kw � 1 to preserve energy. This amounts to replacing the Fres-
nel term Fr by the re�ectivity r, and settingkn = ( 1 � b)r and
kw = br. The rest of our approach remains essentially unchanged:
we only need to outputr = r̂

r̂c
rc instead of the refractive indicesh

andk in the haze mapping.

Table 2: Peak ratios for common BRDF models.

BRDF models forff n;wg peak ratiosp

Blinn-Phong [Bli77] (sw+ 2)(sw+ 4)(2� sn=2+ sn)
(sn+ 2)(sn+ 4)(2� sw=2+ sw)

Ashikhmin-Shirley [AS00]
p

(sx
w+ 1)(sy

w+ 1)p
(sx

n+ 1)(sy
n+ 1)

Cook-Torrance [CT82] a2
n

a2
w

Ward [War92] ax
nay

n
ax

way
w

Walter et al. [WMLT07] ax
nay

n
ax

way
w

Compound masking-shadowingIn the context of microfacet the-
ory [CT82], Equation1 should be interpreted as describing the

Figure 7: Recent BRDF models offer control over distribution tails
thanks to an additional parameter; in each image, the left and right
halves show renderings before and after parameter editing, as in-
dicated on top. The Student-t distribution (STD) achieves slightly
hazier but also signi�cantly darker results. The ABC model pro-
duces strong haziness but with no control over its large extent.
Our simpli�ed version of the Shifted Gamma distribution (SGD)
requires tedious manipulations of two parameters.

re�ectance of a microsurface resulting from the mixture of two
microfacet distributions. One may assume the mixture to be con-
structed of relatively large patches (on a micro-scale) of the com-
ponent microsurfaces. The masking-shadowing effectsacrossdif-
ferent patches may then be considered as negligible. In contrast, if
the two distributions are intertwined, then it becomes necessary to
consider acompoundmasking-shadowing term.

For most microfacet-based models, the masking-shadowing term
does not depend on roughness parameters; the compound term is
then identical for narrow and wide components. An exception is
Smith's model [Smi67], which offers the most physically-realistic
option [Hei14]. In its separable form, it is given byG2(wi ;wo) =

G1(wi ;h)G1(wo;h), with G1(w;h) = c+ (w�h)
1+ L(w) wherec+ (x) equals

1 if x is positive and 0 otherwise. In our case,L (w) = ( 1 �
b)L n(w)+ bLw(w), whereL n andL w correspond to integrals over
slopes of the narrow and wide distributions respectively.

The use of a large-patch or intertwined mixture of distributions is
a matter of choice, and our approach is independent of this choice.
Indeed, we rely on the peak ratiop in our haze mapping, which
only considers the con�guration(qh;qd) = ( 0;0), in which case the
masking-shadowing term is equal to 1 (all microfacets are visible
at normal incidence). We discuss the visual impact of using a com-
pound masking-shadowing term in the supplementary document.

4. Results

We �rst compare our compound BRDF to existing models in Sec-
tion 4.1. More complex rendering results — including spatial ma-
terial variations, global illumination and transmission — are pre-
sented in Section4.2. We also consider approximations that permit
adapting our approach to the constraints of real-time or composit-
ing applications in Section4.3.

4.1. Comparisons

There is no easy way to compare different BRDF models since they
rely on different material parameters; we thus resort to a quali-
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Figure 8: We compare variations of the mixture weightb in the physical model (top row) with variations of hazinessbh in the perceptual
model (bottom row). Both parameters are uniformly sampled in the[0;0:95] range; other parameters are chosen to get identical images in
the left column (an = 0:012, r = rc = 0:5, aw = 0:088 or equivalentlyl h = 6:4). The visual differences are mostly apparent in the three
right-most images: increasingb decreases the intensity of sharp re�ections; increasingbh only affects haziness.

tative evaluation. To support this comparison, we provide GLSL
shaders to be used in BRDF Explorer [Dis11] for each of the con-
sidered models, and encourage the reader to edit their parameters
and compare their expressivity and ease of use. We have used these
shaders in Figure7 and attempted to �nd sets of parameters for the
STD [RBMS17], ABC [LKYU12] and SGD [BSH12] models that
would yield similar visual appearances before editing (left halves).

We start with the STD model [RBMS17] in the left of Figure7.
It is similar to the GTR distribution [Bur12], but provides an ana-
lytical masking-shadowing term. Moreover, it generalizes both the
GGX and Beckmann distributions through a single parametergthat
controls distribution tails. In particular, the left half of the �gure is
made identical to the left half of Figure6(GGX) by settingg= 2.
As shown in the right half of the �gure, settinggto its minimal fea-
sible value produces a slightly hazier but also signi�cantly darker
appearance. This limitation has been acknowledged by the authors.

The ABC model is shown in the middle of Figure7. The for-
mulation of Löw et al. [LKYU12] is inspired by diffraction-based
models [CTL89] but rewritten as a microfacet-based BRDF. Even
though their masking-shadowing term is not physically-based, the
model retains interest as it permits control of distribution tails
through theC parameter. As shown in the right half of the �gure,
the hazy appearance is much stronger when increasingC, but at
the same time it exhibits a very large extent. Since no other mate-
rial parameter is provided to adjust haze extent, the model remains
limited for artistic editing.

The SGD model [BSH12] is shown at right in Figure7. It has
originally been introduced for the �tting of BRDF data; here we
use a simpli�ed version of the model for the purpose of parame-
ter editing (see the supplemental document for details). Unfortu-
nately, as opposed to the two previously discussed models, a de-
sired hazy appearance requires the modi�cation of two parameters
instead of one. This not only implies signi�cant trial and error, but
also precludes the use of the model for spatially-varying haziness.
The model also shares the limitation of the ABC model in that it

does not provide control over haze extent, even though its extent is
less pronounced.

In contrast, our composite model provides a direct control over
both haziness and haze extent through dedicated parameters (i.e.,
bh andl h) while retaining physical validity; this may be seen by
comparing Figures6 and7. One might wonder whether the mix-
ture parameterb of the physical model of Equation1 could be used
to control haziness as well. As shown in Figure8, while a linear
variation ofbh produces a consistent change in haziness throughout
variations, the same linear variation ofb makes the material look
hazy at low values, but makes it look mostly very rough at higher
values. We again invite the reader to compare the two BRDF mod-
els using the provided shaders for BRDFExplorer (we also include
executables for ease of use, as well as video captures).

4.2. Rendering

As with any other BRDF model, rendering is achieved through the
re�ected radiance equation [Kaj86]:

Lr (x;wo) =
Z

W
fr (x;wi ;wo) Li(x;wi) wi � n dwi ; (9)

with Lr andLi the re�ected and incoming radiances,x a surface
point andWthe hemisphere centered around the normaln. In our
case, Equation9 takes the formLr = ( 1� b)Ln+ bLw whereLn and
Lw are obtained by replacingfr by fnFr and fwFr respectively. As a
result, there is no need for any new importance sampling strategy:
we sample one randomly chosen component with probability 1� b
for Ln andb for Lw.

A key bene�t of our perceptual decomposition is that it grants
spatial variations of both hazinessbh and haze extentl h indepen-
dently of the specular core. This is shown in Figure9, where we
compare variations of the physical and perceptual parameters: only
in the latter case does hazy gloss vary in a consistent and control-
lable way. Figure10 shows our model applied with more complex
spatial variations. We also show in the supplemental document how
our model behaves with variations of the core re�ectivityrc.
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Figure 9: Left: theSpeedshape model rendered with and without haze (we use rc = 0:04, an = 0:03, bh = 0:1 andl h = 5 and a purple
Lambertian base). Middle: when spatial variations are applied to hazinessbh (bottom), the spiral pattern appears clearly, as opposed to
when we varyb (top). Right: variations of haze extentl h (bottom) are much more noticeable compared to variations of wide roughnessaw
(top). The physical parameter ranges forb andaw are computed using our haze mapping for the sake of comparison.

Figure 10: Detailed variations of hazinessbh 2 [0;0:99]. Other
parameters are kept �xed at rc = 0:5, g= 0, an = 0:026andl h = 5.

Table 3: List of parameters used in Figures1 and11

rp g an bh l f x;yg
h

Probe A 0.02 0 0.01 0.1 5
Probe B 0.5 1.0 0.010.99 5
Fertility [0.5,0.28,0.1] [0.8, 0.06, 0.03]0.030.99 5
Vase 0.05 0.0 0.010.15 7
Teapot [0.5, 0.12, 0.12] [0, 0.85, 1] 0.010.99{10,1}

Figure 1 demonstrates the use of our model in global illumi-
nation rendering. Each material probe is shown with and without
haze on the spherical part (other parts are left unchanged). Observe
how our method preserves the intensity of sharp specular re�ections
for either dielectrics, achromatic conductors or colored conductors.
Figure11shows a more complex scene that showcases various hazy
materials: dielectrics and conductors, isotropic and anisotropic. The
material parameters are listed in Table3. Our model is not limited
to opaque materials as shown in the left of Figure13. Rendering
with Bidirectional Transmittance Distribution Functions (BTDF)
actually requires no modi�cation to our approach — another ad-
vantage of relying on existing material models through a simple
haze mapping. We simply use the same physical parameters (mix-

ture ratiob, refractive indexh + ik and roughnessesa f x;yg
f n;wg) in a

two-component BTDF of a form similar to Equation1.

4.3. Approximations

In video games, the need for balancing high performance, low
memory consumption and realistic appearance has led to the use
of local lighting environments pre-�ltered for a range of material
parameters [KVHS00]. In order to avoid precomputing and stor-
ing high-dimensional lookup tables, recent work (e.g., [Kar13]) has
proposed to re-organize Schlick's approximation [Sch94] of the
Fresnel term. Omitting function variables for clarity, the Fresnel
term is then re-expressed as:

Fr = ( 1� D)r + D; with D= ( 1� cos(qd))5: (10)
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Figure 11: A 3D scene rendered with path tracing using hazy (top) and haze-free (bottom) materials. From left to right: theFertility
statue is made of a colored conductor using a wide haze extent and a pinkish edge tint; theProbe B object uses the achromatic conductor
from Figure1; the Vase combines a dielectric BRDF and a dark greenish Lambertian base; the body of theTeapot is made of a colored
conductor with an anisotropic halo component of vertical extent. All other materials do not use our composite BRDF model.

Figure 12: For real-time rendering, we compute four pre-�ltered environment maps L0
n, L1

n, L0
w and L1

w, visualized on the four spheres on the
left (we usean = 0:012, l h = 6:4). As shown on the right, this permits the manipulation of haziness in real-time (we �x rc = 0:5), either for
the whole object or locally using a texture map (�nger prints applied to the side of the face). The supplemental video shows a live capture.

Inserting Equation10 inside Equation1 then9 yields:

Lr = ( 1� b)(L0
nr + L1

n) + b(L0
wr + L1

w); (11)

whereL0
f n;wg andL1

f n;wg are re�ected radiance functions obtained
by replacingfr in Equation9 with ff n;wg(1 � D) and ff n;wgD re-
spectively.

The main bene�t of Equation11is thatLr becomes a linear func-
tion controlled by physical parametersb and r. Artist-controlled
perceptual parameters may thus be converted to physical parame-
ters using our haze mapping, and Equation11 evaluated on the �y.
This is shown in Figure12 and the supplemental video, where we
demonstrate interactive spatial variations of haziness.
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Another advantage of this approach is that it might be used to
control hazy gloss at the compositing stage. The idea is to output
render buffers forL0

n, L1
n, L0

w andL1
w, as well as auxiliary buffers

holding material parametersb, r andp. The compositing artist then
editsbh andrc obtained from auxiliary buffers, which are then in-
teractively converted back to modi�edb andr buffers and plugged
into Equation11 to yield a new composite. Preliminary composit-
ing results are shown in the supplemental document.

5. Discussion and future work

We have introduced a simple yet effective approach to the artistic
control of hazy gloss for physically-based shading. The haze effect
is controlled independently of the BRDF peak, in particular grant-
ing control over spatial variations of haze. Our method relies on a
mapping from perceptual to physical parameters that only requires
a few lines of code. Since it works with existing BRDF models,
it may be easily integrated in existing rendering pipelines without
much effort. Its simplicity is also key to its integration in real-time
rendering applications or compositing pipelines.

In terms of performance, our haze mapping adds a negligi-
ble overhead compared to the evaluation of Equation1. Using a
composite model is obviously more costly compared to a single-
component specular BRDF. However, this is already used in pro-
duction [HMC� ], which shows that the improved control over the
shape of re�ections is worth the increased computation time.

One effect of our haze mapping is to affect the global re�ectivity
r; hence it also indirectly modi�es the refractive indexh + ik. We
have seen in Figure3 that in the case of dielectrics, the hazinessbh
should thus be restricted to limitr to small values, and henceh to
physically-plausible indices. However, we prefer to leave this deci-
sion up to the artist, and only guarantee energy conservation (bh <
1). Another consequence is that transmitted radiance is affected
with increased haziness, as shown in Figure13-left. In the case
of conductors,bh need not be restricted; however, for very bright
metals, the high core re�ectivityrc does not leave much room for
the halo component. There is no work-around this limitation since
it is due to the energy conservation constraint. Our approach also
inherits a limitation of Gulbrandsen's remapping [Gul14] for col-
ored conductors. As the re�ectivity is increased, the edge tint has
less and less effect on material appearance: colors near occluding
contours tend to become a blend between the edge tint and the re-
�ectivity color. Since an increase in haziness results in an increase
in global re�ectivity, we obtain the same kind of color alteration
near object boundaries as shown in Figure13-right.

We have assumed throughout that the narrow and wide compo-
nents fn and fw of Equation1 are de�ned using the same type of
BRDF function. One may want to use two different types of func-
tions, but this would complicate the peak ratio formulap without
adding much more expressivity to the model. We have also limited
our composite BRDF to a pair of components to be in accordance
with existing perceptual studies on hazy gloss [VBF17]. Adding a
third component would bring two additional degrees of freedom,
but it is not clear how they might affect perception: would the new
component be perceived independently or as part of the halo? As
shown in the supplemental document, our preliminary tests favor

Figure 13: Increasing haziness modi�es the refractive index. Left:
for a dielectric, transmitted radiance is affected as seen by com-
paring background distortions between the two halves (we use
rc = 0:04). Right: for a conductor, edge tint is affected in the left
half but is hardly visible in the right half (we userc = [ 0:6;0:52;0:3]
andg = [ 1;0;0:85]). In both cases,an = 0:02andl h = 4.

the latter interpretation; however, further perceptual experimenta-
tions are required to evaluate whether this is always the case.

One might wonder how our perceptual model performs on the
�tting of measured BRDF data. Since our perceptual and physi-
cal models are connected by a bijection, the space of BRDFs they
span is by de�nition the same; hence �tting (like rendering) can be
performed using Equation1. This has already been addressed in
previous work [NDM05], where it is reported that using a pair of
Cook-Torrance components reduces the �tting error by more than
25% for 26 out of 100 measured BRDFs of the MERL database.

Nevertheless, the only valid physical interpretation of our model
is that of a mixture of distributions such as partially polished single-
layer materials. Our composite BRDF is thus not adapted to the
modeling of bi-layered materials, as we assume a common Fresnel
term for both narrow and wide components. Yet it would be inter-
esting to provide control over hazy gloss in multi-layered materials
through an inverse design approach. This represents a challenge as
it is not clear how different layer con�gurations might affect per-
ceived haziness. In addition, other perceptual dimensions are likely
to emerge with more complex materials: in particular, some layers
may be disentangled visually while others might not — a property
we may call “layeredness”. Finding explicit correspondences be-
tween physical and perceptual properties of multi-layered materials
is an exciting direction of research for future work.
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Appendix

The quadratic rational Bézier curveC with control points
f p0;p1;p2g and weightsf 1;w;1g of Figure3 is given by:

C(u) =
(1� u)2p0 + 2(1� u)uwp1 + u2p2

(1� u)2 + 2(1� u)uw+ u2 ;

We �rst invert the �rst coordinate ofC to retrieveu, yielding:

u =
b�

p
D

2(b� 1)
; (12)

D = b2 � 4(b� 1)rc; (13)

b = 2(rc(1� w) + wp): (14)

This is the unique solution that yields a parametric coordinate in the
desired[0::1] range. To avoid numerical inacuracies whenb � 1 we
transition to a Taylor expansion ofu in a small window around the
corresponding core re�ectivityr?

c:

u �
2wp� 1� (4w2p2 � 4w2p+ 1)( rc � r?

c)
2(w� 1)

;

with r?
c = (1=2)� wp

1� w : The halo intensity atqd = 0 is then directly
obtained from the second coordinate ofC, yielding:

kh =
2(1� u)uwbh

(1� u)2 + 2(1� u)uw+ u2 : (15)
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