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Abstract. In order to evaluate the effects of time domain (TD) and frequency 
domain (FD) features as well as muscle number on gait classification 
recognition, eight channels of electromyography (EMG) signals were collected 
from four thigh and four lower leg muscles, and two TD features and two FD 
features were extracted in this study. The method of support vector machine 
(SVM) was presented to investigate the classification property. For the 
classification stability and accuracy, 3-fold cross validation was verified and 
selected to classify the lower limb gait. The results show that the FD features 
can obtain higher accuracy than TD features. In addition, accuracy of gait 
recognition increased with the augment of muscle number. 

Keywords: Gait recognition, EMG, Time domain, Frequency domain, k-fold, 
Support vector machine 

1 Introduction  

Gait is a dynamic and successive activity achieved through the movement of limbs 
while daily walking. Normal human gait has the characteristics of coordination, 
proportionality and periodicity. According to the toe-off and heel-strike, an integrated 
gait cycle can be basically divided into two gait phases, the swing phase and the stand 
phase [1]. Gait analysis is the powerful tool of walking function in the areas of sports 
science, rehabilitation therapy and clinical assessment. Santilli et al. examined fourteen 
athletes with functional ankle instability during gait cycle [2]. Bogataj presented an 
aggressive approach to gait relearning in patients who were unable to walk 
independently with hemiplegia by means of multichannel functional electrical 
stimulation combined with conventional therapy [3]. Fish et al. provided a clinical 
assessment of the gait which may be used to monitor the value of physiotherapy 
treatment for people who have neurological deficits [4]. 



 

 

It was mentioned in [5] that gait analysis has used different types of motion sensors, 
such as the accelerometers, gyroscopes, force sensors and electromyography sensors.  
In contrast with other sensors, the surface electromyography (sEMG) sensors have an 
inherent advantage in reflecting the internal activities of the muscle and differentiating 
various conditions. The sEMG had developed to perform an indirect measurement of 
muscle activity using surface electrodes which can detect voltage change to provide 
critical information during the onsets of muscle contraction and relaxation. And these 
electrodes are portable which is perfectly suitable for continuous motion. The sEMG 
signal contains abundant information. Its acquisition technology is mature and reflects 
human movement intention. It has shown that sEMG has been successfully used in both 
academic study and clinical applications in several different fields such as sports 
science[2], neurophysiology[6] and rehabilitation[7]. Three main procedures that 
consist of data preprocessing, feature extraction and classification algorithm should be 
carefully considered in recognition of sEMG signals of human gait cycles.  

Feature extraction is an important step to extract the useful information that is 
hidden in surface EMG signal [8]. Appropriate features should be capable of presenting 
the characteristics for different limb motions, contribute to preferable performance in 
classification accuracy and precise control of mputee's prosthesis. How to select 
effective features is the fundamental problem of EMG gait pattern recognition. 

Generally, there are three major categories of features extracted from sEMG signals, 
which are time domain(TD), frequency domain(FD), and time-frequency or time-scale 
representation [9]. Several surveys [10, 11] have presented possible TD and FD 
features and detailed introductions to sEMG feature extraction. The study on these 
features has achieved certain progress.  

Linear Discriminant Analysis was studied by performed six hand movement’s task 
to investigate the performance of TD and FD features from EMG signal [12], it is found 
that FD features in discriminating the hand movements were more accurate. As 
reported in [13], the result indicated the selected TD single features provide more 
discriminative information than FD single features, and FD features imposed relatively 
high load of computation using support vector machine (SVM) to classify five limb 
motions. Altın et al. [14] obtained EMG signals for different elbow gestures and 
discussed the effects of the time domain and frequency domain. Ref. [15] proposed the 
behavior of fifty TD and FD features to classify ten upper limb motions and gained 
certain systematic conclusions, which signified that TD features show a better 
performance for pattern classification of upper limb. It’s interesting to note that the 
previously contributions were focused on upper limb, and they shared different 
conclusions under similar conditions. Yet it is of vital necessity to explore the rules for 
the lower limb recognition.  

2 Methods 

2.1 Data Acquisition 

During the human walking, many muscles participate in the motion process. 
Considering the role of different gait stage, four upper leg (thigh) muscles, i.e., Vastus 



 
 

 

 

Medialis (VM), Adductor Longus(AL), Tensor Fascia Lata(TF), Semitendinosus(ST), 
and four lower leg muscles, i.e., Rectus Femoris(RF), Tibialis Anterior(TA), 
Gastrocnemius(GM) and Soleus(SO) Muscles, were selected to acquire EMG signals.  

   
Figure 1. The experimental equipment and process 

As shown in Fig. 1, the EMG signals were collected by the portable surface 
electromyography (DataLINK SX230-1000, UK Biometrics Ltd Company), the 
three-dimensional positional signals were collected by the motion capture system 
(Vicon, UK Oxford Metrics Limited Company). The voluntary testers were three 
healthy 25-year-olds, which were arranged to walk at the speed of 5km/h on the 
treadmill (Track Master TMX428CP, US Trackmaster Company). To reduce the 
interference of random factors, the volunteers were asked to walk 70 steps 
continuously[16]. Sampling frequencies of EMG signals was 1000 Hz, while the 
frequency of motion capture signals was 100 Hz. 

2.2 Data Processing 

The raw EMG signals contain some noises such as surrounding environmental noise, 
device noise and physical noise, which caused a certain distortion of the EMG signal 
acquired, and cause to a low signal-to-noise ratio. In this paper, for de-noising 
processing, a modulus maxim method is employed.  

In this paper, TD features are extracted including mean absolute value MAV and 
variance VAR. They are proposed to represent the levels of muscle contraction, which 
can be expressed as follows[17], 
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where ix  is the i-th EMG sample sequence, N is the length of EMG sample segment.  
Subsequently two TD features, mean power frequency MPF and median frequency 

MDF were selected, for each feature sequence which are described as follows,  
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in which P denotes power spectral density (PSD) function of sEMG signal and f  
represents frequency. Thus, the feature vectors can constitute a feature matrix Z,  

qgZ  Z =                (5) 
where 1,2,...,q = Q  is the sequence of feature vectors, and 1,2,...,g = G  with =G uv , 
in which u is the number of selected muscles, v  the number of feature vectors 
respectively. Thus, the samples can be transformed from the low-dimensional space to 
the high-dimensional space by SVM.  

2.3 Gait phase 

Human gait is a dynamic and periodic process. A gait cycle is defined as the time period 
between two consecutive heel strikes of the same foot. Through the calculation at the 
occurrence time for the heel strike and toe off, a gait cycle can be divided into the stance 
phase and swing phase, which can also be subdivided into many different phases. In the 
current study, five phases were applied according to proportion [1], i.e., the pre-stance 
phase, mid-stance phase, terminal stance phase, pre-swing phase and the terminal 
swing phase, respectively.  

After de-noising processing and gait division, eight-dimension feature vectors were 
extracted for four-way EMG signals, which were abstracted by the sliding window 
method in five gait phases. In this paper, EMG data were divided into 100ms windows 
with 30ms increment. Then the feature vectors Z were calculated according to Eq. (5). 

3 Results and Discussion 

3.1 Cross Validation 

In following analysis, k-fold cross validation is used to determine the validity and 
reliability of our results. It can effectively avoid over-learning and therefore the final 
result has to persuade nature even more.  

The specific principle is to randomly divide all samples into k exclusive subsets of 
approximately equal size. k-1 out of k subsets are used for training and the remaining 
one subset is used for testing. Continue to take a copy as a new test sample, the 
remaining k-1 copies as new training samples. Proceed this way until all k samples are 
identified as test samples, and then average all recognition results as the estimate of the 
true generalized performance of the classifier [18].  

According to the characteristics of the EMG signal, 3-fold, 4-fold and 5-fold were 
calculated, respectively. The recognition rates with cross validation were presented in 
Figure 2. 



 
 

 

 

   
 (a). 3-fold                                 (b). 4-fold                                  (c). 5-fold 

Figure 2. Results of k-fold cross validation 

It’s interesting to observe that the accuracy of five gait phases for all k-fold cross 
validation shows significant distinction. We can find that the recognition rates of the 
mid-stance and the pre-swing period are the lowest among the five periods and the 
variance is large, indicating that the recognition rate of these periods fluctuates greatly. 
In addition, in terminal-stance period, the variance of the 5-fold cross-validation is 
larger than other periods resulting in an obvious fluctuation. Conversely the results of 
3-fold cross validation exhibit more stable and reliable. Therefore, 3-fold cross 
validation method is more applicable to be proposed for identification in this paper. 

3.2 Time Domain (TD) Features 

Time domain analysis method is the earliest traditional feature extraction method. 
Features in time domain are measured as a function of time. The data are assumed as 
stationary signals and do not need any transformation [19]. As a result, with the 
characteristics of their lower computational complexity and reduction in complexity 
that related with the feature extraction, low noise in environment, and easy to 
implementation, this kind of method has been extensively used in biological systems, 
engineering applications and medical researches [17]. 

In this paper, four thigh muscles (VM, AL, TF, ST), and two TD features (MAV, 
VAR) were selected. 8-dimensional feature vectors were obtained with the usage of the 
sliding window method. Take this feature vectors as input to the support vector 
machine with appropriate parameters [20], and the recognition rates and the averaged 
accuracies of five gait phases were obtained, as shown in Table 1. 

Table 1. Classification accuracy in five gait phases (TD) 

 Pre-Stance (%) Mid-Stance (%) Terminal Stance (%) Pre-Swing (%) Terminal Swing (%) 

Classification 
Accuracy (%) 

93.4 95.7 96.4 72.3 79.1 69.9 92.2 93.1 93.3 76.4 85.3 80.2 97.9 97.3 96.3 

Average 
Accuracy (%) 

95.17 73.77 92.87 80.63 97.17 

Variance 2.46 22.77 0.34 19.94 0.65 
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It’s illustrated that the averaged classification accuracy obtained from SVM of all 
test trials during terminal swing period is up to 97.17% instead mid-stance is only in 
73.77%. At the same time, during the period of pre-stance, terminal stance and terminal 
swing, the recognition rates are higher than that of mid-stance and pre-swing. 

The variance of the recognition rate reflects the discrete degree of random variables 
and describes the fluctuation of accurate data. From the perspective of variance, the 
periods of mid-stance and pre-swing were larger than that of terminal swing, which 
proved that the recognition rates in these periods are not stable.  

3.3 Frequency Domain (FD) Features 

Frequency or spectral domain is one of the methods used to analysis the signal data 
obtained in frequency. The feature extracted by this method are stable and its 
characteristic is to directly observe the frequency distribution and changes of surface 
electromyogram signals. The frequency domain analysis is mainly based on power 
spectrum analysis (PSD) [15]. Main feature parameters of PSD include Mean Power 
Frequency (MPF) and Median Frequency (MDF). MPF is a common feature. MF has 
been proved to possess the characteristics of sensitivity to physiological parameter 
change, strong anti-noise and signal aliasing ability. 

Four thigh muscles (VM, AL, TF, ST)，two FD features (MPF, MDF) were selected 
subsequently. With the usage of the same method, the recognition rates of five gait 
phases were obtained, as shown in Table 2. 

Table 2. Classification accuracy of five gait phases (FD) 

 Pre-Stance (%) Mid-Stance (%) Terminal Stance (%) Pre-Swing (%) Terminal Swing (%) 

Classification 
Accuracy (%) 

94.6 99.7 98.8 83.0 78.3 75.3 90.0 93.9 91.6 91.9 85.1 91.5 97.2 99.1 99.5 

Average 
Accuracy (%) 

97.69 78.87 91.83 89.50 98.60 

Variance 6.74 15.06 3.84 14.56 1.51 

The result of the recognition rate obtained by adding the FD features is improved to 
compare with that of the TD features, which indicates the FD features are notably 
effective. There was an obvious increase in pre-swing period than any others, and its 
variance of the frequency domain features was balanced. However, in mid-stance and 
pre-swing periods, the variances were still large and stable.  

3.4 Time Domain and Frequency Domain Features 

Four thigh muscles (VM, AL, TF, ST)，two TD features (MAV, VAR) and two FD 
features (MPF, MDF) were selected. Take the same approach to obtain 16-dimensional 
feature vectors. The results are shown in Table 3. 

 



 
 

 

 

Table 3. Classification accuracy rate of five gait phases (TD+FD) 

 Pre-Stance (%) Mid-Stance (%) Terminal Stance (%) Pre-Swing (%) Terminal Swing (%) 

Classification 
Accuracy (%) 

97.2 95.8 94.6 73.6 82.4 79.6 94.7 92.3 91.0 88.5 89.9 90.2 99.7 99.3 99.6 

Average 
Accuracy (%) 

95.87 78.53 92.67 89.53 99.53 

Variance 1.69 20.21 3.52 0.82 0.04 

After combined two TD features with two FD features, the recognition rates of 
mid-stance and pre-swing periods have dramatically increased, the recognition rate of 
pre-stance period has elevated 20.6% but that mid-stance period is still unstable. The 
recognition rate of the multiple features is similar to that of FD features only, but the 
variance of the former is smaller. The more features are extracted, the more stable result 
and the less fluctuation can we get. TD and FD features are combined into 
high-dimensional feature vectors, which can improve the average rates of gait pattern 
recognition, but face with the disadvantages of the prolonged computational time.  

 
Figure 3. Combination of feature effect 

Fig. 3 showed the results of the three groups: the recognition results of TD features 
are the lowest of all, while that of FD features and multiple features are similar, 
indicating that FD features have significantly increased classification accuracy as 
compared to the other two groups. Instead of improving the recognition rate greatly, 
combined features will spend more computational time. To further explore the effect of 
muscle number on recognition rate, we added four muscles as a reference. 



 

 

3.5 Muscle Number Effect 

Eight muscles from Thigh and Calf (VM, AL, TF, ST, RF, TA, GM and SO Muscles)，
two TD features (MAV, VAR) and two FD features (MPF, MDF) were selected. Using 
the same method, the 32-dimension feature vectors were extracted, and the recognition 
rates obtained by 3-fold cross validation were shown in table 4.  

Table 4. Classification accuracy rate of five gait phases. 

 Pre-Stance (%) Mid-Stance (%) Terminal Stance (%) Pre-Swing (%) Terminal Swing (%) 

Classification 
Accuracy (%) 

98.8 96.9 98.6 96.7 96.6 97.3 96.9 94.4 95.1 98.6 99.5 99.8 98.1 99.0 98.5 

Average 
Accuracy (%) 

98.10 96.87 95.47 99.30 98.53 

Variance 1.09 0.14 1.66 0.39 0.20 

Compared with four muscles, it can be seen that the recognition rates of eight 
muscles have been improved greatly. The recognition accuracy of the Mid-Stance rises 
obviously which has reached from 78.53% to 96.87%. The stability of each period is 
also the best of the four experiments, and the variance is significantly reduced. Based 
on the results of four groups of experimental data, we found that the effects of muscle 
number augment on gait recognition rates are greater than that of feature number 
increasing. It is therefore suggested that the multi-channel signals can improve the 
accuracy of gait recognition. 

  
Figure 4. Muscle number effect 

Fig. 4 is a histogram of gait pattern recognition under different muscle groups.  
Before added four muscles, the average accuracy rate is 91.23%. The recognition rates 
are elevated as the muscle number augment. With the gradual increase of the 
recognition rate in each period, the differences in five periods had decreased, and each 
period is more uniform, reaching more than 90% of all, 97.65% on average.  



 
 

 

 

3.6 Discussion 

Based on normal human walking using four EMG channels, there are several 
interested issues that could be discussed as follows: 

(1) Time domain, frequency domain and time-frequency domain are three main 
groups in the analysis of sEMG feature. The reason why we consider TD and 
FD features is that feature extracted from time-frequency methods such as 
short-time Fourier transform and discrete wavelet transform should be reduced 
their high dimensions before sending them to a classifier, which require much 
more complicated processing and cannot be directly used by themselves. 
However, as mentioned in several studies, one of the major properties of 
surface EMG signal is nonlinearity. Nonlinear analysis techniques can extract 
the real hidden information from surface EMG data. As for further study, we 
shall use nonlinear features to detect the effective recognition. 

(2) From the results of our study and previously research, it can be found that the 
conclusion gained above differ from each other. But that doesn’t mean the 
work we do is pointless. Here are some contrasts and introspection in summary.  
One of the issues that may matter the result is the difference in the total number 
of the feature selected. And different algorithms of previous studies were used, 
such as SVM and LDA. In Ref. [15], the classification results of multiple 
features can be distinctive between LDA and SVM. The optimal classifier 
needs to be further verified in gait analysis. On the other hand, each of the 
previous studies was conducted on different experimental settings and different 
upper limb motions. In the aspect of gait recognition, this research is far from 
maturity and still needs sustained investigation. 

4 Conclusion  

Gait recognition has application in the rehabilitation training and prosthesis control of 
lower limb amputees. We systematically analyse a continuous recording of human gait 
in order to obtain a deeper insight into the dynamics of the TD and FD features. In this 
paper, multiple features of EMG signals were utilized to calculate the recognition rate 
of five gait phases with SVM. The results show that FD features get the high accuracy 
of 91.29%, obviously elevated classification accuracy as compared to TD features and 
combination of TD and FD which demonstrate that FD features are better qualified and 
more appropriate to the lower limb prosthetic controlled system in rehabilitation. While 
TD and FD features were determined, the increase of muscle number can also improve 
the classification accuracy. 

There are several limitations associated with this study that needs further 
development. While findings for the present study are only examined on healthy 
human, this work needs EMG data from disabled or the amputee as a contrast and other 
age as well.  
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