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Abstract: Energy efficient computing is a major concern in all EDA industry,
due mainly to cost, reliability and feasibility: temperature and power are the
main performance limiters.
Dynamic Variable Stages Pipelines allows to improve processors and datapaths throughput while reducing their energy consumptions. When the clock
frequency is lowered, more computations can be performed in a combinatorial
way. In such case, signals can go farther away than the fixed pipelines boundaries
needed to ensure correct behaviour at high-frequency clock. Dynamic Variables
Stages Pipelines allow to save dynamic power when stalling clock on bypassed
pipeline buffers.
This paper copes with the control for such Dynamic Variable Stages Pipelines.
The control must ensure correct mode switches from/to Long Pipeline High Frequency and Short Pipeline Low Frequency.
We provide an implementation with distributed control, and another one
with centralized control, allowing to cope with very long pipelines where physical
latencies can cause feasibility issues.
Key-words: Variable length pipeline, Variable stage pipeline, Pipeline stage
unification, Low Power, Leakage, Energy, Throughput
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Pipeline à étages variables dynamiquement: une
implantation du contrôle
Résumé : Minimiser l’énergie pour effectuer une tâche donnée est critique
dans l’industrie des sémiconducteurs, principalement à cause du coût, de la
fiabilité et la faisabilité : la température et la puissance constituent les barrières
principales au niveau des performances.
Les pipelines à profondeur reconfigurables dynamiquement permettent
d’augmenter les performances en terme de débit des processeurs et des circuits
flots de données usuels, tout en réduisant leur consommation d’énergie. Lorsque
la fréquence d’horloge diminue, plus de calculs peuvent être effectués combinatoirement. Dans un tel cas, les signaux peuvent se propager bien plus loin que
les barrières fixes nécessaires, afin d’assurer la correction du comportement du
circuit lors de l’utilisation de fréquences élevées sur l’horloge. Les pipelines à
profondeur reconfigurables dynamiquement permettent de diminuer la puissance
dynamique ; l’horloge n’est plus nécessaire sur les registres outre-passables.
Ce rapport de recherche fournit une implantation distribuée du contrôle, et
une autre centralisée. Elles permettent de traiter le cas des pipelines de très
grandes profondeur, où des problèmes de faisabilité sont causés par les latences
physiques associées aux signaux.
Mots-clés : pipeline à longueur variable, pipeline avec nombre d’étages variable, unification d’étages de pipeline
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Introduction

Minimizing energy to achieve a given task is a key concern from huge data
centers to trendy smart phones. Firstly, due to feasibility: temperature, power
and battery capacities are limiting factors. Secondly, due to cost: lower energy
enables smaller need for air-cooling, lower cost for ICs, packaging, space saving
on PCB, etc. Thirdly, due to reliability: lower temperatures might enable to
remove mechanical devices, then reducing risks of failure.
Dynamic Voltage Scaling [6] (DVS) is a well-known technique to minimize
energy. Sleep transistors [4], tri-gates [2] and different techniques helps to minimize leakage [5] on the physical corner. Nevertheless, it is also possible to tackle
this problem on the micro-architectural corner. When using DVS, both clock
and voltage shrinks, but pipeline length is constant: most of signals may go
further than the pipeline boundary needed for high clock frequency, because of
a slower clock frequency. Moreover, the efficiency will be more limited due to
smaller supply voltage range in the future, despite recent results [1] on such
achievable lower voltage.
Recently, authors of [7] have argued that it is possible to use bypassable
registers (BR) as building blocks for Dynamic Variable Stages Pipelines. A BR
is simply a register connected to a mux, as shown in Figure 1. This is a regular
and well-known building block for VLIW, DSP and RISC processors to solve
RAW (Read After Write), WAR, WAW issues caused by the pipelining scheme.

Figure 1: Bypassable flip-flop.

Figure 2: Bypassable master/slave latches.
Their straightforward implementation uses master and slave latches instead
of a regular flip-flop, as shown in Figure 2; it alleviates glitches propagations
that are highly energy consuming.
However, they do not provide a mechanism to handle switching from LowFrequency/Short Pipeline (SP) to High-Fre-quency/Long Pipeline (LP) (up to
our knowledge). This paper provides two implementations for such mechanism:
one with distributed control, the other one with centralized control.
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Figure 3: DLX CPU with (a) 5 stages pipeline and (b) 3 stages pipeline.
Variable Length Pipelines (also known as Pipeline Stage Unification or Variable Stage Pipelines) are useful to improve the throughput. They can be used
to reduce leakage with power-gating, as shown in [8, 9]. It limits power consumption by reducing the load capacitance of clock drivers, which is achieved
by stopping the clock of the bypassed registers; in case of a CPU, it reduces
the clock cycle count of program execution by reducing the number of pipeline
stages.

2

Implementation

First, we describe intuitively on a simple example how our design works. Then,
we detail both implementations and their correctness.

2.1

An Intuitive Example

First, we start with the intuitive example of a simple DLX processor. It is 5pipeline stages long in Long Pipeline mode, as shown in Figure 3 (a): Instruction
fetch cycle (IF), Instruction decode/register fetch (ID), Execution/effective address cycle (EX), Memory access/branch completion cycle (MEM), Write-back
cycle (WB). It has only 3 pipeline stages in Short Pipeline mode : (IF+ID),
(EX+MEM) and (WB) as shown in Figure 3 (b).
The basic idea to implement Dynamic Variable Length Pipe-line is to use
clock-gating as follows:
• When the pipeline is switching from LP to SP, we need to introduce bubbles.
• When the pipeline is switching from SP to LP, we need to remove bubbles.
In Figures 4 and 5, plain boxes denotes pipeline stages with regular registers,
and dashed boxes denotes stalled stages. Plain circles denotes pipeline stages
with bypassable registers; dashed circles denotes bypassed stages.
Switching from LP to SP As shown in Figure 4, we turn off the clock of the
first pipeline stage at first instant. At next clock cycle, we will have a bubble
in the following BR, that will be switched to its bypassed mode; we also turn
off the clock of the third pipeline stage. Then, we will have a bubble in the
following BR, and so on. Finally, when reaching the tail of the pipeline, we
send to the clock frequency controller a signal to switch to SP, and activate
INRIA
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Figure 4: Long Pipeline to Short Pipeline.

Figure 5: Short Pipeline to Long Pipeline.
all stalled stages. The process is safe, since we stall the whole pipeline before
switching clock frequency.
Switching from SP to LP As shown in Figure 5, we turn off the clock of
the last pipeline stage, and we switch the previous BR in regular register mode,
that will receive the new fresh data; at next clock cycle, we turn off the clock
of the previous pipeline stage, and switch previous BR in regular register mode,
and so on. Finally, when reaching the head of the pipeline, we send to the clock
frequency controller a signal to switch to LP, and turn on the clock of all stalled
stages.

2.2

Detailed Distributed Implementation

Now we provide mechanism details, implemented using a natural distributed
style.
As shown in Figure 6, a local clock-gating stalls the stage upon reception
of signal LP toSP or SP toLP , until receiving an enable signal (Done) from
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Figure 6: Distributed implementation.
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Figure 7: Clock-gating equalization.
the clock generator. When it receives any of such input signal (LP toSP or
SP toLP ), it simply repeats the signal at the next clock cycle: from a stage
to the previous one for SP toLP , and from a stage to both next two stages for
LP toSP . When the signal reaches the head (resp. the tail) of the pipeline, then
we forward the signal to the clock generator, that will switch from SP to LP
(resp. LP to SP). After the clock generator has switched the mode, it enables all
stages of the pipeline during the same clock cycle by activation signals (Done).
However, activation signals coming from the clock generator to all pipeline
stages cannot be achieved within a clock cycle in general, especially in case of
very deep pipelines. If turning on/off (through clock-gating) is not performed
at the same clock cycle on all stages of the pipeline, there is a correctness issue.
The intuitive idea to solve it is to know latencies from/to the clock generator
to/from each stage of the pipeline and “equalize” them, with respect to the
longest path (latency metric) adding flip-flops (or master/slave latches) when
needed. In the example given in Figure 7: the longest paths have a latency of
2 clock cycles in LP mode. We add an additional flip-flop to second and fourth
stages, and two flip-flops to third stage. Hence, all stages receive the Done
during the same clock cycle.
We now detail building blocks used for this implementation (cf. Figure
8). The left one is used in case of regular buffer, while the right one is for
bypassable buffers. They both have many common inputs/outputs to implement
the distributed protocol. FF has only a StallF F signal to clock-gate its regular
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Figure 8: Distributed implementation building blocks.
buffer, whereas bypassable FF has an additional signal to drive the mux to
bypass.
Each building block has a set of boolean equations that can be easily translated in Verilog, VHDL or SystemC. pre (t) equals the value of signal t during
previous clock cycle.
In case of a regular buffer:
LP toSPout

= (LP toSP−1 ∨ LP toSP ∨ pre (LP toSPout ))

SP toLPout

∧Done
= (SP toLP ∨ pre (SP toLPout )) ∧ Done

StallF F

= LP toSPout ∨ SP toLPout

where LP toSP−1 is the output LP toSPout from the previous FF pipeline buffer,
as shown in Figure 6.
Equations for the bypassable buffer control are as follows:
LP toSPout

=

(LP toSP ∨ pre (LP toSPout )) ∧ Done

SP toLPout
StallF F

=
=

(SP toLP ∨ pre (SP toLPout )) ∧ Done
(SP toLP ∨ pre (StallF F )) ∧ ¬LP toSP

=

∧Done
(LP toSP ∨ pre (BypassF F )) ∧ ¬SP toLP

BypassF F

We assume that Done is not emitted while we are switching pipeline stage
modes. This is true by construction, since both pipeline ends, sending LP toSP
and SP toLP , are connected to the Clock Generator as shown in Figure 6.
We can put some room in the clock generator to introduce additional buffers,
this will not break the current placement and routing; using distributed equalization seems better for area, but need to iterate during placement and routing.
This equalization introduces mandatory latencies, in order to ensure correctness. The longest latency introduces additional cycles of stall in the pipeline
when switching from a mode to the other. When switching from SP to LP, we
can also use bypassable buffers accordingly to the latency of each path, in order
to minimize the number of stalls in the pipeline (it has to be equalized too).
In such distributed implementations, the issue is when we have pipeline
configurations that needs to turn off a lot of consecutive stages during the same
clock cycle: this cannot be achieved in general, because of long wires. We solve
this issue in the next implementation.

RR n° 6918

8

Boucaron & Coadou

Figure 9: Centralized implementation.

Figure 10: Centralized implementation building blocks.

2.3

Detailed Centralized Implementation

We now discuss a centralized implementation that let us stall any number of
pipeline stages during the same clock cycle. The reader should think of centralized as the root of a clock-tree.
Each pipeline stage has those inputs: LP toSP , SP toLP and Done. They
enable the mode switching and the clock, stall the clock, or switch on/off bypasses. Instead of locally generating the stall as in the distributed implementation, now we generate the signal from a module. The module has two inputs
associated to mode switching, and has many pair of outputs (LP toSP , SP toLP )
associated to each stage of the pipeline, as shown in Figure 9.
For instance, to switch from LP to SP, as shown in Figure 4, we have to count
10000, 11100, 11111, and finally to send Done to all stages. Another example
is to switch from SP to LP as in Figure 5. We just need to count 00001, 00011,
00111, 01111, 11111, and finally to send Done to all stages (assuming here
previous latency equalization).
In the centralized implementation, there is no protocol between pipeline
stages. We just need a local clock-gating that will receive LP toSP , SP toLP
and Done signals. It is no longer needed to equalize latencies from the clock
generator to all pipeline stages. In the previous case, the clock generator was
not supposed to know how many cycles the pipeline would be fully stalled after
it has sent the switch signal. Here, the module can send LP toSP and SP toLP
signals with respect to the different latencies of all wires.
Power-gating is an efficient technique to reduce leakage power of a chip.
However, power-gating takes more than one clock cycle to be enabled, and also
a careful design, as detailed in [3]. The centralized implementation is a good
candidate to apply power-gating: when switching from LP to SP, we have the
opportunity to turn off a set of flip-flops or latches.
INRIA
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Figure 11: Power-gating instance.
Moreover, since both power-gating and switching from LP to SP (and from
SP to LP) takes time, we can turn on/off bypassable buffers of pipeline stages,
while at the same time we are switching from a pipeline length mode to the
other one. This kind of scheme can apply naturally to long pipelines that are
regularly found in digital filters for Video, Image and Signal processing, even if
all bypassable buffers of such pipeline cannot be turned off because of its length.
For instance, let us assume a 32-stages pipeline design, as shown in Figure
11. It takes 8 clock cycles to turn on/off a latch or a flip-flop.
We can neither turn off 8 first stages, nor turn on 8 last stages, because of
previous constraints. We can still power-gate 8 stages in between, denoted as
grey filled circles in Figure 11. There is an additional time constraint such that
power-gate signal arrives on 9th and 23th stages within one clock cycle from the
centralized scheme; in the first case to turn off, and the second case to turn on
respectively. It takes 8 more clock cycles (then a total of 16) if we want to turn
on/off all bypassable stages to save more leakage power.
The centralized implementation can be applied to any pipe-line configuration
and clock-gating. This cannot be achieved in general using the distributed
implementation.
In this implementation, there is only a local clock-gating (or a bypass) on
each pipeline stage. There is less area overhead for each stage than in the distributed one (no protocol overhead). However, there are a lot of wires connected
from the centralized module to enable/disable clock-gating. More bypassable
buffers are also required on each pipeline stage. This means a higher area overhead than with the distributed implementation.
The centralized implementation can cope with any arbitrary latency in the
clock-gating scheme, because we can send the enable or stall signals earlier,
when building the sequence to switch from one mode to another one.

2.4

Correctness

In order to guarantee the correctness of the switch between the two modes of
our design, we have assumed the following hypotheses:
• Only pipelined combinatorial logic can be bypassed. In general, we cannot
bypass latches or flip-flops without affecting the behavior. Obviously, if
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the designer knows that it does not change the behaviour, then she/ he
can use a bypass.
• There must be at least one latch or flip-flop in any circuit whenever bypasses are active or not. Otherwise, it creates a combinatorial cycle. This
is not strictly necessary if shown correct, but most of EDA tools will complain in such a case.
• We can clock-gate any pipeline stage within a clock cycle. Otherwise, each
pipeline stage could not be seen as a black-box, and a finer grain analysis
of latencies and data dependencies would be needed. The centralized
implementation can cope with such behaviour.
• Fast clock frequency is a multiple of the slower one. This way, both clocks
are phase-aligned; this is a simplification.
• In case of distributed implementation, all the consecutive stages between
two bubbles can be stalled within a clock cycle. A problem may occur if a
few bubbles are inserted in a long pipeline, far from each other. All stages
between two bubbles have to be stalled simultaneously, or there would be
misplaced bubbles.
• Clock generator does neither change clock speed, nor send Done when the
pipeline is switching from one mode to another.
• Clock tree between pipeline stages and the clock generator is latency equalized. Otherwise, there can be issues when the whole pipeline restarts,
if the same clock instant does not arrive during the same instant at all
pipeline stages.

3

Discussion

In this section, we discuss the timing issues to switch between modes, and
hierarchical variable length pipeline.
Time for switching between modes It takes kLP k − kSP k + 1 clock cycles
(with the clock frequency of the LP mode) to switch from LP to SP, where kLP k
and kSP k are respectively the length of the long and short pipelines. Conversely,
it takes the same number of clock cycles to switch from SP to LP, but with the
clock frequency of the SP mode. The time for switching between modes is
minimal, provided there is no latency from/to clock generator. If there exists
such latency, then we have to minimize the latency of the following paths, in
order to minimize the time spent for switching between modes:
• From the head of the pipeline, passing through the clock generator, reaching all stages of the pipeline.
• From the tail of the pipeline, passing through the clock generator, reaching
all stages of the pipeline.

INRIA
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Figure 12: Multi-length pipeline.
Hierarchical variable length pipeline Our implementations can also be
composed with more than two modes, as shown in Figure 12. The pipeline may
have a depth of 5 stages (1 → 2 → 3 → 4 → 5), 3 stages (1 → 2 + 3 → 4 + 5) or
1 stage (1 + 2 + 3 + 4 + 5). A shorter pipeline is obtained by merging consecutive
stages of its immediately longer configuration; in other words, there is kind
of alignment of the non-bypassed stages from the slowest mode to the fastest.
In this case, we come down to the general one, where the times for switching
between modes are the same as given above.

4

Conclusion

We introduce two implementations for the control of a Dynamic Variable Length
Pipeline through the use of bypassable buffers.
The intuitive idea is as follows: when switching to Long Pipeline (LP) to
Short Pipeline (SP), we introduce “bubbles” in bypassable buffers, starting from
the head of the pipeline until reaching its tail, then finalizing clock frequency
switch; conversely, when switching from Short Pipeline to Long Pipeline, we
remove these “bubbles” starting from the tail of the pipeline until reaching its
head.
We introduce both distributed and centralized implementation. The distributed implementation simply forwards the switch signal from LP to SP, until
reaching the tail, and then re-enables the clock. When switching from SP to LP,
we stall the tail of the pipeline, and go in the reverse direction until reaching
the head.
All pipeline stages must restart during the same clock-cycle. However, this
cannot be done in one clock cycle, when considering long pipelines. To solve this
issue in the distributed implementation, we “equalize” latencies of enable paths
(from the clock generator to each stage of the pipeline) and also the clock-tree,
in between clock generator to stages of the pipeline : we add flip-flops in order to
equalize its latency to the longest path, thus synchronizing arrival of all enable
signals during the same clock cycle.
Nevertheless, we cannot turn on/off (through clock-gating) a lot of consecutive stages of the pipeline, because of physical latencies. Hence, we also introduce the centralized implementation, allowing more complex configurations
that cannot be achieved with the distributed one. There is no need to equalize
latencies of enable/stall paths from the clock generator to all pipeline stages
in this implementation, but clock-tree equalization is still mandatory to ensure
correctness.
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